
Form3160-3 F0ltM APPit0VED

(September 2001) OMB No. 1004-0136
Expires Jamuuy 31, 2004

UNITED STATES
DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUltEAU OF LAND MANAGEMENT
UTU-79834

APPLICATION FOR PERMIT TO DRILL OR REE NTER
6. If Indian. Allottee or Tribe Name

N/A

7. If Unit or CA Agreement, Name and No.
la. Type of Work: | DRILL O REENTER N/A

8. Lease Name and Well No.

lb. Type of Well: Oil Well O Gas Well Ü Other O Single Zone O Multiple Zone Federal 13-15-9-16

2. Name of Operator 9. API Well No.

Newfield Production Company
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory y

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monurnent Butte . , a

4. Location ofWell (Report location clearly and in accordance with any State requirements.*)
.. . 11. Sec., T.. R., M.. or Blk, ami $urveyor Area

At surface SW/SW 717' FSL 469' FWL § *'/ /'ff .
$Ž9 Vj

SWISW Sec. 15, T9S R16E
At proposed prod. zone L / / Ä ÑŸ

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 21.7 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 469' f/Ise, NA f/unit 160.00 40 Acres

18 Distamce from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on Gle

to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1014' 5975' UTB000192

Elevations (Show whether DF. KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5846' GL 2nd Quader 2006 Approximately seven (O days from spud to og release.

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.L shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on Gle (see

2. A Drilling Plan.
Itern 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands the
5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Of6ee).
6. Such other site specific information and/or phms as may be required by the

authorized officer.

25 Signature Name (Printed/Tvped) Date

Mandie Crozier 3/17/06

R Specialist
v Signa me (Pr nierbTvped) Date

BRADLEYG. HILL
T tie ENVIRONMENTALMANAGER

Application approval does not warnint or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approvat if any. are attached.

Title LS U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency ofthe Enited

States any false, letitious or Eraudulent statements or representations as to any matter within its jurisdiction.

*(Instructions on reverse)

RECEIVED

gjon a Necessaw APRO4 2006

DIV.OFOlL,GAS&
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NEWFIELD

March 31, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-580 l

RE: Applications for Permit to Drill: Federal 5-15-9-16, 12-15-9-16, and 13-15-9-16.

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed Federal 12-15-9-16 is
an Exception Location. Our Land Department will send you the required Exception
Location Letter. If you have any questions, feel free to give either Shon Mckinnon or
myself a call.

Mandie Crozier
Regulatory Specialist

TC

enclosures

RECEIVED
APRO42006

DIV.OFOlL,GAS&MINING

Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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NEWFIELD PRODUCTION COMPANY
FEDERAL #13-15-9-16

SW/SW SECTION 15, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2380'
Green River 2380'
Wasatch 5975'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2380' - 5975' - Oil

J. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CETARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILL4RY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. Ït is not anticipated that abnormal

temperatures will be encountered.

10. AN77CIR4TED S7MR77NG DATE-4ND DURATION OF THE OPERAY70NS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY
FEDERAL #13-15-9-16

SW/SW SECTION 15, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #13-15-9-16 located in the SW
l/4 SW 1/4 Section 15, T9S, RI6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles + to the junctionof this
highway and UT State Hwy 53; proceed southwesterly - 10.9 miles ± to it's junctionwith an
existing road to the northeast; proceed northeasterly and then southwesterly - 7.8 miles ± to it's
junction with an existing road to the east; proceed easterly and then southwesterlv - 1.4 miles +

to it's junctionwith the beginning of the proposed access road; proceed southwesterly along the
proposed access road - 1,640' ± to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

J. LOCATION OF EXIST7NG AND/OR PROPOSED E4CILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP)

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERL4LS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR IL4NDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. 24NCILLARY FACILI77ES

Please refer to the Monument Butte Field
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORAT7ON OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFA CE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATTON

The Archaeological Resource Survey for this area is attached. MOAC Report #05-500, 12/1/05.
The Paleontological Resource Survey will be forthcoming. See attached report cover page.
Exhibit "D".

For the Federal #13-15-9-16 Newfield Production Company requests a 450' ROW be granted in
Lease UTU-017985 and 1190' of disturbed area be granted in Lease UTU-79834 to allow for
construction of the proposed access road. Refer to Topographic Map "B". The proposed
access road will be an 18' crown road (9' either side of the centerline) with drainage ditches
along either side of the proposed road whether it is deemed necessary in order to handle any run-

off from normal meteorological conditions that are prevalent to this area. The maximum grade
will be less than 8%. There will be no culverts required along this access road. There will be
barrow ditches and turnouts as needed along this road. There are no fences encountered along
this proposed road. There will be no new gates or cattle guards required. All construction
material for this access road will be borrowed material accumulated during construction of the
access road.

Newfield Production Company requests a 450' ROW be granted in Lease UTU-017985 and
l190' of disturbed area be granted in Lease UTU-79834 to allow for construction of the proposed
gas lines. It is proposed that the ROW and disturbed area will be 50' wide to allow for
construction of a 6" gas gathering line, and a 3" poly fuel gas line. Both lines will tie in to the
existing pipeline iñfrastructure. Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests a 450' ROW be granted in Lease UTU-017985 and
1190' of disturbed area be granted in Lease UTU-79834 to allow for construction of the proposed
water lines. It is proposed that the ROW and disturbed area will be 50' wide to allow for
construction of a buried 3" steel water injection line and a buried 3" poly water return line.
Refer to Topographic Map "C." For a ROW plan of development, please refer to the
Monument Butte Field SOP.

Water Disposal
Immediately upon first production. all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines. it is transported to the Ashley. Monument Butte.
Jonah. and Beluga water injection facilities by company or contract trucks. Subsequently. the
produced water is injected into approved Class ll wells to enhance Newlield's secondarv recovery

project.

Water not meeting qualitv criteria. is disposed at Newfield's Pariette #4 disposal well (Sec. 7.
T9S Rl9E) or al State of Utah approved surface disposal
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Threatened, Endangered, And Other Sensitive Species
Golden Eagle: Due to this proposed well access roads proximity (less that 0.5 mile) to an
existing inactive golden eagle nest site, no new construction or surface disturbing activities will
be allowed between March I and May 15. Ïf the nest remains inactive on May 15 (based on a
pre-construction survey by a qualified biologist), the operator may construct and drill the location
between May l5 and March I of the following year. If the nest site becomes active prior to May
15. no new construction or surface disturbing activities will be allowed within 0.5 mile of the nest
until the nest becomes inactive for two full breeding seasons. In the event that this well becomes
a producing well, it must be equipped with a multi-cylinder engine or hospital muffler to reduce
noise levels.

Sage Grouse: If new construction or surface disturbing activities are scheduled to occur between
March I and June 30, detailed surveys of the area within 0.5 mile of the proposed location must
be conducted to detect the presence of sage grouse. All surveys must be conducted in accordance
with the survey protocols outlined in the most recent USFWS Survey Protocol. Surveys must be
completed prior to initiating new construction or surface disturbing activities. In the event that
this well becomes a producing well, it must be equipped with a multi-cylinder engine or hospital
muffler to reduce noise levels.

Reseixe Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Crested Wheatgrass Agropyron Cristatum 4 lbs/acre
Needle and Threadgrass Stipa Comata 4 lbs/acre
Indian Ricegrass Oipzopsis Hvmenoides- 4 lbs/acre

Details of the On-Site Inspection
The proposed Federal #13-15-9-16 was on-sited on 11/30/05. The following were present; Shon
Mckinnon (Newfeild Production), Melissa Hawk (Bureau of Land Management), and Amy
Torres (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Shon Mckinnon
Address: Route #3 Box 3630

Mvton. UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #[3-15-9-16 SW/SW Section 15. Township 9S. Range 16E: Lease UTU-79834
Duchesne County. Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident

i hereby certify that the proposed drillsite and access roule have been inspected. and I
am únnilar with the conditions which currently crist: that the statements made in this plin
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Reseixe Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Crested Wheatgrass Agropyron Cristatum 4 lbs/acre
Needle and Threadgrass Stipa Comata 4 lbs/acre
Indian Ricegrass Oipzopsis Hvmenoides- 4 lbs/acre

Details of the On-Site Inspection
The proposed Federal #13-15-9-16 was on-sited on 11/30/05. The following were present; Shon
Mckinnon (Newfeild Production), Melissa Hawk (Bureau of Land Management), and Amy
Torres (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Shon Mckinnon
Address: Route #3 Box 3630

Mvton. UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #[3-15-9-16 SW/SW Section 15. Township 9S. Range 16E: Lease UTU-79834
Duchesne County. Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident

i hereby certify that the proposed drillsite and access roule have been inspected. and I
am únnilar with the conditions which currently crist: that the statements made in this plin



true and co,rrect to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

3/17/06
Date Mandie Crozier

Regulatory Specialist
Newfield Production
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proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.
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CULTURAL RESOURCE INVENTORY OF
NEWFIELD EXPLORATION'S TWO 40 ACRE
PARCELS INTOWNSHIP 9S, RANGE 16E,
SECTION 15, DUCHESNE COUNTY, UTAH

By:

Jenn Mueller
and

Keith Montgomery

Prepared For:

Bureau of Land Management
Vernal Field Office

Prepared Under Contract With:

Newfield Exploration Company,
Rt. 3 Box 3630

Myton, UT 84052

Submitted By:

Keith R. Montgomery
Montgomery Archaeological Consultants, Inc.

P.O. Box 147
Moab, Utah 84532

MOAC Report No. 05-500

December 1, 2005

United States Department of interior (FLPMA)
Permit No. 05-UT-60122
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/04/2006 API NO. ASSIGNED: 43-013-33136

WELL NAME: FEDERAL 13-15-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SWSW 15 090S 160E . .

Tech Review Initials Date

SURFACE: 0717 FSL 0469 FWL

BOTTOM: 0717 FSL 0469 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.02556 LONGITUDE: -110.1125

UTM SURF EASTINGS:575731 NORTHINGS: 4430762 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-79834 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[1] Ind[] Sta[] Fee[] Unit:
(No. UTBOOOl92 )

Potash (Y/N) \/ R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit
R649-3-3. Exception

(No. MUNICIPAL )
Drilling Unit

RDCC Review (Y/N) Board Cause No:
(Date: ) Eff Date:

Fee Surf Agreement (Y/N) Siting:

AlO Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS :
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah
April 17, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052
JOHN R. BAZA
Division Director

Re: Federal 13-15-9-16 Well, 717' FSL, 469' FWL, SW SW, Sec. 15, T. 9 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33136.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www
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Operator: Newfield Production Company
Well Name & Number Federal 13-15-9-16
API Number: 43-013-33136
Lease: UTU-79834

Location: SW SW Sec. 15 T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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FORM 3'60-5 UNITED STATES FORM APPROVED

gate 199Õ) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-79834

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. T e of Well

Oil Gas 8. Well Name and No.X
Well Well Other FEDERAL 13-15-9-16

9. API Well No.
2. Name of Operator 43-013-33136

NEWFIELD PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11.County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

717 FSL 469 FWL SW/SW Section 15, T9S R16E DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF AC flON

| X |Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Permit Extension Dispose Water
(Note: Report æsults of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Newfield Production Company requests to extend the Permit to Drill this well for one year. The original
approval date was 4/17/06 (expiration 4/17/07).

This APD has not been approved yet by the BLM.

Approved by the
Utah Divisionof

Oil, Gas and Mining

Date RECEIVED

DIV.OFOIL,GAS&MINING

14. I hereby certify that the foreg true and correct

Signed Title Regulatory Specialist Date 4/4/2007
Mandie Crozier

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: Utah DOGM

Title 18 U.S.C. Section 1001,makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its
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Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: R
Well Name: Federal 13-15-9-16

Location: swisw section15,T9S R16E
Company Permit Issued to: Newfield Production Company
Date Original Permit Issued: 4/17/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NolEl

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesO NolEl

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No IEl

Has the approved source of water for drillingchanged? YesO NolEl

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NolEl

Is bonding still in place, which covers this proposed well? YeslEINoO

S
4/4/2007

Title: Regulatory Specialist RECEIVED
APR09 2007

Representing: Newfield Production Company
DIV.0F0lL,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
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API: R
Well Name: Federal 13-15-9-16
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S
4/4/2007

Title: Regulatory Specialist RECEIVED
APR09 2007

Representing: Newfield Production Company
DIV.0F0lL,GAS&



RECEIVED
APRO3 2006

Form3160-3
BLMVERNAL,UTAHFORM APPROVED

(September 20011 OMB No 1004-0136

UNITED STATES
Expires January 31. 2004

DEPARTMENT OF THE lNTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-79834

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If haaian, Allottee or Tribe Name

N/A

7. If Unit or CA Agreement, Name and No.
la. TypeofWork: DRILL REENTER

N/A
8. Lease Name and Well No.

I b. Type of Wel: Oil Well Gas Well Other Single Zone O Multiple Zone Federal 13-15-9-16

2. Name of Operator 9. API Well No.

Newfield Production Company L¾.()g, gg gy
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with rms State requirements.*) lL Sec., T., R.. M., or Blk. and Survey or Area

At surface SW/SW 717' FSL 469' FWL

At proposed prod. zone
SW/SW Sec. 15, T9S R16E

14. Distance in miles and direction from nearest town or post office* . 12. County or Parish 13. State

Approximatley 21.7 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line. if any) Approx. 469' flise, NA' flunit 160.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1014' 5975' UTBOOO192

21. Elevations (Show whether DF. KDB, RT. GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5ô46° GL 2nd Quarter 2006 Appoxmoyseen C

24. Attachments

The following. completed in accordance with the requirements of Onshore Oil and Gas Order No.L shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing hond on file (see

2. A Drilling Phin. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System L:mds. the 5. Operator certificatirm.

SUPO shall be filed with the appropriate Forest Service Ofñee).
6. Such other site specific informaton and/or phms as may he required by the

authorized officer.

Titie

Mandie Crozier 3/17/06

Regulatory Specialist
Approved hy (Signatu Name (Prinuu/ Ty¡xs/) Date

Title

RS &MineralROSOUTCOS
orrice

VERNALRELDOFRCE
Application approval does not warnot or certify the the applicant hohl legal or equitable title to those rights in the subject lease which wouhl entitle the applicant to conthiet

i litii st i ovaL ifany.areattached. CONDITIQNSOF APPROVALATTACHED
Title IN L S.C. Section MMll and Title 43 L.S.C. Section |212. make it a crime for any person knowingly and willfully to make to any department or unency of the United
States any ûllse. fictitious or fraudulent ,tatements or representations .ia to any matter within its inrisdiction.

*t/nnrua

RECElVED
APR212087 NOTICEOFAPPROVAL

DIVOFOIL,GAS&MINING

No NDS pam
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
' Y 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SWSW, Sec 15, T9S, R16E
Well No: Federal 13-15-9-16 Lease No: UTU-79834
API No: 43-013-33136 Agreement: N/A

Petroleum Engineer: Matt Baker Office: 435-781-4490 Cell: 435-828-4470
Petroleum Engineer: Michael Lee Office: 435-781-4432 Cell: 435-828-7875
Petroleum Engineer: Jim Ashley Office: 435-781-4470 Cell: 435-828-7874
Petroleum Engineer: Ryan Angus Office: 435-781-4430
Supervisory Petroleum Technician: Jamie Sparger Office: 435-781-4502 Cell: 435-828-3913
Environmental Scientist: Paul Buhler Office: 435-781-4475 Cell: 435-828-4029
Environmental Scientist: Karl Wright Office: 435-781-4484
Natural Resource Specialist: Holly Villa Office: 435-781-4404
Natural Resource Specialist: Melissa Hawk Office: 435-781-4476
Natural Resource Specialist: Chuck Macdonald Office: 435-781-4441
Natural Resource Specialist: Darren Williams Office: 435-781-4447
Natural Resource Specialist: Verlyn Pindell Office: 435-781-3402
After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with
the applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill
including Surface and Downhole Conditions of Approval. The operator is considered fully responsible
for the actions of his subcontractors. A copy of the approved APD must be on location during
construction, drilling, and completion operations. This permit is approved for a one-year period. An
additional year extension may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS
Location Construction - Forty-Eight (48) hours prior to construction of location and access roads.
(Notify Chuck Macdonald)

Location Completion - Prior to moving on the drilling rig.
(Notify Chuck Macdonald)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing all casing
(Notify Jamie Sparger) strings.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Jamie Sparger)

First Production Notice - Within Five (5) business days after new well begins or production
(Notify Petroleum Engineer) resumes after well has been off production for more than ninety (90)
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COAs: Page 2 of 8
Well: Federal 13-15-9-16

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

LEASE STIPULATIONS AND NOTICES

• There are 3 Golden Eagle nests located within 0.5 miles of the proposed location. No
construction or drilling shall occur from February 1 through July 15 to protect the eagles during
nesting season.

• No surface occupancy or use is allowed (does not apply to casual use) within ½ mile of Golden
Eagle nests which have been active within the past two years. This restriction will not apply to
maintenance and operation of existing programs and facilities. It will not apply if impacts can be
mitigated through other management actions or site specific analysis of terrain features (see
comment number 1 below).

• Adhere to Executive Order 5327 of April 15, 1930, stipulations for lands in oil shale withdrawal.

• Lease Notices (field review and RMP):
1. Lesseeloperator is given notice that lands in this lease have been identified as containing

Golden Eagle habitat. Modifications may be required in the Surface Use Plan to protect the
Golden Eagle and/or their habitat from surface disturbing activities in accordance with
Section 6 of the lease terms, Endangered Species Act, and 43 CFR 3101.1-2.

2. Lesseeloperator is given notice that lands in this lease have been identified as containing
Ferruginous Hawk habitat. Modifications may be required in the Surface Use Plan to protect
the Ferruginous Hawk and/or their habitat from surface disturbing activities in accordance
with Section 6 of the lease terms, Endangered Species Act, and 43 CFR 3101.1-2.

• Comments:
1. The Golden Eagle "No Surface Occupancy" Stipulation does not apply to this location.

The Golden Eagle nest located within 0.5 miles of the location has not been active for
the last 2 years.

2. The Division of Wildlife Resources has designated lands in this area as containing potential
antelope habitat and Mountain Plover habitat.

3. If it is anticipated that construction or drilling will occur within the timing restrictions for the
Golden Eagle, a BLM or qualified biologist must be contacted at least 2 weeks prior to the
anticipated construction start date so surveys can be initiated.

CONDITIONS OF APPROVAL

• ROW (Right of Way):
1. Access roads will be Crowned (2 to 3%), ditched, and constructed with a running surface

of 18 feet and a maximum disturbed width of 30 feet during
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2. Construction of gas pipelines. The disturbed area will be 50 feet wide to allow for
construction of a surface 6" gas gathering line, and a surface 3" poly fuel gas line. Both
lines will tie in to the existing pipeline infrastructure.

3. Construction of water pipelines. Water pipelines will be buried 4 to 5 feet deep to avoid
freezing. The disturbed area will be 50 feet wide to allow for construction and 30 feet
wide for operations. Buried water pipelines will be 3" steel water injection line and 3"
poly water return line.

• The well pad and access/pipeline require monitoring by a qualified Paleontologist prior to
and during any surface disturbing activities.

• All applicable local, state, and/or federal laws, regulations, and/or statutes will be complied with.

• All traffic related to this action will be restricted to approved routes. Cross-country vehicle
travel will not be allowed.

• No vehicle travel, construction or routine maintenance activities shall be performed during
periods when the soil is too wet to adequately support vehicles and/or construction equipment. If
such equipment creates ruts in excess of four inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

• The access road will be crowned and ditched. Flat-bladed roads are not allowed.

• If additional erosion occurs during the life of this project, more culverts, low water crossings,
berms, wing ditches or etc. will be needed to control the erosion.

• Low-water crossings will be appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines will be buried at all major drainage crossings.

• Prevent fill and stock piles from entering drainages.

• The reserve pit will be lined with a 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal site.

• When the reserve pit contains fluids or toxic substances, the operator must ensure animals do not
ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operator shall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer (AO) within 48 hours. A determination will be made by the AO as to
necessary mitigation for the discovered paleontologic/cultural
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• If Uinta Basin hookless cactus or other special status plants are found, construction will cease
and the AO will be notified to determine the appropriate mitigation.

• The interim seed mix for this location shall be:

Crested wheatgrass (Agropyron cristatum): 4 lbslacre
Needle and Threadgrass (Hesperostipa comata): 4 lbs/acre
Indian Ricegrass (Achnatherum hymenoides): 4 lbs/acre

• All pounds are in pure live seed.
• Rates are set for drill seeding; double the rate if broadcasting.
• Reseeding may be required if initial seeding is not successful.

• The operator will be responsible for treatment and control of invasive and noxious weeds.

• The topsoil from the reserve pit shall be stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoil respread, and the area shall be
seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology, topsoil
shall be respread , and the entire location shall be seeded with a seed mix recommended by the
AO (preferably of native origin). Seed application will follow all guidelines in the interim seed
mix bullet statement above. If reclamation seeding shall take place using the broadcast method,
the seed at a minimum will be walked into the soil with a dozer immediately after the seeding is
completed.

• The authorized officer may prohibit surface disturbing activities during severe winter conditions
to minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officer may prohibit surface disturbing activities during wet or muddy conditions
to minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• All well facilities not regulated by OSHA will be painted Carlsbad Canyon.

• All boulders with a length or diameter greater than 3 feet, that are found showing at the surface,
will be stockpiled for use during final reclamation.

• Notify the Authorized Officer 48 hours prior to surface disturbing activities.

• Operator shall notify any active gilsonite mining operation within 2 miles of the location 48
hours prior to any blasting during construction for this
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DOWNHOLE CONDITIONS OF APPROVAL

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

SITE SPECIFIC DOWNHOLE CONDITIONS OF APPROVAL
1. A variance is granted for O.O. #2 III. E. 1.

a. The blooie line shall be straight or have targeted tees for bends in the line.
b. Not requiring an automatic igniter or continuous pilot on the blooie line.

2. Run a cement bond log from TD to the base of the surface casing shoe.

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS
1. There shall be no deviation from the proposed drilling, completion, and/or workover program as

approved. Safe drilling and operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned, shall be identified in accordance with 43 CFR 3162.6.
There shall be a sign or marker with the name of the operator, lease serial number, well number,
and surveyed description of the well. Any changes in operation must have prior approval from
the BLM, Vernal Field Office Petroleum Engineers.

2. The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

3. Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours
in advance of casing cementing operations and BOPE & casing pressure tests.

4. Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressivelfresh hard-banded drill pipe shall be used within casing.

Cement baskets shall not be run on surface
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5. The lesseeloperator must report all shows of water or water-bearing sands to the BLM. If flowing
water is encountered it must be sampled and analyzed (a copy of the analyses to be submitted to
the BLM Field Office in Vemal, Utah).

6. All oil and gas shows shall be adequately tested for commercial possibilities, reported, and
protected.

7. The lesseeloperator must report encounters of all non oil and gas mineral resources (such as
gilsonite, tar sands, oil shale, etc.) to the Vemal Field Office in writing within 5 working days of
each encounter. Each report shall include the well name/number, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
information.

8. No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM, Vemal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM, Vernal Field Office shall be obtained and notification given
before resumption of operations.

9. Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office
on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is
completed.

Any change in the program shall be approved by the BLM, Vernal Field Office. "Sundry
Notices and Reports on Wells" (Form BLM 3160-5) shall be filed for all changes of plans and
other operations in accordance with 43 CFR 3162.3-2.

Emergency approval may be obtained orally, but such approval does not waive the written report
requirement. Any additional construction, reconstruction, or alterations of facilities, including
roads, gathering lines, batteries, etc., which will result in the disturbance of new ground, shall
require the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of 43 CFR
3164.1 and prior approval by the BLM, Vernal Field Office.

In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

10. Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation

COAs: Page 6 of 8
Well: Federal 13-15-9-16

5. The lesseeloperator must report all shows of water or water-bearing sands to the BLM. If flowing
water is encountered it must be sampled and analyzed (a copy of the analyses to be submitted to
the BLM Field Office in Vemal, Utah).

6. All oil and gas shows shall be adequately tested for commercial possibilities, reported, and
protected.

7. The lesseeloperator must report encounters of all non oil and gas mineral resources (such as
gilsonite, tar sands, oil shale, etc.) to the Vemal Field Office in writing within 5 working days of
each encounter. Each report shall include the well name/number, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
information.

8. No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM, Vemal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM, Vernal Field Office shall be obtained and notification given
before resumption of operations.

9. Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office
on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is
completed.

Any change in the program shall be approved by the BLM, Vernal Field Office. "Sundry
Notices and Reports on Wells" (Form BLM 3160-5) shall be filed for all changes of plans and
other operations in accordance with 43 CFR 3162.3-2.

Emergency approval may be obtained orally, but such approval does not waive the written report
requirement. Any additional construction, reconstruction, or alterations of facilities, including
roads, gathering lines, batteries, etc., which will result in the disturbance of new ground, shall
require the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of 43 CFR
3164.1 and prior approval by the BLM, Vernal Field Office.

In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

10. Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation



COAs: Page 7 of 8
Well: Federal 13-15-9-16

sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.

A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

11. All off-lease storage, off-lease measurement, or commingling on-lease or off-lease shall have
prior written approval from the BLM, Vernal Field Office.

All measurement points shall be identified as point of sales or allocation for royalty
determination prior to the installation of facilities.

12. Oil and gas meters shall be calibrated in place prior to any deliveries. The Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM, Vernal Field Office. All measurement facilities will conform to the API standards for
liquid hydrocarbons and the AGA standards for natural gas measurement.

13. A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM, Vernal Field Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

14. This APD is approved subject to the requirernent that, should the well be successfully completed
for production, the BLM, Vernal Field office must be notified when it is placed in a producing
status. Such notification will be by written communication and must be received in this office by
not later than the fifth business day following the date on which the well is placed on production.
The notification shall provide, as a minimum, the following informational items:

a. Operator name, address, and telephone number.

b. Well name and number.

c. Well location (¼¼,Sec., Twn, Rng, and P.M.).

d. Date well was placed in a producing status (date of first production for
which royalty will be paid).

e. The nature of the well's production, (i.e., crude oil, or crude oil and casing
head gas, or natural gas and entrained liquid
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f. The Federal or Indian lease prefix and number on which the well is
located; otherwise the non-Federal or non-Indian land category, i.e., State
or private.

g. Unit agreement and / or participating area name and number, if applicable.

h. Communitization agreement number, if applicable.

15. Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from Field Office Petroleum Engineers.

16. All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production

17. Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

18. Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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18. Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Newfield Production Company

Well Name: Federal 13-15-9-16

API No: 43-013-33136 Lease Type: Federal

Section 15 Township 09S Range 16E County Duchesne

Drilling Contractor Ross Rig Rig # 24

SPUDDED:
Date 5-21-07

Time 5:30 PM

How Dry

Drilling will Commence:

Reported by Justin Crum

Telephone # 435-823-6733

Date 5-22-07 Signed
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Section 15 Township 09S Range 16E County Duchesne

Drilling Contractor Ross Rig Rig # 24

SPUDDED:
Date 5-21-07

Time 5:30 PM

How Dry

Drilling will Commence:

Reported by Justin Crum

Telephone # 435-823-6733

Date 5-22-07 Signed
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FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
ExpiresJanuary 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS usA UTU.oiyggs
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

-f 7. If Unit or CA/Agreement, Name and/or

1.T pe of Well
Oil Well O Gas Well Other 8. Well Name and No.

2. Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTIONCOMPANY 9. API Wall No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435646 3771 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE
11.County or Parish, State

SWSW Section 15 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back O Water Disposal

I 3 Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pettinent markers and zones. Attach the

Bond under which the woth will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/21/07 MIRURoss # 24. Spud well @5:30 PM. Drill320' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @323.71 KB. On 5/22/07 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cflsk yeild. Returned 1 bbis cement to pit. BLMwas present during cementing operation. WOC.

RECEIVED
MAY3 O2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

te D
rillin200F7oreman

Approved by . . . . . . Title Date
Conditionsof approval, if any, are attached Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulent statements or storosentations as to anv matter within its iurisdiction -

(Instructions on

FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
ExpiresJanuary 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS usA UTU.oiyggs
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4. Location of Well (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE
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SWSW Section 15 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back O Water Disposal

I 3 Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pettinent markers and zones. Attach the

Bond under which the woth will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/21/07 MIRURoss # 24. Spud well @5:30 PM. Drill320' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @323.71 KB. On 5/22/07 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cflsk yeild. Returned 1 bbis cement to pit. BLMwas present during cementing operation. WOC.

RECEIVED
MAY3 O2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

te D
rillin200F7oreman

Approved by . . . . . . Title Date
Conditionsof approval, if any, are attached Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulent statements or storosentations as to anv matter within its iurisdiction -

(Instructions on



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 323.71

LAST CASING 8 5/8" set @ 323.71 OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross # 24

TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 43.98'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 312.81

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 313.71

TOTAL LENGTH OF STRING 313.71 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 323.71
TOTAL 311.86 7

TOTALCSG. DEL. (WlO THRDS) 311.86 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 5/21/2007 GOOD CIRC THRU JOB YES

CSG. IN HOLE 5/22/2007 Bbis CMTCIRC TO SURFACE 1

BEGIN CIRC 5/22/2007 RECIPROCATEDPIPE FOR NA

BEGIN PUMP CMT 5/22/2007

BEGIN DSPL. CMT 5/22/2007 BUMPED PLUG TO 870

PLUG DOWN 5/22/2007

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE &SPACING

Centralizers - Middlefirst, top second &thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 323.71

LAST CASING 8 5/8" set @ 323.71 OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross # 24

TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 43.98'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 312.81

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 313.71

TOTAL LENGTH OF STRING 313.71 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 323.71
TOTAL 311.86 7

TOTALCSG. DEL. (WlO THRDS) 311.86 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 5/21/2007 GOOD CIRC THRU JOB YES

CSG. IN HOLE 5/22/2007 Bbis CMTCIRC TO SURFACE 1

BEGIN CIRC 5/22/2007 RECIPROCATEDPIPE FOR NA

BEGIN PUMP CMT 5/22/2007

BEGIN DSPL. CMT 5/22/2007 BUMPED PLUG TO 870

PLUG DOWN 5/22/2007

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE &SPACING

Centralizers - Middlefirst, top second &thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep res uary
310,

004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-017985
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Nameand/or

1 T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2 Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTION COMPANY 9. API IVell No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435 646 3721 10 Field and Pool. or Exnloratorv Area

4 Location ofWell (Footage, Sec., T., R , M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

SWSW Section 15T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Weekly StatusReport

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof If the
proposal is to deepen directionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation æsults in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filedonly after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/24/07 MIRU NDSI Rig # 1. Set all equipment. Pressure test Kelly,TlW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @270'. Drill out
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 5960'. Lay down drill string & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIHwith Guide shoe, shoe jt, float collar, 136 jt's of 5.5 J-55, 15.5# csgn. Set @ 5957.39' / KB.Cement
with 300 sks cement mixed @ 11.0 ppg & 3.43 yld. The 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned 35 bbis of
cement to reserve pit. Nipple down Bop's. Drop slips @80,000 #'s tension. Release rig @6:00 am on 5/29/07.

RECEIVED
JUNOI 2007

DN.0F0lL,GAS&MINING

I herebycertify that the foregoingis true and Title
correct (Printed/ Tvped)

TimSmit11 .
Drillina Foreman

Signature D e5/30/2007

Anorovedby Title | Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any devanment or agency of the United
States anv false. fictitious and fraudulentstatementsor reoresentations as to anv matter within its iurisdiction

(Instructions on

FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep res uary
310,

004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-017985
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Nameand/or

1 T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2 Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTION COMPANY 9. API IVell No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435 646 3721 10 Field and Pool. or Exnloratorv Area

4 Location ofWell (Footage, Sec., T., R , M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

SWSW Section 15T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Weekly StatusReport

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof If the
proposal is to deepen directionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation æsults in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filedonly after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/24/07 MIRU NDSI Rig # 1. Set all equipment. Pressure test Kelly,TlW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @270'. Drill out
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 5960'. Lay down drill string & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIHwith Guide shoe, shoe jt, float collar, 136 jt's of 5.5 J-55, 15.5# csgn. Set @ 5957.39' / KB.Cement
with 300 sks cement mixed @ 11.0 ppg & 3.43 yld. The 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned 35 bbis of
cement to reserve pit. Nipple down Bop's. Drop slips @80,000 #'s tension. Release rig @6:00 am on 5/29/07.

RECEIVED
JUNOI 2007

DN.0F0lL,GAS&MINING

I herebycertify that the foregoingis true and Title
correct (Printed/ Tvped)

TimSmit11 .
Drillina Foreman

Signature D e5/30/2007

Anorovedby Title | Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any devanment or agency of the United
States anv false. fictitious and fraudulentstatementsor reoresentations as to anv matter within its iurisdiction

(Instructions on



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 5957.39

FIt clIr @5899.5
LAST CASING 8 5/8" SET AT 323' OPERATOR Newfield Production Company
DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI #1

TD DRILLER 5950' Loggers

HOLE SIZE 7 7/8"

I
LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH
Landing Jt 14

Short jt (')
134 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5899.55

Float collar 0.6

1 5 1/2" ETC LT&Ccsq 15.5# J-55 8rd A 44.59

GUIDE shoe 8rd A 0.65

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 5959.39

TOTALLENGTHOF STRING 5959.39 135 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 484.8 11 CASING SET DEPTH 5957.39
TOTAL 6428.94 146

TOTALCSG. DEL.(WlO THRDS) 6428.94 146 COMPARE
TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 5/28/2007 7:00 PM GOOD CIRC THRU JOB Yes

CSG. IN HOLE 5/28/2007 9:30 PM Bbls CMT CIRC TO SURFACE
BEGIN CIRC 5/28/2007 9:45 PM RECIPROCATED PIPE FOR THRUSTROKE NA

BEGIN PUMP CMT 5/28/2007 11:33 PM DIDBACKPRES. VALVEHOLD? Yes
BEGIN DSPL. CMT 5/29/2007 12:26 AM BUMPEDPLUG TO 1920 PSI

PLUG DOWN 5/29/2007 12:53 AM

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel + 3 % KCL, 5#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING
Centralizers - Middle first, top second &third.Then every thirdcollar for a total of 20.

COMPANY REPRESENTATIVE Jim Smith DATE

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 5957.39

FIt clIr @5899.5
LAST CASING 8 5/8" SET AT 323' OPERATOR Newfield Production Company
DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI #1

TD DRILLER 5950' Loggers

HOLE SIZE 7 7/8"

I
LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt (')
134 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5899.55

Float collar 0.6

1 5 1/2" ETC LT&Ccsq 15.5# J-55 8rd A 44.59

GUIDE shoe 8rd A 0.65

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 5959.39
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TIMING 1ST STAGE 2nd STAGE
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BEGIN PUMP CMT 5/28/2007 11:33 PM DIDBACKPRES. VALVEHOLD? Yes
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CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel + 3 % KCL, 5#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second &third.Then every thirdcollar for a total of 20.

COMPANY REPRESENTATIVE Jim Smith DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR
BUREAUOF LAND MANAGEMENT

--- 5 Lease Sc úMIo

Do
atiändoned als " ".. Tak u

7. If Unit or CA/Agreement Name and/or

1. T pe of Well
WelfNanurand

2. Name ofOperator FEDERAL 13-15-9-16
NEWFIELDPRODUCTIONCOMPANY T ll & -

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
ytoij UT 84052 4¾ 646 V7 10 Fieki aniPnni nr n Anu

. CHECK APPROPRIATEBOX(ES) TO INIDICATENA NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen tion(Start/Resume) Q Water Shut-Off
Notice of Alter Casing Fracture Treat ation Q Well Integrity

Silbsequent Casing Repair New Construction Blimplete _SOther
Change Plans Plug & Abandon rarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

mpleted Operation (clearly state all pertinent details, including estimated stading date o work and approximate duration thereo£ If the
proposal is Iy or recomplete horizontally, give subsurface locations and measund and true of all pertinent markers and zones. Attach the

Bond oit will be performed or provide the Bond No. on file with BLM/BIA. Required sub shall be filed within 30 days followingcompletion
ofthe If the operation resuits in a multiple completion orrecompletion in a new interv be fited once testing has been compicted.
Final Abandonm otices shall be filed only after all requirements, including molamation,have been completed, operator has determined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. If the production water meet giglityguidelines, it is transported to the
Ashley, Moriutpont Butte, Jonah, and Beluga water injection facilities by company 0|pŒntracttrucks.Subsequently, the
produced watet is injected into approved Class IIwellsto enhance Newfield's secortsgry recovery project.

Water not meeting quagcriteria, is disposed at Newfield's Pariette #4 disposal weíE(Sec. 7, 79S R19E) or at State of Utah
approved surface disposal facilities.

A
by the

h
Division of

Oil, Gas and Mining

FOR
RECORDONLY

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Man<1jeCrn7 Regulatory Specialist
Signature Date

IN. / ! 06/26/2007

Anatovedby .............. ... . .. ..... ... Title I)ate
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any lly to make to any department or agency of the United
States anv fals fictidous and fraudulent statements or reoresentations as to anv matter etion

Og 0FOLGAS
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIALNUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-Ol7985

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below currentbottom-holedepth, reenter plugged
7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OlL WELL GAS WELL O OTHER FEDERAL 13-15-9-16

2. NAME OF OPERATOR:
9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333136

3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 clTY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: COUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SWSW, 15,T9S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximatedate work will CASINGREPAIR NEW CONSTRUCTION O WORARifLY ABANDON

O CHANGE TO PREVIOUSPLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING O PLUG AND ABANDON O VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME O PLUGBACK O WATERDISPOSAL

(Submit OriginalFormOnly)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATION OF WELL SITE OTHER: - Weekly StatusReport

07/10/2007 O CONVERTWELL TYPE O RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject wellwas completedon 06/25/07, attached is a daily completion status report.

NAME (PLEASE Jentri Park TrrLE Production Clerk

SIGNATIIRE DATE 07/10/2007

(T State use only)

REC VED
JUL1 1 2007

DN.0FûlL,CAC
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Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 13-15-9-16
4/1/2007 To 8/30/2007

6/14/2007 Day: 1 Completion

Rigless on 6/13/2007 - Instal 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck &
pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD © 5870' & cement
top @ 56'. Perforate stage #1, CPS sds @ 6058-6T w/ 3-1/8" Slick Guns (19 gram,
.49"HE. 120°) w/ 4 spf for total of 36 shots. 140 bbis EWTR. SIFN.

6/20/2007 Day: 2 Completion

Rigless on 6/19/2007 - RU BJ Services. 37 psi on well. Frac CP5 sds w/ 40,000#'s of
20/40 sand in 406 bbis of Lightning 17 fluid. Broke @ 3007 psi. Treated w/ ave
pressure of 1700 psi @ ave rate of 22.2 BPM. Pumped 504 gals of 15°/o HCL in flush
for Stage #2. ISIP 1980 psi. Leave pressure on well. 406 BWTR. Stage #2, CP1 sds
RU Perforators WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 5K composite
flow through frac plug, 14' perf gun. Set plug @ 5580'. Perforate CP1 sds @ 5467-81'
w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/
4 spf for total of 56 shots. RU BJ Services. 1457 psi on well. Perfs would not break
down. RU Perforators WLT. Dump bail acid on perfs. RU BJ Services. 1303 psi on
well. Frac CP1 sds w/ 50,251#'s of 20/40 sand in 432 bbis of Lightning 17 fluid.
Broke @ 2951 psi. Treated w/ ave pressure of 1294 psi @ ave rate of 23.3 BPM.
Pumped 504 gals of 15 /o HCL in flush for Stage #3. ISIP 1690 psi. Leave pressure
on well. 432 BWTR. Stage #3, B1 & B.5 sds RU Perforators WLT, crane & Iubricator.
RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 5' & 6' perf gun.
Set plug @ 4950'. Perforate B1 sds @ 4829-34' & B.5 sds @ 4803-09' w/ 3-1/8' Slick
Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for total of
44 shots. RU BJ Services. 884 psi on well. Frac B1 & B.5 sds w/ 14,309#'s of 20/40
sand in 248 bbis of Lightning 17 fluid. Broke @ 4000 psi. Treated w/ ave pressure of
1801 psi @ ave rate of 23.4 BPM. Pumped 504 gals of 15 /o HCL in flush for Stage #4.
ISIP 1810 psi. Leave pressure on well. 248 BWTR. Stage #4, D1 sds RU Perforators
WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through
frac plug, 7' perf gun. Set plug @ 4720'. Perforate D1 sds @ 4610-17' w/ 3-1/8"
Slick Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for
total of 28 shots. RU BJ Services. 1590 psi on well. Perfs would not break. RU
Perforators WLT. Dump bail acid on perfs. RU BJ Services. 1450 psi on well. Frac D1
sds w/ 25,018#'s of 20/40 sand in 338 bbis of Lightning 17 fluid. Broke @ 2755 psi.
Treated w/ ave pressure of 2056 psi @ ave rate of 21.8 BPM. Pumped 504 gals of
15°/o HCL in flush for Stage #5. ISIP 1990 psi. Leave pressure on well. 338 BWTR.
Stage #5, GB4 sds RU Perforators WLT, crane & Iubricator. RIH w/ Weatherford 5-

1/2" 5K composite flow through frac plug, 8' perf gun. Set plug @ 4150'. Perforate
GB4 sds @ 4040-48' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-
3319-331 Titan) w/ 4 spf for total of 32 shots. RU BJ Services. 1564 psi on well. Frac
GB4 sds w/ 28,952#'s of 20/40 sand in 294 bbis of Lightning 17 fluid. Broke @ 3808
psi. Treated w/ ave pressure of 1723 psi @ ave rate of 24.7 BPM. ISIP 1615 psi.
Open well to pit for immediate flowback @ 1 BPM. Well flowed for 3 1/2 hours &
died. Recovered 200 bbis water. SWIFN.

6/21/2007 Day: 3 Completion

Western #2 on 6/20/2007 - MIRU Western #2. Bleed pressure off well. Rec est 10

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...
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http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...



Summary Rig Activity Page2 of 2

BTF. ND Cameron BOP & 5M frac head. Install 3M production tbg head & NU
Weatherford Schaeffer BOP. Talley, drift, PU & TIH W/ used Weatherford 4 3/4"
"Chomp" bit, bit sub & new 2 7/8 Brd 6.5# J-55 tbg. Tag fill @ 4068'. Tbg displaced
10 BW on TIH. RU power swivel. C/O sd to composite bridge plug @ 4150'. Drill out
plug in 22 minutes. Circ hole clean W/ no fluid loss. Hang back swivel. SIFN W/ EOT
@ 4183'. Est 1300 BWTR.

6/22/2007 Day: 4 Completion

Western #2 on 6/21/2007 - Bleed well off. Rec est 5 BTF. Con't PU & TIH W/ bit and
tbg f/ 4183'. Tag plug @ 4720'. PU swivel. Con't C/O sd & drill out composite bridge
plugs as follows (using conventional circulation): no sd, plug @ 4720' in 25 minutes;
sd @ 4902', plug @ 4950' in 12 minutes; sd @ 5408', plug @ 5580' in 12 minutes.
Con't swivelling jts in hole. Tag fill @ 5792'. Drill plug remains & sd to PBTD @ 5912'.
Circ hole clean. Lost est 120 BW during cleanout. RD swivel. Pull EOT to 5833'. RU
swab equipment. IFL @ sfc. Made 14 swb runs rec 146 BTF W/ light gas, tr oil & no
sand. FFL @ 1000'. SIFN W/ est 1269 BWTR.

6/23/2007 Day: 5 Completion

Western #2 on 6/22/2007 - Bleed well off. Rec est 15 BTF W/ tr oil--stays flowing.
RU & pump 15 BW dn tbg. TIH W/ tbg. Tag sd @ 5892' (20' new fill). C/O sd to PBTD
@ 5912'. Circ hole cleanW/ no fluid loss. LD excess tbg. TOH W/ tbg--LD bit. TIH W/
BHA & production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2"
TA (45K) & 182 jts 2 7/8 Brd 6.5# J-55 tbg. ND BOP. Set TA @ 5696' W/ SN @ 5730'
& EOT @ 5792'. Land tbg W/ 16,000# tension. NU wellhead. PU & TIH W/ pump and
"A" & "B" grade rod string to 3200'. PU polished rod & SIFN. Est 1254 BWTR.

6/26/2007 Day: 6 Completion

Western #2 on 6/25/2007 - LD polished rod. Con't PU & TIH W/ pump and "A" &
"B" grade rod string f/ 3200' (complete as follows): new CDI 2 1/2" X 1 1/2" X 14'
RHAC pump, 6-1 1/2" weight rods ("A"), 20-3/4" scrapered rods ("A"), 95-3/4"
scrapered rods ("B" grade W/ 2" scrapers), 7-3/4" plain rods ("B"), 100-3/4"
scrapered rods ("A"), 1-6' & 1-4' X 3/4" pony rods ("A") & 1 1/2" X 26' polished rod
("A"). Seat pump & RU pumping unit. Fill tbg W/ 3 BW. Pressure test tbg & pump to
200 psi. Stroke pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 1257
BWTR. Place well on production @ 10:30 AM 6/25/2007 W/ 86" SL @ 5 SPM. FINAL
REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...
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@ 5912'. Circ hole cleanW/ no fluid loss. LD excess tbg. TOH W/ tbg--LD bit. TIH W/
BHA & production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2"
TA (45K) & 182 jts 2 7/8 Brd 6.5# J-55 tbg. ND BOP. Set TA @ 5696' W/ SN @ 5730'
& EOT @ 5792'. Land tbg W/ 16,000# tension. NU wellhead. PU & TIH W/ pump and
"A" & "B" grade rod string to 3200'. PU polished rod & SIFN. Est 1254 BWTR.

6/26/2007 Day: 6 Completion

Western #2 on 6/25/2007 - LD polished rod. Con't PU & TIH W/ pump and "A" &
"B" grade rod string f/ 3200' (complete as follows): new CDI 2 1/2" X 1 1/2" X 14'
RHAC pump, 6-1 1/2" weight rods ("A"), 20-3/4" scrapered rods ("A"), 95-3/4"
scrapered rods ("B" grade W/ 2" scrapers), 7-3/4" plain rods ("B"), 100-3/4"
scrapered rods ("A"), 1-6' & 1-4' X 3/4" pony rods ("A") & 1 1/2" X 26' polished rod
("A"). Seat pump & RU pumping unit. Fill tbg W/ 3 BW. Pressure test tbg & pump to
200 psi. Stroke pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 1257
BWTR. Place well on production @ 10:30 AM 6/25/2007 W/ 86" SL @ 5 SPM. FINAL
REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...



FORM 31604 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES '''"°i°"'°"© Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-79384

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W LL
DRY Other Jonah

Ib. TYPE OF WELL
8. FARM OR LEASE NAME, WELL NO.

NEW WORK PLUG DIFF
WELL OVER DEEPEN BACK RESVR. Other Jonah 13-15-9-16

2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33136
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 717' FSL &469' FWL (SWISW) Sec. 15, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 15, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13.STATE
43-013-33136 04/17/07 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV, CASINGHEAD

05/21/07 05/28/07 06/25/07 5846' GL 5858' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

5960' 5912' --> X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4040'-5743, SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in ' rell)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

8-6/8" - J-bb 24# 324' 12-1/4" To surface with 160 sx Class "G" cmt
b-1/2"- J-bb ib.b# beb/' /-lia" 300 sx Premlite II and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-//8" i-0 I (a>, IA (a)

b/92' b69b''
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP5) 5732'-5743' .49" 4/36 5732'-5743' Frac wl 40,000# 20/40 sand in 406 bbis fluid

(CP1) 5467'-5481' .43" 4/56 5467'-5481' Frac w/ 50,251#20/40 sand in 432 bbls fluid
(B1& .5) 4829'-4834', 4803'-4809' .43" 4/44 4803'-4834' Frac w/ 14,309#20/40 sand in 248 bbis fluid

(D1) 4610'-4617'
.43"

4/28 4610'-4617' Frac w/ 25,018#20/40 sand in 338 bbis fluid

(GB4) 4040'-4048' .43" 4/32 4040'-4048' Frac w/ 28,952#20/40 sand in 294 bbis fluid

33.* PRODUCE ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lifl, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

06/25/07 2-1/2" x 1-1/2" x 14' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS-MCF. WATER--BBL. GAS-OIL RATIO

TEST PERIOD

10 day ave ---> | 71 36 13 507
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCE. WATER--BBL. IL GRAVITY-API (CORR.)

24-HOURRATE I HECEIVED
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.> JUL18 2007 TEST WITNESSED BY

Sold &Used for Fuel
35. LIST OF ATTACHMENTS "2 DlvOF0lL,GAS&MINING
36. I hereby certify that the fo attached in rmatio tomplete and correct as determined from all available records

SIGNED TITLE PrOduction Clerk DATE 7/12/2007
Jentri P JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1001, es it a crime for any perso owingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its
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31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
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33.* PRODUCE ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lifl, pumping--size and type of pump) WELL STATUS (Producing or shut-in)
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*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1001, es it a crime for any perso owingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO •

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3665'
Jonah 13-15-9-16 Garden Gulch 1 3778'

Garden Gulch 2 3891'
Point 3 Mkr 4139'
X Mkr 4406'
Y-Mkr 4443'
Douglas Creek Mkr 4558'
BiCarbonate Mkr 4792'
B Limestone Mkr 4897'
Castle Peak 5403'
Basal Carbonate 5864'
Total Depth (LOGGERE

37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO •
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MEAS. DEPTH VERT. DEPTH
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Jonah 13-15-9-16 Garden Gulch 1 3778'

Garden Gulch 2 3891'
Point 3 Mkr 4139'
X Mkr 4406'
Y-Mkr 4443'
Douglas Creek Mkr 4558'
BiCarbonate Mkr 4792'
B Limestone Mkr 4897'
Castle Peak 5403'
Basal Carbonate 5864'
Total Depth (LOGGERE



RECEIVED: Nov. 16, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-79834 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-15-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0717 FSL 0469 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 3:30 PM on
11/15/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/16/2012

November 19, 2012

Sundry Number: 32120 API Well Number: 43013331360000Sundry Number: 32120 API Well Number: 43013331360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-79834

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-15-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0717 FSL 0469 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
1 1/15/20 12. utah Division of

Oil, Gas and Mining

Date: November 19, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/16/2012

RECEIVED: Nov. 16,

Sundry Number: 32120 API Well Number: 43013331360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-79834

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-15-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0717 FSL 0469 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
1 1/15/20 12. utah Division of

Oil, Gas and Mining

Date: November 19, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/16/2012

RECEIVED: Nov. 16,



Form3160-3 F0ltM APPit0VED

(September 2001) OMB No. 1004-0136
Expires Jamuuy 31, 2004

UNITED STATES
DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUltEAU OF LAND MANAGEMENT
UTU-79834

APPLICATION FOR PERMIT TO DRILL OR REE NTER
6. If Indian. Allottee or Tribe Name

N/A

7. If Unit or CA Agreement, Name and No.
la. Type of Work: | DRILL REENTER N/A

8. Lease Name and Well No.

lb. Type of Well: Oil Well O Gas Well Other O Single Zone O NIultiple Zone Federal 13-15-9-16

2. Name of Operator 9. API Well No.

Newfield Production Company
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory y

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monurnent Butte . , a

4. Location ofWell (Report location clearly and in accordance with any State requirements.*)
.. . 11. Sec., T.. R., M.. or Blk, ami $urveyor Area

At surface SW/SW 717' FSL 469' FWL ( *'/ /'ff .
$Ž9 Vj

SWISW Sec. 15, T9S R16E
At proposed prod. zone L / / Ä ÑŸ

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 21.7 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 469' f/Ise, NA f/unit 160.00 40 Acres

18 Distamce from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on Gle

to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1014' 5975' UTB000192

Elevations (Show whether DF. KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5846' GL 2nd Quader 2006 Approximately seven (O days from spud to og release.

24. Attachments

following, completed in accordance with the requirements of Onshore Oil and Gas Order No.L shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on Gle (see

2. A Drilling Plan.
Itern 20 above).

3 A Surface Use Plan (if the location is on National Forest System Lands the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Of6ee).
6. Such other site specific information and/or phms as may be required by the

authorized officer.

Name Pn I,T d) Date3/17/06

R Specialist
v Signa m (Pr nierbTvped) Date

BRADLEYG. HILL
T tie ENVIRONMEWfALMANAGER

Application approval does not warnint or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approvat if any. are attached.

Title LS U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency ofthe Enited

States any false, letitious or Eraudulent statements or representations as to any matter within its jurisdiction.

*(Instructions on reverse)

RECEIVED
gyt of tha

gy a Necessa"' APRO4 2006

DIV.OFOlL,GAS&

Form3160-3 F0ltM APPit0VED

(September 2001) OMB No. 1004-0136
Expires Jamuuy 31, 2004

UNITED STATES
DEPARTMENT OF THE INTERIOR 5. Lease Serial No.
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Newfield Production Company
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory y

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monurnent Butte . , a

4. Location ofWell (Report location clearly and in accordance with any State requirements.*)
.. . 11. Sec., T.. R., M.. or Blk, ami $urveyor Area

At surface SW/SW 717' FSL 469' FWL ( *'/ /'ff .
$Ž9 Vj

SWISW Sec. 15, T9S R16E
At proposed prod. zone L / / Ä ÑŸ

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 21.7 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 469' f/Ise, NA f/unit 160.00 40 Acres

18 Distamce from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on Gle

to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1014' 5975' UTB000192

Elevations (Show whether DF. KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5846' GL 2nd Quader 2006 Approximately seven (O days from spud to og release.

24. Attachments

following, completed in accordance with the requirements of Onshore Oil and Gas Order No.L shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on Gle (see

2. A Drilling Plan.
Itern 20 above).

3 A Surface Use Plan (if the location is on National Forest System Lands the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Of6ee).
6. Such other site specific information and/or phms as may be required by the

authorized officer.

Name Pn I,T d) Date3/17/06

R Specialist
v Signa m (Pr nierbTvped) Date

BRADLEYG. HILL
T tie ENVIRONMEWfALMANAGER

Application approval does not warnint or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approvat if any. are attached.

Title LS U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency ofthe Enited

States any false, letitious or Eraudulent statements or representations as to any matter within its jurisdiction.

*(Instructions on reverse)

RECEIVED
gyt of tha

gy a Necessa"' APRO4 2006

DIV.OFOlL,GAS&
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NEWFIELD

March 31, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-580 l

RE: Applications for Permit to Drill: Federal 5-15-9-16, 12-15-9-16, and 13-15-9-16.

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed Federal 12-15-9-16 is
an Exception Location. Our Land Department will send you the required Exception
Location Letter. If you have any questions, feel free to give either Shon Mckinnon or
myself a call.

Mandie Crozier
Regulatory Specialist

TC

enclosures

RECEIVED
APRO42006

DIV.OFOlL,GAS&MINING

Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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NEWFIELD PRODUCTION COMPANY
FEDERAL #13-15-9-16

SW/SW SECTION 15, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2380'
Green River 2380'
Wasatch 5975'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2380' - 5975' - Oil

J. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILL4RY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. Ït is not anticipated that abnormal

temperatures will be encountered.

10. AN77CIR4TED S7MR77NG DATE-4ND DURATION OF THE OPERAY70NS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY
FEDERAL #13-15-9-16

SW/SW SECTION 15, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #13-15-9-16 located in the SW
l/4 SW 1/4 Section 15, T9S, RI6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles + to the junctionof this
highway and UT State Hwy 53; proceed southwesterly - 10.9 miles ± to it's junctionwith an
existing road to the northeast; proceed northeasterly and then southwesterly - 7.8 miles ± to it's
junction with an existing road to the east; proceed easterly and then southwesterlv - 1.4 miles +

to it's junctionwith the beginning of the proposed access road; proceed southwesterly along the
proposed access road - 1,640' ± to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

J. LOCATION OF EXIST7NG AND/OR PROPOSED E4CILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP)

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERL4LS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR IL4NDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. 24NCILLARY FACILI77ES

Please refer to the Monument Butte Field
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORAT7ON OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFA CE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATTON

The Archaeological Resource Survey for this area is attached. MOAC Report #05-500, 12/1/05.
The Paleontological Resource Survey will be forthcoming. See attached report cover page.
Exhibit "D".

For the Federal #13-15-9-16 Newfield Production Company requests a 450' ROW be granted in
Lease UTU-017985 and 1190' of disturbed area be granted in Lease UTU-79834 to allow for
construction of the proposed access road. Refer to Topographic Map "B". The proposed
access road will be an 18' crown road (9' either side of the centerline) with drainage ditches
along either side of the proposed road whether it is deemed necessary in order to handle any run-

off from normal meteorological conditions that are prevalent to this area. The maximum grade
will be less than 8%. There will be no culverts required along this access road. There will be
barrow ditches and turnouts as needed along this road. There are no fences encountered along
this proposed road. There will be no new gates or cattle guards required. All construction
material for this access road will be borrowed material accumulated during construction of the
access road.

Newfield Production Company requests a 450' ROW be granted in Lease UTU-017985 and
l190' of disturbed area be granted in Lease UTU-79834 to allow for construction of the proposed
gas lines. It is proposed that the ROW and disturbed area will be 50' wide to allow for
construction of a 6" gas gathering line, and a 3" poly fuel gas line. Both lines will tie in to the
existing pipeline iñfrastructure. Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests a 450' ROW be granted in Lease UTU-017985 and
1190' of disturbed area be granted in Lease UTU-79834 to allow for construction of the proposed
water lines. It is proposed that the ROW and disturbed area will be 50' wide to allow for
construction of a buried 3" steel water injection line and a buried 3" poly water return line.
Refer to Topographic Map "C." For a ROW plan of development, please refer to the
Monument Butte Field SOP.

Water Disposal
Immediately upon first production. all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines. it is transported to the Ashley. Monument Butte
Jonah. and Beluga water injection facilities by company or contract trucks. Subsequently. the
produced water is injected into approved Class ll wells to enhance Newlield's secondarv recovery

project.

Water not meeting qualitv criteria. is disposed at Newfield's Pariette #4 disposal well (Sec. 7.
T9S Rl9E) or al State of Utah approved surface disposal
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Threatened, Endangered, And Other Sensitive Species
Golden Eagle: Due to this proposed well access roads proximity (less that 0.5 mile) to an
existing inactive golden eagle nest site, no new construction or surface disturbing activities will
be allowed between March I and May 15. Ïf the nest remains inactive on May 15 (based on a
pre-construction survey by a qualified biologist), the operator may construct and drill the location
between May l5 and March I of the following year. If the nest site becomes active prior to May
15. no new construction or surface disturbing activities will be allowed within 0.5 mile of the nest
until the nest becomes inactive for two full breeding seasons. In the event that this well becomes
a producing well, it must be equipped with a multi-cylinder engine or hospital muffler to reduce
noise levels.

Sage Grouse: If new construction or surface disturbing activities are scheduled to occur between
March I and June 30, detailed surveys of the area within 0.5 mile of the proposed location must
be conducted to detect the presence of sage grouse. All surveys must be conducted in accordance
with the survey protocols outlined in the most recent USFWS Survey Protocol. Surveys must be
completed prior to initiating new construction or surface disturbing activities. In the event that
this well becomes a producing well, it must be equipped with a multi-cylinder engine or hospital
muffler to reduce noise levels.

Reseixe Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Crested Wheatgrass Agropyron Cristatum 4 lbs/acre
Needle and Threadgrass Stipa Comata 4 lbs/acre
Indian Ricegrass Oipzopsis Hvmenoides- 4 lbs/acre

Details of the On-Site Inspection
The proposed Federal #13-15-9-16 was on-sited on 11/30/05. The following were present; Shon
Mckinnon (Newfeild Production), Melissa Hawk (Bureau of Land Management), and Amy
Torres (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Shon Mckinnon
Address: Route #3 Box 3630

Mvton. UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #[3-15-9-16 SW/SW Section 15. Township 9S. Range 16E: Lease UTU-79834
Duchesne County. Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident

i hereby certify that the proposed drillsite and access route have been inspected. and I
am únnilar with the conditions which currently exist: that the statements made in this plin
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true and co,rrect to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

3/17/06
Date Mandie Crozier

Regulatory Specialist
Newfield Production

true and co,rrect to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
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NEWFIELD PRODUCTION COMPANY
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CULTURALRESOURCElNVENTORYOF
NEWFIELD EXPLORATION'S TWO 40 ACRE
PARCELS INTOWNSHIP 9S, RANGE 16E,
SECTION 15, DUCHESNE COUNTY, UTAH

By:
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and

Keith Montgomery

Prepared For:

Bureau of Land Management
Vernal Field Office
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Submitted By:
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/04/2006 API NO. ASSIGNED: 43-013-33136

WELL NAME: FEDERAL 13-15-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SWSW 15 090S 160E . .

Tech Review Initials Date

SURFACE: 0717 FSL 0469 FWL

BOTTOM: 0717 FSL 0469 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.02556 LONGITUDE: -110.1125

UTM SURF EASTINGS:575731 NORTHINGS: 4430762 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-79834 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

9 Plat R649-2-3.

v/ Bond:Fed[1] Ind[] Sta[] Fee[] Unit:
(No. UTBOOOl92 )

Potash (Y/N) \/ R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

/ Water Permit
R649-3-3. Exception

(No. MUNICIPAL )
i Drilling Unit

RDCC Review (Y/N) Board Cause No:
(Date: ) Eff Date:

NLÛ Fee Surf Agreement (Y/N) Siting:

AlO Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS : .3
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah
April 17, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052
JOHN R. BAZA
Division Director

Re: Federal 13-15-9-16 Well, 717' FSL, 469' FWL, SW SW, Sec. 15, T. 9 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33136.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www

JON M. HUNTSMAN, JR.
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GARY R. HERBERT
Lieutenant Governor

State of Utah
April 17, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052
JOHN R. BAZA
Division Director

Re: Federal 13-15-9-16 Well, 717' FSL, 469' FWL, SW SW, Sec. 15, T. 9 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33136.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www



Operator: Newfield Production Company
Well Name & Number Federal 13-15-9-16
API Number: 43-013-33136
Lease: UTU-79834

Location: SW SW Sec. 15 T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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FORM 3'60-5 UNITED STATES FORM APPROVED

gate 199Õ) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-79834

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. T e of Well

Oil Gas 8. Well Name and No.X
Well Well Other FEDERAL 13-15-9-16

9. API Well No.
2. Name of Operator 43-013-33136

NEWFIELD PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11.County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

717 FSL 469 FWL SW/SW Section 15, T9S R16E DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF AC flON

| X |Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Permit Extension Dispose Water

(Note: Report æsults of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Newfield Production Company requests to extend the Permit to Drill this well for one year. The original
approval date was 4/17/06 (expiration 4/17/07).

This APD has not been approved yet by the BLM.

Approved by the
Utah Divisionof

Oil, Gas and Mining

Date: &Á RECEIVED

By: AŸRÛS 2Û07
DIV.OFOIL,GAS&MINING

14. I hereby certify that the foreg true and correct

Signed Title Regulatory Specialist Date 4/4/2007
Mandie Crozier

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: Utah DOGM

Title 18 U.S.C. Section 1001,makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its
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Title 18 U.S.C. Section 1001,makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: R
Well Name: Federal 13-15-9-16

Location: swisw section15,T9S R16E
Company Permit Issued to: Newfield Production Company
Date Original Permit Issued: 4/17/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NolEl

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesO NolEl

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No IEl

Has the approved source of water for drillingchanged? YesO NolEl

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NolEl

Is bonding still in place, which covers this proposed well? YeslEINoO

S
4/4/2007

Title: Regulatory Specialist RECEIVED
APR09 2007

Representing: Newfield Production Company
DIV.0F0lL,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
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S
4/4/2007

Title: Regulatory Specialist RECEIVED
APR09 2007

Representing: Newfield Production Company
DIV.0F0lL,GAS&



RECEIVED
APRO3 2006

Form3160-3
BLMVERNAL,UTAHFORM APPROVED

(September 20011 OMB No. 1004-0136

UNITED STATES
Expires January 31. 2004

DEPARTMENT OF THE lNTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-79834

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If haaian, Allottee or Tribe Name

N/A

la. Type of Work: DRILL REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

I b. Type of Wel: Oil Well Gas Well Other Single Zone O Multiple Zone Federal 13-15-9-16

2. Name of Operator 9. API Well No.

Newfield Production Company L¾.()g, gg gy
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with rms State requirements.*) lL Sec., T., R.. M., or Blk. and Survey or Area

At surface SW/SW 717' FSL 469' FWL

At proposed prod. zone
SW/SW Sec. 15, T9S R16E

14. Distance in miles and direction from nearest town or post office* . 12. County or Parish 13. State

Approximatley 21.7 miles southwest of Myton. Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line. if any) Approx. 469' flise, NA' flunit 160.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft Approx. 1014' 5975' UTBOOO192

21. Elevations (Show whether DF. KDB, RT. GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5ô46° GL 2nd Quarter 2006 Appoxmoyseen C

24. Attachments

The following. completed in accordance with the requirements of Onshore Oil and Gas Order No.l. shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing hond on file (see

2. A Drilling Phin. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System L:mds. the 5. Operator certificatirm.

SUPO shall be filed with the appropriate Forest Service Ofñee).
6. Such other site specific informaton and/or phms as may he required by the

authorized officer.

Titie

Mandie Crozier 3/17/06

Regulatory Specialist
Approved hy (Signatun Name (Prinuu/ Ty¡xs/) Date

Title

RS &MineralROSOUTCOS
orrice

VERNALRELDOFRCE
Application approval does not warnot or certify the the applicant hohl legal or equitable title to those rights in the subject lease which wouhi entitle the applicant to conthiet

i litii st i oval ifany.areattached. CONDITIONSOF APPROVALATTACHED
Title IN L S.C. Section MMll and Title 43 L.S.C. Section |212. make it a crime for any person knowingly and willfully to make to any department or unency of the United
States any ûllse. fictitious or fraudulent ,tatements or representations .ia to any matter within its inrisdiction.

*t/nstrua

RECElVED
APR21 2007 NOTICEOFAPPROVAL

DIVOFOIL,GAS&MINING

No NDS
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
' Y 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SWSW, Sec 15, T9S, R16E
Well No: Federal 13-15-9-16 Lease No: UTU-79834
API No: 43-013-33136 Agreement: N/A

Petroleum Engineer: Matt Baker Office: 435-781-4490 Cell: 435-828-4470
Petroleum Engineer: Michael Lee Office: 435-781-4432 Cell: 435-828-7875
Petroleum Engineer: Jim Ashley Office: 435-781-4470 Cell: 435-828-7874
Petroleum Engineer: Ryan Angus Office: 435-781-4430
Supervisory Petroleum Technician: Jamie Sparger Office: 435-781-4502 Cell: 435-828-3913
Environmental Scientist: Paul Buhler Office: 435-781-4475 Cell: 435-828-4029
Environmental Scientist: Karl Wright Office: 435-781-4484
Natural Resource Specialist: Holly Villa Office: 435-781-4404
Natural Resource Specialist: Melissa Hawk Office: 435-781-4476
Natural Resource Specialist: Chuck Macdonald Office: 435-781-4441
Natural Resource Specialist: Darren Williams Office: 435-781-4447
Natural Resource Specialist: Verlyn Pindell Office: 435-781-3402
After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with
the applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill
including Surface and Downhole Conditions of Approval. The operator is considered fully responsible
for the actions of his subcontractors. A copy of the approved APD must be on location during
construction, drilling, and completion operations. This permit is approved for a one-year period. An
additional year extension may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS
Location Construction - Forty-Eight (48) hours prior to construction of location and access roads.
(Notify Chuck Macdonald)

Location Completion - Prior to moving on the drilling rig.
(Notify Chuck Macdonald)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing all casing
(Notify Jamie Sparger) strings.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Jamie Sparger)

First Production Notice - Within Five (5) business days after new well begins or production
(Notify Petroleum Engineer) resumes after well has been off production for more than ninety (90)
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COAs: Page 2 of 8
Well: Federal 13-15-9-16

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

LEASE STIPULATIONS AND NOTICES

• There are 3 Golden Eagle nests located within 0.5 miles of the proposed location. No
construction or drilling shall occur from February 1 through July 15 to protect the eagles during
nesting season.

• No surface occupancy or use is allowed (does not apply to casual use) within ½ mile of Golden
Eagle nests which have been active within the past two years. This restriction will not apply to
maintenance and operation of existing programs and facilities. It will not apply if impacts can be
mitigated through other management actions or site specific analysis of terrain features (see
comment number 1 below).

• Adhere to Executive Order 5327 of April 15, 1930, stipulations for lands in oil shale withdrawal.

• Lease Notices (field review and RMP):
1. Lesseeloperator is given notice that lands in this lease have been identified as containing

Golden Eagle habitat. Modifications may be required in the Surface Use Plan to protect the
Golden Eagle and/or their habitat from surface disturbing activities in accordance with
Section 6 of the lease terms, Endangered Species Act, and 43 CFR 3101.1-2.

2. Lesseeloperator is given notice that lands in this lease have been identified as containing
Ferruginous Hawk habitat. Modifications may be required in the Surface Use Plan to protect
the Ferruginous Hawk and/or their habitat from surface disturbing activities in accordance
with Section 6 of the lease terms, Endangered Species Act, and 43 CFR 3101.1-2.

• Comments:
1. The Golden Eagle "No Surface Occupancy" Stipulation does not apply to this location.

The Golden Eagle nest located within 0.5 miles of the location has not been active for
the last 2 years.

2. The Division of Wildlife Resources has designated lands in this area as containing potential
antelope habitat and Mountain Plover habitat.

3. If it is anticipated that construction or drilling will occur within the timing restrictions for the
Golden Eagle, a BLM or qualified biologist must be contacted at least 2 weeks prior to the
anticipated construction start date so surveys can be initiated.

CONDITIONS OF APPROVAL

• ROW (Right of Way):
1. Access roads will be Crowned (2 to 3%), ditched, and constructed with a running surface

of 18 feet and a maximum disturbed width of 30 feet during
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CONDITIONS OF APPROVAL

• ROW (Right of Way):
1. Access roads will be Crowned (2 to 3%), ditched, and constructed with a running surface

of 18 feet and a maximum disturbed width of 30 feet during
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2. Construction of gas pipelines. The disturbed area will be 50 feet wide to allow for
construction of a surface 6" gas gathering line, and a surface 3" poly fuel gas line. Both
lines will tie in to the existing pipeline infrastructure.

3. Construction of water pipelines. Water pipelines will be buried 4 to 5 feet deep to avoid
freezing. The disturbed area will be 50 feet wide to allow for construction and 30 feet
wide for operations. Buried water pipelines will be 3" steel water injection line and 3"
poly water return line.

• The well pad and access/pipeline require monitoring by a qualified Paleontologist prior to
and during any surface disturbing activities.

• All applicable local, state, and/or federal laws, regulations, and/or statutes will be complied with.

• All traffic related to this action will be restricted to approved routes. Cross-country vehicle
travel will not be allowed.

• No vehicle travel, construction or routine maintenance activities shall be performed during
periods when the soil is too wet to adequately support vehicles and/or construction equipment. If
such equipment creates ruts in excess of four inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

• The access road will be crowned and ditched. Flat-bladed roads are not allowed.

• If additional erosion occurs during the life of this project, more culverts, low water crossings,
berms, wing ditches or etc. will be needed to control the erosion.

• Low-water crossings will be appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines will be buried at all major drainage crossings.

• Prevent fill and stock piles from entering drainages.

• The reserve pit will be lined with a 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal site.

• When the reserve pit contains fluids or toxic substances, the operator must ensure animals do not
ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operator shall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer (AO) within 48 hours. A determination will be made by the AO as to
necessary mitigation for the discovered paleontologic/cultural
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• If Uinta Basin hookless cactus or other special status plants are found, construction will cease
and the AO will be notified to determine the appropriate mitigation.

• The interim seed mix for this location shall be:

Crested wheatgrass (Agropyron cristatum): 4 lbslacre
Needle and Threadgrass (Hesperostipa comata): 4 lbs/acre
Indian Ricegrass (Achnatherum hymenoides): 4 lbs/acre

• All pounds are in pure live seed.
• Rates are set for drill seeding; double the rate if broadcasting.
• Reseeding may be required if initial seeding is not successful.

• The operator will be responsible for treatment and control of invasive and noxious weeds.

• The topsoil from the reserve pit shall be stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoil respread, and the area shall be
seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology, topsoil
shall be respread , and the entire location shall be seeded with a seed mix recommended by the
AO (preferably of native origin). Seed application will follow all guidelines in the interim seed
mix bullet statement above. If reclamation seeding shall take place using the broadcast method,
the seed at a minimum will be walked into the soil with a dozer immediately after the seeding is
completed.

• The authorized officer may prohibit surface disturbing activities during severe winter conditions
to minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officer may prohibit surface disturbing activities during wet or muddy conditions
to minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• All well facilities not regulated by OSHA will be painted Carlsbad Canyon.

• All boulders with a length or diameter greater than 3 feet, that are found showing at the surface,
will be stockpiled for use during final reclamation.

• Notify the Authorized Officer 48 hours prior to surface disturbing activities.

• Operator shall notify any active gilsonite mining operation within 2 miles of the location 48
hours prior to any blasting during construction for this
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DOWNHOLE CONDITIONS OF APPROVAL

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

SITE SPECIFIC DOWNHOLE CONDITIONS OF APPROVAL
1. A variance is granted for O.O. #2 III. E. 1.

a. The blooie line shall be straight or have targeted tees for bends in the line.
b. Not requiring an automatic igniter or continuous pilot on the blooie line.

2. Run a cement bond log from TD to the base of the surface casing shoe.

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS
1. There shall be no deviation from the proposed drilling, completion, and/or workover program as

approved. Safe drilling and operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned, shall be identified in accordance with 43 CFR 3162.6.
There shall be a sign or marker with the name of the operator, lease serial number, well number,
and surveyed description of the well. Any changes in operation must have prior approval from
the BLM, Vernal Field Office Petroleum Engineers.

2. The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

3. Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours
in advance of casing cementing operations and BOPE & casing pressure tests.

4. Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressivelfresh hard-banded drill pipe shall be used within casing.

Cement baskets shall not be run on surface
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5. The lesseeloperator must report all shows of water or water-bearing sands to the BLM. If flowing
water is encountered it must be sampled and analyzed (a copy of the analyses to be submitted to
the BLM Field Office in Vernal, Utah).

6. All oil and gas shows shall be adequately tested for commercial possibilities, reported, and
protected.

7. The lesseeloperator must report encounters of all non oil and gas mineral resources (such as
gilsonite, tar sands, oil shale, etc.) to the Vernal Field Office in writing within 5 working days of
each encounter. Each report shall include the well name/number, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
information.

8. No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM, Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM, Vernal Field Office shall be obtained and notification given
before resumption of operations.

9. Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office
on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is
completed.

Any change in the program shall be approved by the BLM, Vernal Field Office. "Sundry
Notices and Reports on Wells" (Form BLM 3160-5) shall be filed for all changes of plans and
other operations in accordance with 43 CFR 3162.3-2.

Emergency approval may be obtained orally, but such approval does not waive the written report
requirement. Any additional construction, reconstruction, or alterations of facilities, including
roads, gathering lines, batteries, etc., which will result in the disturbance of new ground, shall
require the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of 43 CFR
3164.1 and prior approval by the BLM, Vernal Field Office.

In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

10. Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation
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sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.

A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

11. All off-lease storage, off-lease measurement, or commingling on-lease or off-lease shall have
prior written approval from the BLM, Vernal Field Office.

All measurement points shall be identified as point of sales or allocation for royalty
determination prior to the installation of facilities.

12. Oil and gas meters shall be calibrated in place prior to any deliveries. The Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM, Vernal Field Office. All measurement facilities will conform to the API standards for
liquid hydrocarbons and the AGA standards for natural gas measurement.

13. A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM, Vernal Field Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

14. This APD is approved subject to the requirement that, should the well be successfully completed
for production, the BLM, Vernal Field office must be notified when it is placed in a producing
status. Such notification will be by written communication and must be received in this office by
not later than the fifth business day following the date on which the well is placed on production.
The notification shall provide, as a minimum, the following informational items:

a. Operator name, address, and telephone number.

b. Well name and number.

c. Well location (¼¼,Sec., Twn, Rng, and P.M.).

d. Date well was placed in a producing status (date of first production for
which royalty will be paid).

e. The nature of the well's production, (i.e., crude oil, or crude oil and casing
head gas, or natural gas and entrained liquid
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f. The Federal or Indian lease prefix and number on which the well is
located; otherwise the non-Federal or non-Indian land category, i.e., State
or private.

g. Unit agreement and / or participating area name and number, if applicable.

h. Communitization agreement number, if applicable.

15. Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from Field Office Petroleum Engineers.

16. All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production

17. Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

18. Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Newfield Production Company

Well Name: Federal 13-15-9-16

API No: 43-013-33136 Lease Type: Federal

Section 15 Township 09S Range 16E County Duchesne

Drilling Contractor Ross Rig Rig # 24

SPUDDED:
Date 5-21-07

Time 5:30 PM

How Dry

Drilling will Commence:

Reported by Justin Crum

Telephone # 435-823-6733

Date 5-22-07 Signed
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Well Name: Federal 13-15-9-16

API No: 43-013-33136 Lease Type: Federal

Section 15 Township 09S Range 16E County Duchesne

Drilling Contractor Ross Rig Rig # 24

SPUDDED:
Date 5-21-07

Time 5:30 PM

How Dry

Drilling will Commence:

Reported by Justin Crum

Telephone # 435-823-6733

Date 5-22-07 Signed



STATEOF 4]TAH OPERATOR: NEWFIELDPRODUCTIONCOMPANY OPERATORACCT NO. R2OOS
OnnSION OF OM.,CAS ANDmeNG ADDRESS: RT. 5 BOX3835
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FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
ExpiresJanuary 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS usA UTU.oiyggs
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

-f 7. If Unit or CA/Agreement, Name and/or

1.T pe of Well
Oil Well O Gas Well Other 8. Well Name and No.

2. Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTIONCOMPANY 9. API Wall No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435646 3771 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE
11.County or Parish, State

SWSW Section 15 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back O Water Disposal

I 3 Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximateduration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pettinent markers and zones. Attach the

Bond under which the woth will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/21/07 MIRURoss # 24. Spud well @5:30 PM. Drill320' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @323.71 KB. On 5/22/07 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cflsk yeild. Returned 1 bbis cement to pit. BLMwas present during cementing operation. WOC.

RECEIVED
MAY3 O2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

te D
rillin200F7oreman

Approved by . . . . . . Title Date
Conditionsof approval, if any, are attached Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulent statements or storosentations as to anv matter within its iurisdiction -

(Instructionson

FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
ExpiresJanuary 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS usA UTU.oiyggs
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

-f 7. If Unit or CA/Agreement, Name and/or

1.T pe of Well
Oil Well O Gas Well Other 8. Well Name and No.

2. Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTIONCOMPANY 9. API Wall No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435646 3771 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE
11.County or Parish, State

SWSW Section 15 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back O Water Disposal

I 3 Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximateduration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pettinent markers and zones. Attach the

Bond under which the woth will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/21/07 MIRURoss # 24. Spud well @5:30 PM. Drill320' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @323.71 KB. On 5/22/07 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cflsk yeild. Returned 1 bbis cement to pit. BLMwas present during cementing operation. WOC.

RECEIVED
MAY3 O2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

te D
rillin200F7oreman

Approved by . . . . . . Title Date
Conditionsof approval, if any, are attached Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulent statements or storosentations as to anv matter within its iurisdiction -

(Instructionson



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 323.71

LAST CASING 8 5/8" set @ 323.71 OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross # 24

TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 43.98'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 312.81

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 313.71

TOTAL LENGTH OF STRING 313.71 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 323.71
TOTAL 311.86 7

TOTALCSG. DEL. (WlO THRDS) 311.86 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 5/21/2007 GOOD CIRC THRU JOB YES

CSG. IN HOLE 5/22/2007 Bbis CMTCIRC TO SURFACE 1

BEGIN CIRC 5/22/2007 RECIPROCATEDPIPE FOR NA

BEGIN PUMP CMT 5/22/2007

BEGIN DSPL. CMT 5/22/2007 BUMPED PLUG TO 870

PLUG DOWN 5/22/2007

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE &SPACING

Centralizers - Middlefirst, top second &thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 323.71

LAST CASING 8 5/8" set @ 323.71 OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross # 24

TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 43.98'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 312.81

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 313.71

TOTAL LENGTH OF STRING 313.71 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 323.71
TOTAL 311.86 7

TOTALCSG. DEL. (WlO THRDS) 311.86 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 5/21/2007 GOOD CIRC THRU JOB YES

CSG. IN HOLE 5/22/2007 Bbis CMTCIRC TO SURFACE 1

BEGIN CIRC 5/22/2007 RECIPROCATEDPIPE FOR NA

BEGIN PUMP CMT 5/22/2007

BEGIN DSPL. CMT 5/22/2007 BUMPED PLUG TO 870

PLUG DOWN 5/22/2007

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE &SPACING

Centralizers - Middlefirst, top second &thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep res uary
310,

004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-017985
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Nameand/or

1 T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2 Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTION COMPANY 9. API IVell No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435 646 3721 10 Field and Pool. or Exnloratorv Area

4 Location ofWell (Footage, Sec., T., R , M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

SWSW Section 15T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Weekly StatusReport

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof If the
proposal is to deepen directionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation æsults in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filedonly after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/24/07 MIRU NDSI Rig # 1. Set all equipment. Pressure test Kelly,TlW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLM field, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @270'. Drill out
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 5960'. Lay down drill string & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIHwith Guide shoe, shoe jt, float collar, 136 jt's of 5.5 J-55, 15.5# csgn. Set @ 5957.39' / KB.Cement
with 300 sks cement mixed @ 11.0 ppg & 3.43 yld. The 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned 35 bbis of
cement to reserve pit. Nipple down Bop's. Drop slips @80,000 #'s tension. Release rig @6:00 am on 5/29/07.

RECEIVED
JUNOI 2007

DN.0F0lL,GAS&MINING

I herebycertify that the foregoingis true and Title
correct (Printed/ Tvped)

TimSmit11 .
Drillina Foreman

Signature D e5/30/2007

Anorovedby Title | Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any devanment or agency of the United
States anv false. fictitious and fraudulentstatementsor reoresentations as to anv matter within its iurisdiction

(Instructions on

FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep res uary
310,

004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-017985
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Nameand/or

1 T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2 Name of Operator FEDERAL 13-15-9-16
NEWFIELD PRODUCTION COMPANY 9. API IVell No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333136
Myton, UT 84052 435 646 3721 10 Field and Pool. or Exnloratorv Area

4 Location ofWell (Footage, Sec., T., R , M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

SWSW Section 15T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Weekly StatusReport

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof If the
proposal is to deepen directionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation æsults in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filedonly after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 5/24/07 MIRU NDSI Rig # 1. Set all equipment. Pressure test Kelly,TlW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLM field, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @270'. Drill out
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 5960'. Lay down drill string & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIHwith Guide shoe, shoe jt, float collar, 136 jt's of 5.5 J-55, 15.5# csgn. Set @ 5957.39' / KB.Cement
with 300 sks cement mixed @ 11.0 ppg & 3.43 yld. The 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned 35 bbis of
cement to reserve pit. Nipple down Bop's. Drop slips @80,000 #'s tension. Release rig @6:00 am on 5/29/07.

RECEIVED
JUNOI 2007

DN.0F0lL,GAS&MINING

I herebycertify that the foregoingis true and Title
correct (Printed/ Tvped)

TimSmit11 .
Drillina Foreman

Signature D e5/30/2007

Anorovedby Title | Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any devanment or agency of the United
States anv false. fictitious and fraudulentstatementsor reoresentations as to anv matter within its iurisdiction

(Instructions on



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 5957.39

FIt clIr @5899.5
LAST CASING 8 5/8" SET AT 323' OPERATOR Newfield Production Company
DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI #1

TD DRILLER 5950' Loggers

HOLE SIZE 7 7/8"

I
LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH
Landing Jt 14

Short jt (')
134 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5899.55

Float collar 0.6

1 5 1/2" ETC LT&Ccsq 15.5# J-55 8rd A 44.59

GUIDE shoe 8rd A 0.65

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 5959.39

TOTALLENGTHOF STRING 5959.39 135 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 484.8 11 CASINGSET DEPTH 5957.39
TOTAL 6428.94 146

TOTALCSG. DEL.(WlO THRDS) 6428.94 146 COMPARE
TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 5/28/2007 7:00 PM GOOD CIRC THRU JOB Yes

CSG. IN HOLE 5/28/2007 9:30 PM Bbls CMT CIRC TO SURFACE
BEGIN CIRC 5/28/2007 9:45 PM RECIPROCATED PIPE FOR THRUSTROKE NA

BEGIN PUMP CMT 5/28/2007 11:33 PM DIDBACKPRES. VALVEHOLD? Yes
BEGIN DSPL. CMT 5/29/2007 12:26 AM BUMPEDPLUG TO 1920 PSI

PLUG DOWN 5/29/2007 12:53 AM

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel + 3 % KCL, 5#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING
Centralizers - Middle first, top second &third.Then every thirdcollar for a total of 20.

COMPANY REPRESENTATIVE Jim Smith DATE

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 5957.39

FIt clIr @5899.5
LAST CASING 8 5/8" SET AT 323' OPERATOR Newfield Production Company
DATUM 12' KB WELL Federal 13-15-9-16

DATUM TO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI #1

TD DRILLER 5950' Loggers

HOLE SIZE 7 7/8"

I
LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt (')
134 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5899.55

Float collar 0.6

1 5 1/2" ETC LT&Ccsq 15.5# J-55 8rd A 44.59

GUIDE shoe 8rd A 0.65

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 5959.39

TOTALLENGTHOF STRING 5959.39 135 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 484.8 11 CASINGSET DEPTH 5957.39
TOTAL 6428.94 146

TOTALCSG. DEL.(WlO THRDS) 6428.94 146 COMPARE
TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 5/28/2007 7:00 PM GOOD CIRC THRU JOB Yes

CSG. IN HOLE 5/28/2007 9:30 PM Bbls CMT CIRC TO SURFACE
BEGIN CIRC 5/28/2007 9:45 PM RECIPROCATED PIPE FOR THRUSTROKE NA

BEGIN PUMP CMT 5/28/2007 11:33 PM DIDBACKPRES. VALVEHOLD? Yes

BEGIN DSPL. CMT 5/29/2007 12:26 AM BUMPEDPLUG TO 1920 PSI

PLUG DOWN 5/29/2007 12:53 AM

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel + 3 % KCL, 5#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second &third.Then every thirdcollar for a total of 20.

COMPANY REPRESENTATIVE Jim Smith DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR
BUREAUOF LAND MANAGEMENT

Do
aliandoned al 6

7. If Unit or CA/Agreement Name and/or

1. T pe of Well
8. WelfNamend

2. Name ofOperator FEDERAL 13-15-9-16
NEWFIEI D PRODUCTIONCOMPANY yp

3a. Address Route 3 Box 3630 3b. Phone {include are ode) 4301333136
yto UT 84052 4¾ 646 10 Fieki an Pnni nr pl n Anu

. CHECK APPROPRIATEBOX(ES) TO INIDICATENA NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF A TION

Acidize Deepen etion(Start/Resume) Water Shut-Off
Notice o Alter Casing Fracture Treat ation Well Integrity

Sahsequent Cning Repair New Construction 66mplete Other
Change Plans Plug & Abandon porarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

mpleted Operation (clearly state all pertinent details, including estimated stading date o work and approximate duration thereo£ If the
proposal is Iy or recomplete horizontally, give subsurface locations and measund and true of all pertinent markers and zones. Attach the

Bond oit will be performed or provide the Bond No. on file with BLM/BIA. Required sub shall be filed within 30 days followingcompletion
ofthe If the operation resuits in a multiple completion orrecompletion in a new interv be fited once testing has been compicted.
Final Abandonm otices shall be filed only after all requirements, including molamation,have been completed, operator has determined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. If the production water mee ity guidelines, it is transported to the
Ashley, Moriutpont Butte, Jonah, and Beluga water injection facilities by compartyOgpŒntracttrucks.Subsequently, the
produced watet is injected into approved Class IIwellsto enhance Newfield's secortsgry recovery project.

Water not meeting quagcriteria, is disposed at Newfield's Pariette #4 disposal we!E(Sec. 7, 79S R19E) or at State of Utah
approved surface disposal facilities.

A
by the

L h
Division of

Oil, Gas and Mining

FOR
RECORDONLY

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Man<1jeCrnvie Regulatory Specialist
Signature Date

IN. / ! 06/26/2007

Anatovedby ............. ... . .. .... ..... Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any o lly to make to any department or agency of the United
States anv fals fictidous and fraudulent statements or reoresentations as to any matter ction
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIALNUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-Ol7985

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below currentbottom-holedepth, reenter plugged
7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OlL WELL GAS WELL O OTHER FEDERAL 13-15-9-16

2. NAME OF OPERATOR:
9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333136

3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 clTY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: COUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SWSW, 15,T9S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximatedate work will CASINGREPAIR NEWCONSTRUCTION O WORARifLY ABANDON

O CHANGE TO PREVIOUSPLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING O PLUGAND ABANDON O VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME O PLUGBACK O WATERDISPOSAL

(Submit OriginalFormOnly)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATION OF WELL SITE OTHER: - Weekly StatusReport

07/10/2007 O CONVERTWELL TYPE O RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject wellwas completedon 06/25/07, attached is a daily completion status report.

NAME (PLEASE Jentri Park TrrLE Production Clerk

SIGNATIIRE DATE 07/10/2007

(T State use only)

REC VED
JUL1 1 2007

DN.0FûlL,CAC
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Summary Rig Activity Page1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 13-15-9-16
4/1/2007 To 8/30/2007

6/14/2007 Day: 1 Completion

Rigless on 6/13/2007 - Instal 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck &
pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD © 5870' & cement
top @ 56'. Perforate stage #1, CPS sds @ 6058-6T w/ 3-1/8" Slick Guns (19 gram,
.49"HE. 120°) w/ 4 spf for total of 36 shots. 140 bbis EWTR. SIFN.

6/20/2007 Day: 2 Completion

Rigless on 6/19/2007 - RU BJ Services. 37 psi on well. Frac CP5 sds w/ 40,000#'s of
20/40 sand in 406 bbis of Lightning 17 fluid. Broke @ 3007 psi. Treated w/ ave
pressure of 1700 psi @ ave rate of 22.2 BPM. Pumped 504 gals of 15°/o HCL in flush
for Stage #2. ISIP 1980 psi. Leave pressure on well. 406 BWTR. Stage #2, CP1 sds
RU Perforators WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 5K composite
flow through frac plug, 14' perf gun. Set plug @ 5580'. Perforate CP1 sds @ 5467-81'
w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/
4 spf for total of 56 shots. RU BJ Services. 1457 psi on well. Perfs would not break
down. RU Perforators WLT. Dump bail acid on perfs. RU BJ Services. 1303 psi on
well. Frac CP1 sds w/ 50,251#'s of 20/40 sand in 432 bbis of Lightning 17 fluid.
Broke @ 2951 psi. Treated w/ ave pressure of 1294 psi @ ave rate of 23.3 BPM.
Pumped 504 gals of 15 /o HCL in flush for Stage #3. ISIP 1690 psi. Leave pressure
on well. 432 BWTR. Stage #3, B1 & B.5 sds RU Perforators WLT, crane & Iubricator.
RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 5' & 6' perf gun.
Set plug @ 4950'. Perforate B1 sds @ 4829-34' & B.5 sds @ 4803-09' w/ 3-1/8' Slick
Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for total of
44 shots. RU BJ Services. 884 psi on well. Frac B1 & B.5 sds w/ 14,309#'s of 20/40
sand in 248 bbis of Lightning 17 fluid. Broke @ 4000 psi. Treated w/ ave pressure of
1801 psi @ ave rate of 23.4 BPM. Pumped 504 gals of 15 /o HCL in flush for Stage #4.
ISIP 1810 psi. Leave pressure on well. 248 BWTR. Stage #4, D1 sds RU Perforators
WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through
frac plug, 7' perf gun. Set plug @ 4720'. Perforate D1 sds @ 4610-17' w/ 3-1/8"
Slick Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for
total of 28 shots. RU BJ Services. 1590 psi on well. Perfs would not break. RU
Perforators WLT. Dump bail acid on perfs. RU BJ Services. 1450 psi on well. Frac D1
sds w/ 25,018#'s of 20/40 sand in 338 bbis of Lightning 17 fluid. Broke @ 2755 psi.
Treated w/ ave pressure of 2056 psi @ ave rate of 21.8 BPM. Pumped 504 gals of
15°/o HCL in flush for Stage #5. ISIP 1990 psi. Leave pressure on well. 338 BWTR.
Stage #5, GB4 sds RU Perforators WLT, crane & Iubricator. RIH w/ Weatherford 5-

1/2" 5K composite flow through frac plug, 8' perf gun. Set plug @ 4150'. Perforate
GB4 sds @ 4040-48' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-
3319-331 Titan) w/ 4 spf for total of 32 shots. RU BJ Services. 1564 psi on well. Frac
GB4 sds w/ 28,952#'s of 20/40 sand in 294 bbis of Lightning 17 fluid. Broke @ 3808
psi. Treated w/ ave pressure of 1723 psi @ ave rate of 24.7 BPM. ISIP 1615 psi.
Open well to pit for immediate flowback @ 1 BPM. Well flowed for 3 1/2 hours &
died. Recovered 200 bbis water. SWIFN.

6/21/2007 Day: 3 Completion

Western #2 on 6/20/2007 - MIRU Western #2. Bleed pressure off well. Rec est 10

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...
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Set plug @ 4950'. Perforate B1 sds @ 4829-34' & B.5 sds @ 4803-09' w/ 3-1/8' Slick
Guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for total of
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http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...



Summary Rig Activity ragez or z

BTF. ND Cameron BOP & 5M frac head. Install 3M production tbg head & NU
Weatherford Schaeffer BOP. Talley, drift, PU & TIH W/ used Weatherford 4 3/4"
"Chomp" bit, bit sub & new 2 7/8 Brd 6.5# J-55 tbg. Tag fill @ 4068'. Tbg displaced
10 BW on TIH. RU power swivel. C/O sd to composite bridge plug @ 4150'. Drill out
plug in 22 minutes. Circ hole clean W/ no fluid loss. Hang back swivel. SIFN W/ EOT
@ 4183'. Est 1300 BWTR.

6/22/2007 Day: 4 Completion

Western #2 on 6/21/2007 - Bleed well off. Rec est 5 BTF. Con't PU & TIH W/ bit and
tbg f/ 4183'. Tag plug @ 4720'. PU swivel. Con't C/O sd & drill out composite bridge
plugs as follows (using conventional circulation): no sd, plug @ 4720' in 25 minutes;
sd @ 4902', plug @ 4950' in 12 minutes; sd @ 5408', plug @ 5580' in 12 minutes.
Con't swivelling jts in hole. Tag fill @ 5792'. Drill plug remains & sd to PBTD @ 5912'.
Circ hole clean. Lost est 120 BW during cleanout. RD swivel. Pull EOT to 5833'. RU
swab equipment. IFL @ sfc. Made 14 swb runs rec 146 BTF W/ light gas, tr oil & no
sand. FFL @ 1000'. SIFN W/ est 1269 BWTR.

6/23/2007 Day: 5 Completion

Western #2 on 6/22/2007 - Bleed well off. Rec est 15 BTF W/ tr oil--stays flowing.
RU & pump 15 BW dn tbg. TIH W/ tbg. Tag sd @ 5892' (20' new fill). C/O sd to PBTD
@ 5912'. Circ hole cleanW/ no fluid loss. LD excess tbg. TOH W/ tbg--LD bit. TIH W/
BHA & production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2"
TA (45K) & 182 jts 2 7/8 Brd 6.5# J-55 tbg. ND BOP. Set TA @ 5696' W/ SN @ 5730'
& EOT @ 5792'. Land tbg W/ 16,000# tension. NU wellhead. PU & TIH W/ pump and
"A" & "B" grade rod string to 3200'. PU polished rod & SIFN. Est 1254 BWTR.

6/26/2007 Day: 6 Completion

Western #2 on 6/25/2007 - LD polished rod. Con't PU & TIH W/ pump and "A" &
"B" grade rod string f/ 3200' (complete as follows): new CDI 2 1/2" X 1 1/2" X 14'
RHAC pump, 6-1 1/2" weight rods ("A"), 20-3/4" scrapered rods ("A"), 95-3/4"
scrapered rods ("B" grade W/ 2" scrapers), 7-3/4" plain rods ("B"), 100-3/4"
scrapered rods ("A"), 1-6' & 1-4' X 3/4" pony rods ("A") & 1 1/2" X 26' polished rod
("A"). Seat pump & RU pumping unit. Fill tbg W/ 3 BW. Pressure test tbg & pump to
200 psi. Stroke pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 1257
BWTR. Place well on production @ 10:30 AM 6/25/2007 W/ 86" SL @ 5 SPM. FINAL
REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...

Summary Rig Activity ragez or z
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RHAC pump, 6-1 1/2" weight rods ("A"), 20-3/4" scrapered rods ("A"), 95-3/4"
scrapered rods ("B" grade W/ 2" scrapers), 7-3/4" plain rods ("B"), 100-3/4"
scrapered rods ("A"), 1-6' & 1-4' X 3/4" pony rods ("A") & 1 1/2" X 26' polished rod
("A"). Seat pump & RU pumping unit. Fill tbg W/ 3 BW. Pressure test tbg & pump to
200 psi. Stroke pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 1257
BWTR. Place well on production @ 10:30 AM 6/25/2007 W/ 86" SL @ 5 SPM. FINAL
REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161954&API=430133313600S...



FORM 31604 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES '''"°i°"'°"© Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-79384

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W LL
DRY Other Jonah

Ib. TYPE OF WELL
8. FARM OR LEASE NAME, WELL NO.

NEW WORK PLUG DIFF
WELL OVER

DEEPEN BACK RESVR. Other Jonah 13-15-9-16
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33136
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 717' FSL &469' FWL (SWISW) Sec. 15, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 15, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13.STATE
43-013-33136 04/17/07 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC )* 19. ELEV. CASINGHEAD

05/21/07 05/28/07 06/25/07 5846' GL 5858' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

5960' 5912' --> X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4040'-5743, SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in ' rell)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

8-6/8" - J-bb 24# 324' 12-1/4" To surface with 160 sx Class "G" cmt
b-1/2"- J-bb ib.b# beb/' |-lia" 300 sx Premlite II and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-//8" I-o I g |A yb192' babbr,

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP5) 5732'-5743' .49" 4/36 5732'-5743' Frac wl 40,000# 20/40 sand in 406 bbis fluid

(CP1) 5467'-5481' .43" 4/56 5467'-5481' Frac w/ 50,251#20/40 sand in 432 bbls fluid
(B1& .5) 4829'-4834', 4803'-4809' .43" 4/44 4803'-4834' Frac w/ 14,309#20/40 sand in 248 bbis fluid

(D1) 4610'-4617'
.43" 4/28 4610'-4617' Frac w/ 25,018#20/40 sand in 338 bbis fluid

(GB4) 4040'-4048' .43" 4/32 4040'-4048' Frac w/ 28,952#20/40 sand in 294 bbis fluid

33.* PRODUCE ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lifl, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

06/25/07 2-1/2" x 1-1/2" x 14' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS-MCF. WATER--BBL GAS-OIL RATIO

10 day ave
TEST PERK)D

71 36 13 507
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--gÇE. WATER-BBL. IL GRAVITY-API (CORR.)

24-HOURRATE HECEIVED
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc > JUL18 2007 TEST WITNESSED BY

Sold &Used for Fuel
35. LIST OF ATTACHMENTS "2 DlvOF0lL,GAS&MINING
36. I hereby certify that the fo attached in rmatio completeand correct as determined from all available records

SIGNED TITLE PrOduction Clerk DATE 7/12/2007
Jentri P JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1001, es it a crime for any perso owingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its

FORM 31604 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES '''"°i°"'°"© Expires: February 28, 1995
reverse side)
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la. TYPE OF WORK 7. UNIT AGREEMENT NAME
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WELL OVER
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1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
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At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13.STATE
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15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC )* 19. ELEV. CASINGHEAD

05/21/07 05/28/07 06/25/07 5846' GL 5858' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
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26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in ' rell)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

8-6/8" - J-bb 24# 324' 12-1/4" To surface with 160 sx Class "G" cmt
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SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
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31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP5) 5732'-5743' .49" 4/36 5732'-5743' Frac wl 40,000# 20/40 sand in 406 bbis fluid

(CP1) 5467'-5481' .43" 4/56 5467'-5481' Frac w/ 50,251#20/40 sand in 432 bbls fluid
(B1& .5) 4829'-4834', 4803'-4809' .43" 4/44 4803'-4834' Frac w/ 14,309#20/40 sand in 248 bbis fluid
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.43" 4/28 4610'-4617' Frac w/ 25,018#20/40 sand in 338 bbis fluid

(GB4) 4040'-4048' .43" 4/32 4040'-4048' Frac w/ 28,952#20/40 sand in 294 bbis fluid

33.* PRODUCE ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lifl, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

06/25/07 2-1/2" x 1-1/2" x 14' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS-MCF. WATER--BBL GAS-OIL RATIO

10 day ave
TEST PERK)D

71 36 13 507
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34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc > JUL18 2007 TEST WITNESSED BY

Sold &Used for Fuel
35. LIST OF ATTACHMENTS "2 DlvOF0lL,GAS&MINING
36. I hereby certify that the fo attached in rmatio completeand correct as determined from all available records

SIGNED TITLE PrOduction Clerk DATE 7/12/2007
Jentri P JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1001, es it a crime for any perso owingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO *

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3665'
Jonah 13-15-9-16 Garden Gulch 1 3778'

Garden Gulch 2 3891'
Point 3 Mkr 4139'
X Mkr 4406'
Y-Mkr 4443'
Douglas Creek Mkr 4558'
BiCarbonate Mkr 4792'
B Limestone Mkr 4897'
Castle Peak 5403'
Basal Carbonate 5864'
Total Depth (LOGGERE

37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO *

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3665'
Jonah 13-15-9-16 Garden Gulch 1 3778'

Garden Gulch 2 3891'
Point 3 Mkr 4139'
X Mkr 4406'
Y-Mkr 4443'
Douglas Creek Mkr 4558'
BiCarbonate Mkr 4792'
B Limestone Mkr 4897'
Castle Peak 5403'
Basal Carbonate 5864'
Total Depth (LOGGERE



NEWFIELD

ROCKY MOUNTAINS

April 30, 2012

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Federal #13-15-9-16
Monument Butte Field, Lease #UTU-39713
Section 15-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #13-15-9-16 from
a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Eric Sundberg
Regulatory Lead

RECEIVED

MAYO1 2012

DIV OF OIL, GAS, &MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)
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ROCKY MOUNTAINS
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Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Federal #13-15-9-16
Monument Butte Field, Lease #UTU-39713
Section 15-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #13-15-9-16 from
a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Eric Sundberg
Regulatory Lead

RECEIVED

MAYO1 2012

DIV OF OIL, GAS, &MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #13-15-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-39713

APRIL 30,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #13-15-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-39713

APRIL 30,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Federal #13-15-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-39713

Well Location: QQ SWSW section 15 township 9S range 16E county Duchesne

is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33136

Proposed injection interval: from 3889 to 5912
Proposed maximum injection: rate 500 bpd pressure 1654 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date

STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING
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Federal 13-15-9-16
Spud Date: 5-21-07 Initial Production: BOPD,
Put on Production: 6-25-07

.
Proposed Injection MCFD, BWPD

GL: 5840' KB: 5858' Wellbore Diagram

SURFACE CASINO _

FRAC JOB

CSG SIZE: 8-5/8" Cement top @56, 6-19-07 5732-5743' Frac CP5 sands as follows:

GRADE: J-55 40000#20/40 sand in 406 bbis Lightning 17
frac tluid. Treated @avg press of 1700 psi

WEIGHT: 24# w/avg rate of 22.2 BPM, ISIP 1980 psi. Calc

LENGTH:.7 jnts (312.81') flush:5730 gal. Actual flush: 5145 gal.

DEPTH LANDED: 323.71' KB Casing Shoe @324' 6-19-07 5467-5481' Frac CP1 sands as follows:
• 50251#20/40 sand in 432bbis Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1294 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 1bbls cmt to surf wlavg rate of23.3 BPM. ISIP 1690 psi. Calc
flush: 5465 gal. Actual flush: 4872 gal.

6-19-07 4829-4809' Frac B1 & B.5 sands as follows:
14309#20/40 sand in 248 bbls Lightning 17
frac fluid. Treated @avg press of 1801 psi
w/avg rate of23.4 BPM. ISIP 1810 psi. Calc
flush: 4827 gal. Actual flush: 4221 gal.

6-19-07 4610-461T Frac D1 sands as follows:
25018#20/40 sand in 338 bb1sLightning 17

PRODUCTION CASING frac fluid. 21.8 BPM.ISIP 1990psi. Calc
CSG SIZE: 5-1/2" flush: 4608 gal Actual flush: 4011 gal.

GRADE: J-55 6-19-07 4040-4048' Frac GB4 sands as follows:

WEIGHT: 15.5#
28952#20/40 sand in 294 bb1sLightning 17
frac fluid. 24.7 BPM. ISIP 1723 psi. Calc

LENGTH: 135 jts. (5899.55') flush: 4038 gal. Actual flush: 3948 gal.

DEPTH LANDED: 5944.14' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 56'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5683.76')

TUBING ANCHOR: 5695.76' KB

NO. OF JOINTS: 1 jts (31.59')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5730.15' KB

NO. OF JOINTS: 2 jts (60.36')
Pac4k0e4r@039S90'

TOTAL STRING LENGTH: EOT @5792.06' KB

4610.4617'
PERFORATIONRECORD

4803-4809' 6-13-07 5732-5743' 4 JSPF 36 holes

4829-4834' 6-19-07 5467-5481' 4 JSPF 56 holes
6-19-07 4829-4834' 4 JSPF 20 holes
6-19-07 4803-4809' 4 JSPF 20 holes
6-19-07 4610-461T 4 JSPF 28 holes
6-19-07 4040-4048' 4 JSPF 32 holes

5467-5481'

5732-5743'

NEWFIELD

PBTD @5912'

Federal 13-15-9-16
TD @5960'

717' FSL & 469' FWL

SW/SW Section 15-T9S-RI6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713

JL

Federal 13-15-9-16
Spud Date: 5-21-07 Initial Production: BOPD,
Put on Production: 6-25-07

.
Proposed Injection MCFD, BWPD

GL: 5840' KB: 5858' Wellbore Diagram

SURFACE CASINO _

FRAC JOB

CSG SIZE: 8-5/8" Cement top @56, 6-19-07 5732-5743' Frac CP5 sands as follows:

GRADE: J-55 40000#20/40 sand in 406 bbis Lightning 17
frac tluid. Treated @avg press of 1700 psi

WEIGHT: 24# w/avg rate of 22.2 BPM, ISIP 1980 psi. Calc

LENGTH:.7 jnts (312.81') flush:5730 gal. Actual flush: 5145 gal.

DEPTH LANDED: 323.71' KB Casing Shoe @324' 6-19-07 5467-5481' Frac CP1 sands as follows:
• 50251#20/40 sand in 432bbis Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1294 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 1bbls cmt to surf wlavg rate of23.3 BPM. ISIP 1690 psi. Calc
flush: 5465 gal. Actual flush: 4872 gal.

6-19-07 4829-4809' Frac B1 & B.5 sands as follows:
14309#20/40 sand in 248 bbls Lightning 17
frac fluid. Treated @avg press of 1801 psi
w/avg rate of23.4 BPM. ISIP 1810 psi. Calc
flush: 4827 gal. Actual flush: 4221 gal.

6-19-07 4610-461T Frac D1 sands as follows:
25018#20/40 sand in 338 bb1sLightning 17

PRODUCTION CASING frac fluid. 21.8 BPM.ISIP 1990psi. Calc
CSG SIZE: 5-1/2" flush: 4608 gal Actual flush: 4011 gal.

GRADE: J-55 6-19-07 4040-4048' Frac GB4 sands as follows:

WEIGHT: 15.5#
28952#20/40 sand in 294 bb1sLightning 17
frac fluid. 24.7 BPM. ISIP 1723 psi. Calc

LENGTH: 135 jts. (5899.55') flush: 4038 gal. Actual flush: 3948 gal.

DEPTH LANDED: 5944.14' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 56'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5683.76')

TUBING ANCHOR: 5695.76' KB

NO. OF JOINTS: 1 jts (31.59')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5730.15' KB

NO. OF JOINTS: 2 jts (60.36')
Pac4k0e4r@039S90'

TOTAL STRING LENGTH: EOT @5792.06' KB

4610.4617'
PERFORATIONRECORD

4803-4809' 6-13-07 5732-5743' 4 JSPF 36 holes

4829-4834' 6-19-07 5467-5481' 4 JSPF 56 holes
6-19-07 4829-4834' 4 JSPF 20 holes
6-19-07 4803-4809' 4 JSPF 20 holes
6-19-07 4610-461T 4 JSPF 28 holes
6-19-07 4040-4048' 4 JSPF 32 holes

5467-5481'

5732-5743'

NEWFIELD

PBTD @5912'

Federal 13-15-9-16
TD @5960'

717' FSL & 469' FWL

SW/SW Section 15-T9S-RI6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713

JL



WORK PROCEDURE FOR INJECTION CONVERSION

l. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Federal
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
100 ll 7th Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Federal #13-15-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Federal #13-15-9-16 well, the
proposed injection zone is from Garden Gulch to Basal Carbonate (3889' - 5912'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3562' and the TD is at 5960'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Federal #13-15-9-16 is on file with the Utah Division of Oil,
Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-39713) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1

and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 324' KB, and 5-1/2", 15.5#
casing run from surface to 5944' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1654 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Federal #13-15-9-16, for existing perforations
(4040' - 5743') calculates at 0.74 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1654 psig. We may add additional perforations between 3562' and 5960'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Federal #13-15-9-16, the proposed injection zone (3889' - 5912') is in the Garden
Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well wíthin a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-9.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T9S-R16E SLM USA Newfield Production Company USA
Section 15: W2W2 UTU-79834 Newfield RMI LLC

HBP

2 T95-R16E SLM USA Newfield Production Company USA
Section 10: S2SE UTU-017985 Newfield RMI LLC
Section 15: E2, E2W2 HBP ABO Petroleum Corp

MYCOIndustries Inc
OXYY-1 Corp
Yates Petroleum Corp

3 T9S-R16E SLM USA Newfield Production Company USA
Section 8: SWNE, SE UTU-64379 Newfield RMI LLC
Section 9: SWSW HBP Yates Petroleum Corp
Section 17: NE

Section 18: E2SW, SE, Lots 3,4
Section 19: NE, E2NW, Lots 1,2
Section 21: N2
Section 22: W2NE, SENE, NW

4 T9S-R16E SLM State of Utah Newfield Production Company State of Utah
Section 16: AII ML-16532 Newfield RMI LLC

HBP QEP Energy Company
El Paso E&P Company LP
American Petroleum Corp
Brave River Production
Trans Republic Resources Inc
El Paso Production Oil & Gas Company

Federal 13-15 Page l of
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Federal #13-15-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signe

Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this y day of , 2012.

Notary Public in and for the State of Colorado: //f / //
MyCommissionExpkes

My Commission Expires: 02/10/2013
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ATTACHMENTE

Federal 13-15-9-16
Spud Date: 5-21-07 Initial Production: BOPD,
Put on Production: 6-25-07 Wellbore Diagram MCFD, BWPD
GL: 5840' KB: 5858'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top @56, 6-19-07 5732-5743' Frac CP5 sands as follows:

GRADE: J-55
- • 40000#20/40 sand in 406 bbis Lightning 17

frac fluid. Treated @avg press of 1700psi
WEIGHT: 24# wlavg rate of22.2 BPM. ISIP 1980 psi. Calc

LENGTH:.7 jnts(312.81')
flush:5730 gal. Actual flush: 5145 gal.

DEPTH LANDED: 323.71' KB Casing Shoe @324' 6-19-07 5467-5481' Frac CP1 sands as follows:
- 50251#20/40 sand in 432 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1294psi

CEMENT DATA: 160 sxs Class "G" cmt, est lbbls cmt to surf. wlavg rate of23.3 BPM. ISIP 1690 psi. Calc
flush; 5465 gal. Actual flush: 4872 gal.

6-19-07 4829-4809' Frac B1 & B.5 sands as follows:
14309#20/40 sand in 248 bbls Lightning 17
frac fluid. Treated @avg press of 1801 psi
w/avg rate of23.4 BPM. ISIP 1810 psi. Calc
flush: 4827 gal. Actual flush: 4221 gal.

6-19-07 4610-4617 Frac D1 sands as follows:
25018#20/40 sand in 338 bb1sLightning 17

PRODUCTION CASING frac fluid. 21.8 BPM. ISIP 1990 psi. Calc

CSG SIZE: 5-1/2" flush: 4608 gal. Actual flush: 4011 gal.

GRADE: J-55 6-19-07 4040-4048' Frac GB4 sands as follows:

WEIGHT: 15.5#
28952#20/40 sand in 294 bbls Lightning 17
frac fluid. 24.7 BPM. ISIP 1723 psi. Calc

LENGTH: 135jts. (5899.55') flush; 4038 gal. Actual flush: 3948 gal.

DEPTH LANDED: 5944.14' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 56'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5683.76')

TUBING ANCHOR: 5695.76' KB

NO. OF JOINTS: 1 jts (31.59')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5730.15' KB

NO. OF JOINTS: 2 jts (60.36') 4040-4048'

TOTAL STRING LENGTH: EOT @5792.06' KB

4610-4617'
PERFORATION RECORD

SUCKER RODS
4803-4809' 6-13-07 5732-5743' 4 JSPF 36 holes

4829-4834' 6-19-07 5467-5481' 4 JSPF 56 holes
POLISHED ROD: 1-1/2" x 26' SM 6-19-07 4829-4834' 4 JSPF 20 holes
SUCKER RODS: 1-6' & 1-4' x3/4" pony rods, 100- ¾" scrapered rods, 7- ¾" 6-19-07 4803-4809' 4 JSPF 20 holes
plain rods, 95-¾" scrapered rods, 20-¾" scrapered rods, 6-1 ½" weight rods- 6-19-07 4610-4617' 4 JSPF 28 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 6-19-07 4040-4048' 4 JSPF 32 holes

STROKE LENGTH: 86" 5467-5481'

PUMP SPEED, 5 SPM

Anchor @5696'

SN 5730'
5732-5743'

EOT 5792'

NEWFIELD

PBTD @5912'

Federal 13-15-9-16
TD @5960'

717' FSL & 469' FWL

SWISW Section 15-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713

KC

ATTACHMENTE

Federal 13-15-9-16
Spud Date: 5-21-07 Initial Production: BOPD,
Put on Production: 6-25-07 Wellbore Diagram MCFD, BWPD
GL: 5840' KB: 5858'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top @56, 6-19-07 5732-5743' Frac CP5 sands as follows:

GRADE: J-55
- • 40000#20/40 sand in 406 bbis Lightning 17

frac fluid. Treated @avg press of 1700psi
WEIGHT: 24# wlavg rate of22.2 BPM. ISIP 1980 psi. Calc

LENGTH:.7 jnts(312.81')
flush:5730 gal. Actual flush: 5145 gal.

DEPTH LANDED: 323.71' KB Casing Shoe @324' 6-19-07 5467-5481' Frac CP1 sands as follows:
- 50251#20/40 sand in 432 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1294psi

CEMENT DATA: 160 sxs Class "G" cmt, est lbbls cmt to surf. wlavg rate of23.3 BPM. ISIP 1690 psi. Calc
flush; 5465 gal. Actual flush: 4872 gal.

6-19-07 4829-4809' Frac B1 & B.5 sands as follows:
14309#20/40 sand in 248 bbls Lightning 17
frac fluid. Treated @avg press of 1801 psi
w/avg rate of23.4 BPM. ISIP 1810 psi. Calc
flush: 4827 gal. Actual flush: 4221 gal.

6-19-07 4610-4617 Frac D1 sands as follows:
25018#20/40 sand in 338 bb1sLightning 17

PRODUCTION CASING frac fluid. 21.8 BPM. ISIP 1990 psi. Calc

CSG SIZE: 5-1/2" flush: 4608 gal. Actual flush: 4011 gal.

GRADE: J-55 6-19-07 4040-4048' Frac GB4 sands as follows:

WEIGHT: 15.5#
28952#20/40 sand in 294 bbls Lightning 17
frac fluid. 24.7 BPM. ISIP 1723 psi. Calc

LENGTH: 135jts. (5899.55') flush; 4038 gal. Actual flush: 3948 gal.

DEPTH LANDED: 5944.14' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 56'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5683.76')

TUBING ANCHOR: 5695.76' KB

NO. OF JOINTS: 1 jts (31.59')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5730.15' KB

NO. OF JOINTS: 2 jts (60.36') 4040-4048'

TOTAL STRING LENGTH: EOT @5792.06' KB

4610-4617'
PERFORATION RECORD

SUCKER RODS
4803-4809' 6-13-07 5732-5743' 4 JSPF 36 holes

4829-4834' 6-19-07 5467-5481' 4 JSPF 56 holes
POLISHED ROD: 1-1/2" x 26' SM 6-19-07 4829-4834' 4 JSPF 20 holes
SUCKER RODS: 1-6' & 1-4' x3/4" pony rods, 100- ¾" scrapered rods, 7- ¾" 6-19-07 4803-4809' 4 JSPF 20 holes
plain rods, 95-¾" scrapered rods, 20-¾" scrapered rods, 6-1 ½" weight rods- 6-19-07 4610-4617' 4 JSPF 28 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 6-19-07 4040-4048' 4 JSPF 32 holes

STROKE LENGTH: 86" 5467-5481'

PUMP SPEED, 5 SPM

Anchor @5696'

SN 5730'
5732-5743'

EOT 5792'

NEWFIELD

PBTD @5912'

Federal 13-15-9-16
TD @5960'

717' FSL & 469' FWL

SWISW Section 15-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713

KC



ATTACHMENTE-!
Federal 5-15-9-16

Spud Date: 5-25-07 Initial Production: BOPD,
Put on Production: 7-1-07 Wellbore Diagram MCFD, BWPD

GL: 5808' KB: 5820'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 6-25-07 5450-5542' Frac CP2 sands as follows:

GRADE: J-55 24334#20/40 sand in 348 bbIs Lightning 17
frac fluid. Treated @avg press of 1701 psi

WEIGHT: 24# Cement top @46' .
- w/avg rate of24.7 BPM. ISIP 1662 psi. Calc

LENGTH:.7 jnts (299.7')
flush:5448 gal. Actual flush: 5166 gal.

DEPTH LANDED: 311.55' KB
6-25-07 5539-5560' Frac CPI sands as follows:

100170#20/40 sand in 740 bbis Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1719 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 7 bbis cmt to surf wlavg sate of24.7 BPM. ISIP 2090 psi. Cale
flush: 5537 gal. Actual flush: 5040 gal.

6-25-07 48 19-4825' Frac C sands as follows:
19504#20/40 sand in 271 bbis Lightning 17
frac fluid. Treated @avg press of 1963 psi
wlavg rate of24.7 BPM. ISIP 1792 psi. Cale
flush: 4817 gal Actual flush: 4368 gal

6-25-07 4665-4674' Frac D1 sands as follows:
45093#20/40 sand in 407 bbis Lightning 17

PRODUCTION CASING frac fluid. 24.7 BPM. ISIP 2060 psi. Calc
CSG SIZE: 5-1/2" flush: 4663 gaL Actual flush: 4200gal.

GRADE: J-55 6-25-07 4218-4224' Frac GB6 sands as follows:
WEIGHT: 15.5#

4174-4181' 39989#20/40 sand in 383 bbls Lightning 17
frac fluid. 24.7 BPM 1SIP 2212 psi. Calc

LENGTH: 137jts. (6020.14') flush: 4216 gal. Actual flush: 4158gal.

DEPTH LANDED: 6033.39' KB 4218-4224, 4174-4181' Fracn 4 nds ar
th

sbf
ac on the driling

HOLE SIZE: 7-7/8" report.

CEMENT DATA: 300 sxs Prem. Lite11 mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 46'

4665-4674'

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 185 jts (5579.62') - : 4819-4825'

TUBING ANCHOR: 5591.62'KB

NO. OF JOINTS: 1 jts (29.35')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5623.77' KB

NO. OF JOINTS: 2 jts (61.14')

TOTAL STRING LENGTH: EOT @5686.46' KB
$539-5560'

Anchor@5592' PERFORATION RECORD
SUCKER RODS

SN 5624' 6-20-07 5616-5625' 4 JSPF 36 holes
6-25-07 5539-5560' 4 JSPF 84 holes

POLISHED ROD: 1-1/2" x 22' SM 5616-5625'
6-25-07 4819-4825' 4 JSPF 24 holes

SUCKER RODS: 1-4'x3/4" Pony rod, 100-3*/4" Scrapered rods, 98-3/4" plain 6-25-07 4665-4674' 4 JSPF 36 holes

rods, 20-3/4" scrapered rods, 6-11/2" wieght rods. 6-25-07 4218-4224' 4 JSPF 24 holes

PUMP SIZE:2-1/2" x 1-1/2" x 15' RHAC
4174-4181' 4 JSPF 28holes

STROKE LENGTH: 86"

PUMP SPEED, 51/2 SPM

EOT 5686'

Federal 5-15-9-16 / ¿ \ TD @6040'

1791' FNL & 578' FWL

SW/NE Section 15-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33138; Lease #UTU-017985

KC

ATTACHMENTE-!
Federal 5-15-9-16

Spud Date: 5-25-07 Initial Production: BOPD,
Put on Production: 7-1-07 Wellbore Diagram MCFD, BWPD

GL: 5808' KB: 5820'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 6-25-07 5450-5542' Frac CP2 sands as follows:

GRADE: J-55 24334#20/40 sand in 348 bbIs Lightning 17
frac fluid. Treated @avg press of 1701 psi

WEIGHT: 24# Cement top @46' .
- w/avg rate of24.7 BPM. ISIP 1662 psi. Calc

LENGTH:.7 jnts (299.7')
flush:5448 gal. Actual flush: 5166 gal.

DEPTH LANDED: 311.55' KB
6-25-07 5539-5560' Frac CPI sands as follows:

100170#20/40 sand in 740 bbis Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1719 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 7 bbis cmt to surf wlavg sate of24.7 BPM. ISIP 2090 psi. Cale
flush: 5537 gal. Actual flush: 5040 gal.

6-25-07 48 19-4825' Frac C sands as follows:
19504#20/40 sand in 271 bbis Lightning 17
frac fluid. Treated @avg press of 1963 psi
wlavg rate of24.7 BPM. ISIP 1792 psi. Cale
flush: 4817 gal Actual flush: 4368 gal

6-25-07 4665-4674' Frac D1 sands as follows:
45093#20/40 sand in 407 bbis Lightning 17

PRODUCTION CASING frac fluid. 24.7 BPM. ISIP 2060 psi. Calc
CSG SIZE: 5-1/2" flush: 4663 gaL Actual flush: 4200gal.

GRADE: J-55 6-25-07 4218-4224' Frac GB6 sands as follows:
WEIGHT: 15.5#

4174-4181' 39989#20/40 sand in 383 bbls Lightning 17
frac fluid. 24.7 BPM 1SIP 2212 psi. Calc

LENGTH: 137jts. (6020.14') flush: 4216 gal. Actual flush: 4158gal.

DEPTH LANDED: 6033.39' KB 4218-4224, 4174-4181' Fracn 4 nds ar
th

sbf
ac on the driling

HOLE SIZE: 7-7/8" report.

CEMENT DATA: 300 sxs Prem. Lite11 mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 46'

4665-4674'

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 185 jts (5579.62') - : 4819-4825'

TUBING ANCHOR: 5591.62'KB

NO. OF JOINTS: 1 jts (29.35')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5623.77' KB

NO. OF JOINTS: 2 jts (61.14')

TOTAL STRING LENGTH: EOT @5686.46' KB
$539-5560'

Anchor@5592' PERFORATION RECORD
SUCKER RODS

SN 5624' 6-20-07 5616-5625' 4 JSPF 36 holes
6-25-07 5539-5560' 4 JSPF 84 holes

POLISHED ROD: 1-1/2" x 22' SM 5616-5625'
6-25-07 4819-4825' 4 JSPF 24 holes

SUCKER RODS: 1-4'x3/4" Pony rod, 100-3*/4" Scrapered rods, 98-3/4" plain 6-25-07 4665-4674' 4 JSPF 36 holes

rods, 20-3/4" scrapered rods, 6-11/2" wieght rods. 6-25-07 4218-4224' 4 JSPF 24 holes

PUMP SIZE:2-1/2" x 1-1/2" x 15' RHAC
4174-4181' 4 JSPF 28holes

STROKE LENGTH: 86"

PUMP SPEED, 51/2 SPM

EOT 5686'

Federal 5-15-9-16 / ¿ \ TD @6040'

1791' FNL & 578' FWL

SW/NE Section 15-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33138; Lease #UTU-017985

KC



ATTACHMENTE
Fed. #3-22-9-16

Spud Date: 5-31-07

Put on Production: 7-4-07
.

Wellbore Diagram
GL: 5866' KB: 5878'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6/29/07 5313-5320' RU BJ & frac LODC sds as follows:

40,796# 20/40 sand in 411 bbis of Lightning 17 frac fluid Treated @GRADE: 1-55 Cement Top @l 16'
ave pressure of 3412 w/ ave rate of 22.2 bpm w/ 6.5 ppg of sand..ISIP

WEIGHT: 24# was 3327 Actual flush:'4830 gais.

LENGTH: 7 jts. (287.98') 6/29/07 4859-4867 RU BJ & frac stage #2 as follows:
DEPTH LANDED: 299 83' KB Casit Shoe @300

34.536#'s of20/40 sand in 354 bbis of Lightning 17 liac fluid. Treated
18 ave pressure of3900 w/ ave rate of22 1 bpm w/ 6.5 ppg of sand.

HOLE SIZE: 12-1/4" ISlP was 4200. Actual flush: 2646 gals.
CEMENT DATA: To surface with 160 sxs Class "G" cmt 6/29/07 4744-4754 RU BJ & frac stage #3 as follows:

34,902#'s of20/40 sand in 390 bbis of Lightning 17 frac fluid. Treated
@ave pressure of2527 w/ ave rate of27.6 bpm w/ 6.5 ppg of sand.
1144 bbis EWTR. ISIP was 1925. Actual flush: 4242 gals.

6/29/07 4152-4158 RU BJ & frac stage #4 as follows:
44,919#'s of20/40 sand in 372 bbis of Lightning 17frac fluid. Treated
@ave pressure of2360 w/ ave rate of24.7 bpm w/ 8 ppg of sand.

PRODUCTION CASING 1517 bbis EWTR. lSIP was 1900. Actual flush: 5996 gals.

CSG SIZE: 5-1/2" 12/21/09 Parted Rods. Rod & Tubing updated

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 145 jts. (6357.47')

DEPTH LANDED: 5910.55' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite 11mixed & 425 sx 50/50 POZ

CEMENTTOP:ll6'

TUBING
SIZE/GRADE/WT.:2-7/8"/1-55/6.5#

NO. OF JOINTS: 169 jts (5263.03')

TUBING ANCHOR: 5263' KB

NO. OF JOINTS: 1 jts (31.60')

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5297.40' KB

NO. OF JOINTS: 2 jts (63.23')

TOTAL STRING LENGTH: EOT @5362' KB

PERFORATION RECORDSUCKERRODS
06/29/07 5313-5320' 4 JSPF 28 holes

POLISHED ROD: 1-1/2" x 26' polished rods
06/29/07 4859-4867' 4 JSPF 32 holes

SUCKER RODS: 1-8', 1-6', 1-4', 1-2', x ¾" ponies, 99-3/4" guided rods, 86- 06/29/07 4744-4754' 4 JSPF 40 holes
3/4" plain rods, 20-3/4" guided rods, 6-1 ½" weight rods

06/29/07 4152-4158' 4 JSPF 24 holes
PUMP SIZE: CDI 2 1/2" xl 1/2" x 12' x 15' RHAC pump w/sm plunger

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5
4152-4158

4744-4754'

4859-4867'

Anchor @5263'
SN @5297

5313-5320'

EOT@ 5362

PBTD @S865

'
TD @5914

Federal 3-22-9-16
683' FNL & 2079' FWL (NE/NW)
Section 22, T98, R16E
Duchesne Co, Utah TW 05/06/10
API #43-013-33024; Lease #

ATTACHMENTE
Fed. #3-22-9-16

Spud Date: 5-31-07

Put on Production: 7-4-07
.

Wellbore Diagram
GL: 5866' KB: 5878'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6/29/07 5313-5320' RU BJ & frac LODC sds as follows:

40,796# 20/40 sand in 411 bbis of Lightning 17 frac fluid Treated @GRADE: 1-55 Cement Top @l 16'
ave pressure of 3412 w/ ave rate of 22.2 bpm w/ 6.5 ppg of sand..ISIP

WEIGHT: 24# was 3327 Actual flush:'4830 gais.

LENGTH: 7 jts. (287.98') 6/29/07 4859-4867 RU BJ & frac stage #2 as follows:
DEPTH LANDED: 299 83' KB Casit Shoe @300

34.536#'s of20/40 sand in 354 bbis of Lightning 17 liac fluid. Treated
18 ave pressure of3900 w/ ave rate of22 1 bpm w/ 6.5 ppg of sand.

HOLE SIZE: 12-1/4" ISlP was 4200. Actual flush: 2646 gals.
CEMENT DATA: To surface with 160 sxs Class "G" cmt 6/29/07 4744-4754 RU BJ & frac stage #3 as follows:

34,902#'s of20/40 sand in 390 bbis of Lightning 17 frac fluid. Treated
@ave pressure of2527 w/ ave rate of27.6 bpm w/ 6.5 ppg of sand.
1144 bbis EWTR. ISIP was 1925. Actual flush: 4242 gals.

6/29/07 4152-4158 RU BJ & frac stage #4 as follows:
44,919#'s of20/40 sand in 372 bbis of Lightning 17frac fluid. Treated
@ave pressure of2360 w/ ave rate of24.7 bpm w/ 8 ppg of sand.

PRODUCTION CASING 1517 bbis EWTR. lSIP was 1900. Actual flush: 5996 gals.

CSG SIZE: 5-1/2" 12/21/09 Parted Rods. Rod & Tubing updated

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 145 jts. (6357.47')

DEPTH LANDED: 5910.55' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite 11mixed & 425 sx 50/50 POZ

CEMENTTOP:ll6'

TUBING
SIZE/GRADE/WT.:2-7/8"/1-55/6.5#

NO. OF JOINTS: 169 jts (5263.03')

TUBING ANCHOR: 5263' KB

NO. OF JOINTS: 1 jts (31.60')

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5297.40' KB

NO. OF JOINTS: 2 jts (63.23')

TOTAL STRING LENGTH: EOT @5362' KB

PERFORATION RECORDSUCKERRODS
06/29/07 5313-5320' 4 JSPF 28 holes

POLISHED ROD: 1-1/2" x 26' polished rods
06/29/07 4859-4867' 4 JSPF 32 holes

SUCKER RODS: 1-8', 1-6', 1-4', 1-2', x ¾" ponies, 99-3/4" guided rods, 86- 06/29/07 4744-4754' 4 JSPF 40 holes
3/4" plain rods, 20-3/4" guided rods, 6-1 ½" weight rods

06/29/07 4152-4158' 4 JSPF 24 holes
PUMP SIZE: CDI 2 1/2" xl 1/2" x 12' x 15' RHAC pump w/sm plunger

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5
4152-4158

4744-4754'

4859-4867'

Anchor @5263'
SN @5297

5313-5320'

EOT@ 5362

PBTD @S865

'
TD @5914

Federal 3-22-9-16
683' FNL & 2079' FWL (NE/NW)
Section 22, T98, R16E
Duchesne Co, Utah TW 05/06/10
API #43-013-33024; Lease #



ATTACHMENTES
Spud Date: 10/06/93 ÌVÍOnument Fed. 23-15-9-16
Put on Production: I1/30/93 Initial Production: 40 BOPD,
Put on Injection: I 1/1 1/94

Injection Wellbore 200 MCFD, 56 BWPD
GL: 5828' KB: 5838' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 11/03/93 5212'-5222' Frac zone as follows:

GRADE: J-55 20,700# 16/30 sand in 380 bbis. 2% KCI.

WElGHT: 24#
Screened out.

LENGTH: 6 jts. (270.52')
11/11/93 4645'-4808' Frac zone as follows:

DEPTH LANDED: 278.25 KB
39,890# 16/30 sand in 637 bbi KCI Avg.
treatmg press 2800 psi @19.5 BPM- ISIP

HOLE SIZE 12-1/4" 1890 psi. Calc. flush: 4645 gal. Actual flush:

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bb1scmt to surE
4494 gal.

07/15/05 5 YR MIT

06/21/10 5 YR MIT

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 130 jts. (5666.71')

DEPTH LANDED: 5675.7]' KB
Cement Top@ 2490'

HOLE SlZE: 7-7/8"

CEMENT DATA: 100 sxs Hi-Fill & 250 sxs 50/50 POZ.

CEMENT TOP AT 2490' per CBL

TUBING
SlZE/GRADE/WT : 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 148 jts (4569.94')

SEATINGNIPPLE:2-7/8"(1 10')

SN LANDED AT: 4580.99' KB

2 7/8" x 2 3/8" CROSSOVER: 4581.74' KB

PACKER: 4587.94' KB

TOTAL STRlNG LENGTH: EOT@ 4587.94'

Packer @4587'
PERFORATION RECORD

4645'-4649' D-1 sds 11/01/93 5216'-5220' 2 JSPF 08 holes
I1/03/93 5212'-5222' 4JSPF 40holes

11/09/93 4803'-4808' l JSPF 05 holes
4653'-4655' D-! sds

11/09/93 4666'-4672' 1 JSPF 04 holes

I 1/09/93 4653'-4655' I JSPF 02 holes
4666'-4672' D-2 sds I 1/09/93 4645'-4649' 1 JSPF 03 holes

10/12/94 4666'-4672' 2 JSPF 12 holes
4803'-4808' 10/12/94 4653'-4655' 2 JSPF 04 holes

10/12/94 4645'-4649' 2 JSPF 08 holes

CIBP @5140' (10/13/94)

5212'-5222' LODC sds

SN @4580'

Monument Fed. #23-15-9-16

1724' FSL & 2078' FWL
NESW Section 15-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31373; Lease #UTU-76241

BDH

ATTACHMENTES
Spud Date: 10/06/93 ÌVÍOnument Fed. 23-15-9-16
Put on Production: I1/30/93 Initial Production: 40 BOPD,
Put on Injection: I 1/1 1/94

Injection Wellbore 200 MCFD, 56 BWPD
GL: 5828' KB: 5838' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 11/03/93 5212'-5222' Frac zone as follows:

GRADE: J-55 20,700# 16/30 sand in 380 bbis. 2% KCI.

WElGHT: 24#
Screened out.

LENGTH: 6 jts. (270.52')
11/11/93 4645'-4808' Frac zone as follows:

DEPTH LANDED: 278.25 KB
39,890# 16/30 sand in 637 bbi KCI Avg.
treatmg press 2800 psi @19.5 BPM- ISIP

HOLE SIZE 12-1/4" 1890 psi. Calc. flush: 4645 gal. Actual flush:

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bb1scmt to surE
4494 gal.

07/15/05 5 YR MIT

06/21/10 5 YR MIT

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 130 jts. (5666.71')

DEPTH LANDED: 5675.7]' KB
Cement Top@ 2490'

HOLE SlZE: 7-7/8"

CEMENT DATA: 100 sxs Hi-Fill & 250 sxs 50/50 POZ.

CEMENT TOP AT 2490' per CBL

TUBING
SlZE/GRADE/WT : 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 148 jts (4569.94')

SEATINGNIPPLE:2-7/8"(1 10')

SN LANDED AT: 4580.99' KB

2 7/8" x 2 3/8" CROSSOVER: 4581.74' KB

PACKER: 4587.94' KB

TOTAL STRlNG LENGTH: EOT@ 4587.94'

Packer @4587'
PERFORATION RECORD

4645'-4649' D-1 sds 11/01/93 5216'-5220' 2 JSPF 08 holes
I1/03/93 5212'-5222' 4JSPF 40holes

11/09/93 4803'-4808' l JSPF 05 holes
4653'-4655' D-! sds

11/09/93 4666'-4672' 1 JSPF 04 holes

I 1/09/93 4653'-4655' I JSPF 02 holes
4666'-4672' D-2 sds I 1/09/93 4645'-4649' 1 JSPF 03 holes

10/12/94 4666'-4672' 2 JSPF 12 holes
4803'-4808' 10/12/94 4653'-4655' 2 JSPF 04 holes

10/12/94 4645'-4649' 2 JSPF 08 holes

CIBP @5140' (10/13/94)

5212'-5222' LODC sds

SN @4580'

Monument Fed. #23-15-9-16

1724' FSL & 2078' FWL
NESW Section 15-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31373; Lease #UTU-76241

BDH



Monument Federal #11-22
Spud Date: Wellbore Diagram
Put on Production:

GL: 5917' KB: 5927'

SURFACE CASING ACIDJOBIBREAKDOWN
9/6/96 4754'-4761' BJ Services: 1428 gal 2% KCL

CSG SIZE: 8 5/8" 4871'-4878' waterw/ 28 ball sealers. Balled
GRADE: J-55 4880'-4884'off. ATP= 1900 psi, ATR= 3.0 bpm,

WEIGHT:24#
ISIP= 1400 psi.

LENGTH: 7 jts. (248.10') 9/6/96 4871'-4878' BJ Services: 1596 gal 2% KCL

DEPTH LANDED: 258.10' KB
4880'-4884' water w/ 44 ball sealers. Balled

off. ATP= 1600 psi, ATR= 3.0 bpm,
HOLE SIZE: 12 1/4"

. -
ISIP= 1300 psi.

CEMENT DATA: 160sxs Class "G" mixed emt, est 5 bb1scmt to surf.
9/7/96 4057'-4066' BJ Services: 2268 gal 2% KCL

water w/ 72 ball sealers. Ball
PRODUCTION CASING action but no ball off. ATP= 2000 psi,

CSGSIZE:5 1/2"
ATR= 3.5 bpm, ISIP=1400 psi.

GRADE: J-55
FRAC JOB

WEIGHT: 15.5# 9/7/96 4754'-4761' BJ Services: 24,402 gal 2%
LENGTH 145 jts (5648.71') 4871'-4878' KCLwater w/ 80,100# 16/30

DEPTH LANDED: 5658.71' KB 4880'-4884' sand. ATP= 2200 psi, ATR=
35.4 bpm, ISIP= 2100 psi,

HOLE SIZE:7 7/8" 5 min=1780psi, 10 min= 1690 psi,
CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ mix 15 min= 1640 psi.

CEMENT TOP AT 474' 9/7/96 4057-4066' BJ Services: 14,532 gal 2%
KCLwater w/ 39,000# 16/30

TUBING
sand. ATP= 2000 psi, ATR= 31.0 bpm,
ISIP= 1600 psi, 5 min= 1400 psi,
10 mire 1290 psi, 15 min= 1230 psi,

SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5# 30 min= 1130 psi.
NO. OF JOINTS: 155 jts (4848.93')

NO. OF JOINTS: 2jts (62.78) PERFORATION RECORD

SEATINGNIPPLE:2'l/8"(110') 9/5/96 Schlumberger 4754'-4761' 2SPF
4871'-4878' 2 SPF

SN LANDED AT: 4924.51" KB 4880'-4884' 2 SPF

NO. OF JOINTS:ljts (31 45) 917/96 Schlumberger 4057-4066' 4 SPF
TOTAL STRING LENGTH EOT @4957.51' w/ 12' KB

3-20-08 Workover. Updated rod and tubing detail

SUCKER RODS

POLISHED ROD: 1-l/4" x 22' SM

SUCKER RODS: 2-2', 1-4', 6', 8' X ¾" pony rods, 170- ¾" plain rods, 20- ¾"
guided rods, 6- 1 ½" weight rods .
PUMP SIZE: 2-1/2" x 1-1/2" x 14 1/2' RHAC w/SM plunger

STROKE LENGTH: 74"

PUMP SPEED, SPM: 5 SPM

405T-4066'

4754'-4761'

4871'-4878'
4880'-4884'

SNLANDED@4925'KB
EOTLANDED@4958'KB

PBTD @5814 KB

NEWFIELD

Monument Federal 11-22-9-16Y
957' FNL & 832' FWL

NWINW Section 22-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31647; Lease #UTU-64379 TK

Monument Federal #11-22
Spud Date: Wellbore Diagram
Put on Production:

GL: 5917' KB: 5927'

SURFACE CASING ACIDJOBIBREAKDOWN
9/6/96 4754'-4761' BJ Services: 1428 gal 2% KCL

CSG SIZE: 8 5/8" 4871'-4878' waterw/ 28 ball sealers. Balled

GRADE: J-55 4880'-4884'off. ATP= 1900 psi, ATR= 3.0 bpm,

WEIGHT:24#
ISIP= 1400 psi.

LENGTH: 7 jts. (248.10') 9/6/96 4871'-4878' BJ Services: 1596 gal 2% KCL

DEPTH LANDED: 258.10' KB
4880'-4884' water w/ 44 ball sealers. Balled

off. ATP= 1600 psi, ATR= 3.0 bpm,
HOLE SIZE: 12 1/4"

. -
ISIP= 1300 psi.

CEMENT DATA: 160sxs Class "G" mixed emt, est 5 bb1scmt to surf.
9/7/96 4057'-4066' BJ Services: 2268 gal 2% KCL

water w/ 72 ball sealers. Ball
PRODUCTION CASING action but no ball off. ATP= 2000 psi,

CSGSIZE:5 1/2"
ATR= 3.5 bpm, ISIP=1400 psi.

GRADE: J-55
FRAC JOB

WEIGHT: 15.5# 9/7/96 4754'-4761' BJ Services: 24,402 gal 2%
LENGTH 145 jts (5648.71') 4871'-4878' KCLwater w/ 80,100# 16/30

DEPTH LANDED: 5658.71' KB 4880'-4884' sand. ATP= 2200 psi, ATR=
35.4 bpm, ISIP= 2100 psi,

HOLE SIZE:7 7/8" 5 min=1780psi, 10 min= 1690 psi,
CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ mix 15 min= 1640 psi.

CEMENT TOP AT 474' 9/7/96 4057-4066' BJ Services: 14,532 gal 2%
KCLwater w/ 39,000# 16/30

TUBING
sand. ATP= 2000 psi, ATR= 31.0 bpm,
ISIP= 1600 psi, 5 min= 1400 psi,
10 mire 1290 psi, 15 min= 1230 psi,

SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5# 30 min= 1130 psi.
NO. OF JOINTS: 155 jts (4848.93')

NO. OF JOINTS: 2jts (62.78) PERFORATION RECORD

SEATINGNIPPLE:2'l/8"(110') 9/5/96 Schlumberger 4754'-4761' 2SPF
4871'-4878' 2 SPF

SN LANDED AT: 4924.51" KB 4880'-4884' 2 SPF

NO. OF JOINTS:ljts (31 45) 917/96 Schlumberger 4057-4066' 4 SPF
TOTAL STRING LENGTH EOT @4957.51' w/ 12' KB

3-20-08 Workover. Updated rod and tubing detail

SUCKER RODS

POLISHED ROD: 1-l/4" x 22' SM

SUCKER RODS: 2-2', 1-4', 6', 8' X ¾" pony rods, 170- ¾" plain rods, 20- ¾"
guided rods, 6- 1 ½" weight rods .
PUMP SIZE: 2-1/2" x 1-1/2" x 14 1/2' RHAC w/SM plunger

STROKE LENGTH: 74"

PUMP SPEED, SPM: 5 SPM

405T-4066'

4754'-4761'

4871'-4878'
4880'-4884'

SNLANDED@4925'KB
EOTLANDED@4958'KB

PBTD @5814 KB

NEWFIELD

Monument Federal 11-22-9-16Y
957' FNL & 832' FWL

NWINW Section 22-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31647; Lease #UTU-64379 TK



ATTACHMENTES
Balcron Federal #41-21y

Wellbore Diagram

Elev.GR - 5953.5' GL
Elev.KB- 5966' (13' KB)

ACID JOB /BREAKDOWN
8/24/93 5023'-5036' Halliburlon: ATP=2500 psi,

SURFACECASING
ATR=2.5 bpm, ISIP=1950

CSG SIZE: 8-5/8" 8/28/96 4645'-4650' Hallibudon: ATR=6.5 bpm,

GRADE: J-55 4614'-4624' ATP=2650 psi.

WEIGHT: 24#
LENGTH:250'

DEPTHLANDED:258' KB -

:
-

HOLESIZE: 12-1/4"
CEMEMT DATA:15 sks class "G"

FRAC JOB
-

- 8/25/93 5023'-5036' No vois or quartillesin
report, Max. Rate=36 bpm,

PRODUCTION CASING max. Press.=3200 psi.
ATP=2470 psi. ISIP=2004 psi,

CSG SIZE: 5-1/2" 5 min=1770psi, 10 min=

GRADE: J-55 1723 psi, 15 min=1672psi.

WEtGHT: 15.5 8/28/96 4645'-4650' Hallibudon:
LENGTH:6004.02' 4614'-4624' No vois or quantitlesin

DEPTH LANDED:5999' KB g° x Rate bpm,

HOLESIZE: 7-7/8" 1791 psi, 10 min=1679 psi,
CEMENTDATA:165 sks thriftylite. Tailed 16 min=1607 pst

wl 275 sks 50-50 POZ.

CEMENTTOP AT: 2980' KB

TUBING PERFORATION RECORD
8/23/93 Culter 5023'-5036' 2 SPF

SIZEIGRADE/WT.: 2-7/8' Brd EUE / J-55 / 6.5#
NO. OF JOINTS: 144 jts 8/27/93 Schlumberger 4645'-4650' 1 SPF

TUBING ANCHOR. 2-7/8"x5-1/2" 4614'-4624' 1 SPF
NO. OF JOINTS 21 Jts

SEATING NIPPLE 2-7/8"x1.10'
PERFORATED SUB 2-7/8"x3.20'

MUD ANCHOR: 2-7/8"X31 82'
STRING LENGTH:

SNLANDEDAT:

SUC¾ER RODS

POLISHED ROD: 1-1/4"x22' SM
SUCKER RODS

2-3/4"x4 Pony 4614'-4624'
1-3/4"x8 Pony
195-3/4"x25' Plain 4645'-4650'
6-T'x25' EL w/2.5 guides

TOTAL STRING LENGTH: 5067 5023'-5036'

PUMP NtJMBER: Trico#1193
PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC SN LANDED @5061'KB

STROKE LENGTH 58 inches
EOT LAlOED @5098' KB

PUMP SPEED. SPM 6.5 SPM
PUMPING UNITSlZE pgy . KB

PUMPINGUNIT TD @6000' ' KB
PRIME MOVER:

Balcron Federal #41-21y / \

Monument Butte
Lease #U-64379
NE NE Section 21, T9S, R16E
970.2' FNL, 893.8 FEL
Duchesne County,

ATTACHMENTES
Balcron Federal #41-21y

Wellbore Diagram

Elev.GR - 5953.5' GL
Elev.KB- 5966' (13' KB)

ACID JOB /BREAKDOWN
8/24/93 5023'-5036' Halliburlon: ATP=2500 psi,

SURFACECASING
ATR=2.5 bpm, ISIP=1950

CSG SIZE: 8-5/8" 8/28/96 4645'-4650' Hallibudon: ATR=6.5 bpm,

GRADE: J-55 4614'-4624' ATP=2650 psi.

WEIGHT: 24#
LENGTH:250'

DEPTHLANDED:258' KB -

:
-

HOLESIZE: 12-1/4"
CEMEMT DATA:15 sks class "G"

FRAC JOB
-

- 8/25/93 5023'-5036' No vois or quartillesin
report, Max. Rate=36 bpm,

PRODUCTION CASING max. Press.=3200 psi.
ATP=2470 psi. ISIP=2004 psi,

CSG SIZE: 5-1/2" 5 min=1770psi, 10 min=

GRADE: J-55 1723 psi, 15 min=1672psi.

WEtGHT: 15.5 8/28/96 4645'-4650' Hallibudon:
LENGTH:6004.02' 4614'-4624' No vois or quantitlesin

DEPTH LANDED:5999' KB g° x Rate bpm,

HOLESIZE: 7-7/8" 1791 psi, 10 min=1679 psi,
CEMENTDATA:165 sks thriftylite. Tailed 16 min=1607 pst

wl 275 sks 50-50 POZ.

CEMENTTOP AT: 2980' KB

TUBING PERFORATION RECORD
8/23/93 Culter 5023'-5036' 2 SPF

SIZEIGRADE/WT.: 2-7/8' Brd EUE / J-55 / 6.5#
NO. OF JOINTS: 144 jts 8/27/93 Schlumberger 4645'-4650' 1 SPF

TUBING ANCHOR. 2-7/8"x5-1/2" 4614'-4624' 1 SPF
NO. OF JOINTS 21 Jts

SEATING NIPPLE 2-7/8"x1.10'
PERFORATED SUB 2-7/8"x3.20'

MUD ANCHOR: 2-7/8"X31 82'
STRING LENGTH:

SNLANDEDAT:

SUC¾ER RODS

POLISHED ROD: 1-1/4"x22' SM
SUCKER RODS

2-3/4"x4 Pony 4614'-4624'
1-3/4"x8 Pony
195-3/4"x25' Plain 4645'-4650'
6-T'x25' EL w/2.5 guides

TOTAL STRING LENGTH: 5067 5023'-5036'

PUMP NtJMBER: Trico#1193
PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC SN LANDED @5061'KB

STROKE LENGTH 58 inches
EOT LAlOED @5098' KB

PUMP SPEED. SPM 6.5 SPM
PUMPING UNITSlZE pgy . KB

PUMPINGUNIT TD @6000' ' KB
PRIME MOVER:

Balcron Federal #41-21y / \

Monument Butte
Lease #U-64379
NE NE Section 21, T9S, R16E
970.2' FNL, 893.8 FEL
Duchesne County,



SpudDate: Castle Peak State 33-16-9-16
Put on Production: 5/27/1982 Initial Production:
GL: 5856' KB: 5892' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 9-5/8" 5474-5522' 54,300 gal. Versagel 1400 with 62,500#20-40

GRADE: K-55 sand & 10,000# 10-20 sand.

WEIGHT: 24
5042-5062' 32,000 gal. Ver 1400 with 38,000#20-40 sand
& 10,000# 10-20 sand.

LENGTH: 250' Casing Shoe @242' 4432-4460' Frac with 38,000 gal. Ver 1400 with 50,000#
DEPTH LANDED: 242.48' 20-40 sand & 10,000#10-20 sand. Squeeze with 150 sx Class 'H' =

HOLE SIZE: 12-1/42, additives.

CEMENT DATA: 200sx Class "G., 4324-4325' Squeeze with 30 bbl 2% KCL water, 10bbl
mud flush. Mix & pump 100 sx 50-50 Poz + additives. Displace with 261/2
bbl 2% KCL water.

4270-4290' Frac with 32,000 gal. Ver 1400with 38,000#
20-40 sand & 19,000# 10-20 sand. Squeeze with 150 sx Class 'H' cement +

additives.

PRODUCTION CASING
CSG SIZE: 5-1/2"
GRADE:

WEIGHT: 15.5#

LENGTH:

DEPTHLANDED: 5608'

HOLE SIZE: 7-7/8"

CEMENT DATA: .250sx 50/50 Poz

CEMENT TOP AT: 3780'

Tubina Record

Size: 2-7/8"

4270-4290'

4324-4325' PERFORATION RECORD
4432-4460'

5474-5480' 2 SPF
5490-5514' 2 SPF

5042'-5062'sqd 5518-5522' 2 SPF
5042-5062' 2 SPF
4432-4460' 2 SPF

5474'-5480'sqd 4324-4325' 2 SPF 4 holes
5490'-SS14'sqd 4270-4290' 2 SPF

5518'-5522'

EOT@5527"

PBTD @5549'

NEWPIELD TD @5608'

Castle Peak State 33-16-9-16
1838 FSL - 1925 FEL

NWISE Section 16-T9S-Rl6E
Duchesne County, Utah

API #43-013-30640; Lease

SpudDate: Castle Peak State 33-16-9-16
Put on Production: 5/27/1982 Initial Production:
GL: 5856' KB: 5892' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 9-5/8" 5474-5522' 54,300 gal. Versagel 1400 with 62,500#20-40

GRADE: K-55 sand & 10,000# 10-20 sand.

WEIGHT: 24
5042-5062' 32,000 gal. Ver 1400 with 38,000#20-40 sand
& 10,000# 10-20 sand.

LENGTH: 250' Casing Shoe @242' 4432-4460' Frac with 38,000 gal. Ver 1400 with 50,000#
DEPTH LANDED: 242.48' 20-40 sand & 10,000#10-20 sand. Squeeze with 150 sx Class 'H' =

HOLE SIZE: 12-1/42, additives.

CEMENT DATA: 200sx Class "G., 4324-4325' Squeeze with 30 bbl 2% KCL water, 10bbl
mud flush. Mix & pump 100 sx 50-50 Poz + additives. Displace with 261/2
bbl 2% KCL water.

4270-4290' Frac with 32,000 gal. Ver 1400with 38,000#
20-40 sand & 19,000# 10-20 sand. Squeeze with 150 sx Class 'H' cement +

additives.

PRODUCTION CASING
CSG SIZE: 5-1/2"
GRADE:

WEIGHT: 15.5#

LENGTH:

DEPTHLANDED: 5608'

HOLE SIZE: 7-7/8"

CEMENT DATA: .250sx 50/50 Poz

CEMENT TOP AT: 3780'

Tubina Record

Size: 2-7/8"

4270-4290'

4324-4325' PERFORATION RECORD
4432-4460'

5474-5480' 2 SPF
5490-5514' 2 SPF

5042'-5062'sqd 5518-5522' 2 SPF
5042-5062' 2 SPF
4432-4460' 2 SPF

5474'-5480'sqd 4324-4325' 2 SPF 4 holes
5490'-SS14'sqd 4270-4290' 2 SPF

5518'-5522'

EOT@5527"

PBTD @5549'

NEWPIELD TD @5608'

Castle Peak State 33-16-9-16
1838 FSL - 1925 FEL

NWISE Section 16-T9S-Rl6E
Duchesne County, Utah

API #43-013-30640; Lease



State 16-16-9-16
Spud Date: 05-03-08
Put on Production: 05-12-08
GL: 5879' KB: 5891' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 6-16-08 5466-5492' RU BJ & frac CP1 sds as follows:

GRADE: 1-55 56,437#20/40 sand in 509 bb1sof Lightning 17 frac fluid. Treated @
Cement Top: 140' ave pressure of 1203 w/ ave rateof23.5 bpm w/ 8 ppg of sand. ISIP

WEIGHT: 24# . · was 1603. Actual Flush: 5006 gals.

LENGTH: 7jts (305.64') 6-16-08 4956-4966' RU BJ & frac stage #2 as follows:

DEPTH LANDED: 316, 47,866#20/40 sand in 458 bb1sof Lightning 17 frac fluid. Treated @
ave pressure of2113 w/ ave rate of23.3 bpm w/ 8 ppg of sand. ISIP

HOLE SIZE: 12-1/4" was 2460. Actual Flush: 4523 gals.

CEMENT DATA: To Surface with 160 sx Class 'G' cmt 6-16-08 4806-4815' RU BJ & frac stage #3 as follows:
19,736#20/40 sand in 307 bbis of Lightning 17 frac fluid. Treated @
ave pressure of 1699 w/ ave rate of 23.2 bpm w/ 6 ppg of sand. ISIP

- - was 1822. Actual Flush: 4347 gals.

6-16-08 4612-4620' RU BJ & frac stage #4 as follows:
16,608#20/40 sand in 290 bbls of Lightning 17 frac fluid. Treated @
ave pressure of 1953 w/ ave rate of 23.4 bpm w/ 6 ppg of sand. 1699

PRODUCTION CASING
bbIs EWTR. ISIP was 1888.Actual Flush: 4615 gals.

CSG SIZE: 5-1/2"
7/28/08 Pump Change. Updated rod &tubing

GRADE: J-55 details.

WEIGHT: 15.5# 3-13-09 Tubing Leak. Updated r & t details.

LENGTH: 139jts 10/19/09 Pump Change. Updated rod & tubing

HOLE SIZE: 7-7/8" detail.

DEPTH LANDED: 5732' 6/17/2010 Tubing leak. Updated rod and tubing

CEMENT DATA: 275 sx Premlite II and 400 sx 50/50 Poz
detail.

CEMENT TOP AT: 140'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 173 jts (5432.6')

TUBING ANCHOR: 5444.6'kb

NO. OF JOINTS: 2jts (63.0')

SEATING NIPPLE: 2.7/8" (1.10')

SN LANDED AT: 5510.4'kb

NO. OF JOINTS: 1jt. (31.3')

TOTAL STRING LENGTH: EOT @5543'

SUCKER RODS
C 4612-4620'

POLISHED ROD: 1-1/2" x 26' i 4806-4815'

SUCKER RODS: 1-2' x ¾" pony rod, 1- 6' x ¾" pony rod, 1- 8' x ¾" pony rod,
98-¾" guided rods, 43- ¾" sucker rods, 71- ¾" guided rods, 6- 1 ½" weight bars

PUMP SIZE: CDI 2 ½" xl ½" x 17' RHAC C 4956-4966'

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5

PERFORATION RECORD
Anchor @5445'

4612-4620' 4 JSPF 32 holes
4806-4815' 4 JSPF 36 holes

5466-5492' 4956-4966' 4 JSPF 40 holes
5466-5492' 4 JSPF 104 holes

SN @5511'
EOT @5544'

IBI..D PBTD @5684'

State 16-16-9-16
658' FSL & 664' FEL

TD @ 5740'

SE/SE Section 19-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33854; Lease # Utah State ML-16532

ML

State 16-16-9-16
Spud Date: 05-03-08
Put on Production: 05-12-08
GL: 5879' KB: 5891' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 6-16-08 5466-5492' RU BJ & frac CP1 sds as follows:

GRADE: 1-55 56,437#20/40 sand in 509 bb1sof Lightning 17 frac fluid. Treated @
Cement Top: 140' ave pressure of 1203 w/ ave rateof23.5 bpm w/ 8 ppg of sand. ISIP

WEIGHT: 24# . · was 1603. Actual Flush: 5006 gals.

LENGTH: 7jts (305.64') 6-16-08 4956-4966' RU BJ & frac stage #2 as follows:

DEPTH LANDED: 316, 47,866#20/40 sand in 458 bb1sof Lightning 17 frac fluid. Treated @
ave pressure of2113 w/ ave rate of23.3 bpm w/ 8 ppg of sand. ISIP

HOLE SIZE: 12-1/4" was 2460. Actual Flush: 4523 gals.

CEMENT DATA: To Surface with 160 sx Class 'G' cmt 6-16-08 4806-4815' RU BJ & frac stage #3 as follows:
19,736#20/40 sand in 307 bbis of Lightning 17 frac fluid. Treated @
ave pressure of 1699 w/ ave rate of 23.2 bpm w/ 6 ppg of sand. ISIP

- - was 1822. Actual Flush: 4347 gals.

6-16-08 4612-4620' RU BJ & frac stage #4 as follows:
16,608#20/40 sand in 290 bbls of Lightning 17 frac fluid. Treated @
ave pressure of 1953 w/ ave rate of 23.4 bpm w/ 6 ppg of sand. 1699

PRODUCTION CASING
bbIs EWTR. ISIP was 1888.Actual Flush: 4615 gals.

CSG SIZE: 5-1/2"
7/28/08 Pump Change. Updated rod &tubing

GRADE: J-55 details.

WEIGHT: 15.5# 3-13-09 Tubing Leak. Updated r & t details.

LENGTH: 139jts 10/19/09 Pump Change. Updated rod & tubing

HOLE SIZE: 7-7/8" detail.

DEPTH LANDED: 5732' 6/17/2010 Tubing leak. Updated rod and tubing

CEMENT DATA: 275 sx Premlite II and 400 sx 50/50 Poz
detail.

CEMENT TOP AT: 140'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 173 jts (5432.6')

TUBING ANCHOR: 5444.6'kb

NO. OF JOINTS: 2jts (63.0')

SEATING NIPPLE: 2.7/8" (1.10')

SN LANDED AT: 5510.4'kb

NO. OF JOINTS: 1jt. (31.3')

TOTAL STRING LENGTH: EOT @5543'

SUCKER RODS
C 4612-4620'

POLISHED ROD: 1-1/2" x 26' i 4806-4815'

SUCKER RODS: 1-2' x ¾" pony rod, 1- 6' x ¾" pony rod, 1- 8' x ¾" pony rod,
98-¾" guided rods, 43- ¾" sucker rods, 71- ¾" guided rods, 6- 1 ½" weight bars

PUMP SIZE: CDI 2 ½" xl ½" x 17' RHAC C 4956-4966'

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5

PERFORATION RECORD
Anchor @5445'

4612-4620' 4 JSPF 32 holes
4806-4815' 4 JSPF 36 holes

5466-5492' 4956-4966' 4 JSPF 40 holes
5466-5492' 4 JSPF 104 holes

SN @5511'
EOT @5544'

IBI..D PBTD @5684'

State 16-16-9-16
658' FSL & 664' FEL

TD @ 5740'

SE/SE Section 19-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33854; Lease # Utah State ML-16532

ML



ATTACHMENTE4
Spud Date: 10/20/81 Castle Peak State 43-16-9-16
Put on Production: 5/06/82 Initial Production: 90 BOPD,
GL: 5882' KB: 5892 Wellbore Diagram TSTM MCFD, 10 BWPD

SURFACE CASING FRAC JOB

CSG SlZE: 9-5/8" i!î 5520'-5550' Frac w/ 60,000# sand.

GRADE: J-55 Casing Shoe @245' 5068'-5092' Frac w/ 48,000# sand.

WEIGHT: 36# 4620'-4636' Frac w/ 48,000# sand.

LENGTH: 235' 6/26/92 Hole in tubing. Update rod and tubing details

DEPTH LANDED: 245' KB 5/27/04 Tubing leak. Update rod and tubing details.

HOLE SIZE: 12-l/4" 9/22/04 Tubing leak. Update rod and tubing details.

CEMENT DATA: 200 sxs cement 7-26-05 Pump Change: Update tubing and rod details

8/24/07 Parted rods. Updated rod & tubing details.

03/11/08 Tbg Leak Updated rod and tubing detail

10-29-08 Pump Change. Updated rod &tubing details.

PRODUCTION CASING 6/8/09 Tubing Leak. Updated r & t details.
CSG SIZE: 5-1/2"

05/25/11 Temporary Abandonment

GRADE: K-55 06/13/11 MIT for TA

WEIGHT: 15.5#

LENGTH: 5590'

DEPTH LANDED: 5598.78' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 450 sxs cement.

CEMENT TOP AT: 3564'

TUBING
SIZE/GRADE/WT.: 2-3/8" / J-55 / 6.5#

NO. OF JOINTS: 141 jts (4405.9') TOC @3564'

SEATING NIPPLE: 1-2 3/8" (1.10')

SN LANDED AT: 4415.9'

EOT@4417'

PERFORATION RECORD
4620'-4636' 2 SPF 34 holes
5068'-5092' 2 SPF 50 holes

- EOT @4417' SS20'-5550' 2 SPF 60 holes

2 - | 2 4620'-4636'

| 2 5068'-5092'

C 5520'-5550'

----- TopofFillSSS8'

PBTD @5570'

SHOE @5599'
Castle Peak State 43-16 / TD @5600'
l 820' FSL & 820' FEL

NE/SE Section 16-T9S-Rl6E
Duchesne County, Utah

API #43-013-30594; Lease #ML-16532

LCN

ATTACHMENTE4
Spud Date: 10/20/81 Castle Peak State 43-16-9-16
Put on Production: 5/06/82 Initial Production: 90 BOPD,
GL: 5882' KB: 5892 Wellbore Diagram TSTM MCFD, 10 BWPD

SURFACE CASING FRAC JOB

CSG SlZE: 9-5/8" i!î 5520'-5550' Frac w/ 60,000# sand.

GRADE: J-55 Casing Shoe @245' 5068'-5092' Frac w/ 48,000# sand.

WEIGHT: 36# 4620'-4636' Frac w/ 48,000# sand.

LENGTH: 235' 6/26/92 Hole in tubing. Update rod and tubing details

DEPTH LANDED: 245' KB 5/27/04 Tubing leak. Update rod and tubing details.

HOLE SIZE: 12-l/4" 9/22/04 Tubing leak. Update rod and tubing details.

CEMENT DATA: 200 sxs cement 7-26-05 Pump Change: Update tubing and rod details

8/24/07 Parted rods. Updated rod & tubing details.

03/11/08 Tbg Leak Updated rod and tubing detail

10-29-08 Pump Change. Updated rod &tubing details.

PRODUCTION CASING 6/8/09 Tubing Leak. Updated r & t details.
CSG SIZE: 5-1/2"

05/25/11 Temporary Abandonment

GRADE: K-55 06/13/11 MIT for TA

WEIGHT: 15.5#

LENGTH: 5590'

DEPTH LANDED: 5598.78' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 450 sxs cement.

CEMENT TOP AT: 3564'

TUBING
SIZE/GRADE/WT.: 2-3/8" / J-55 / 6.5#

NO. OF JOINTS: 141 jts (4405.9') TOC @3564'

SEATING NIPPLE: 1-2 3/8" (1.10')

SN LANDED AT: 4415.9'

EOT@4417'

PERFORATION RECORD
4620'-4636' 2 SPF 34 holes
5068'-5092' 2 SPF 50 holes

- EOT @4417' SS20'-5550' 2 SPF 60 holes

2 - | 2 4620'-4636'

| 2 5068'-5092'

C 5520'-5550'

----- TopofFillSSS8'

PBTD @5570'

SHOE @5599'
Castle Peak State 43-16 / TD @5600'
l 820' FSL & 820' FEL

NE/SE Section 16-T9S-Rl6E
Duchesne County, Utah

API #43-013-30594; Lease #ML-16532

LCN



ATTACHMENTEn
Castle Peak #24-15-9-16

Spud Date: Initial Production: ? BOPD,
Put on Production: Wellbore Diagram ? MCFD, ? BWPD

GL: 5770' KB: 5783'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/19/82 5460'-5477' Frac zone as follows:

GRADE: K-55 30,500#20/40 + 6,000# 10-20 sand in

WEIGHT: 24#
643 bbIs Ver 140 fluid. Treated@ avg
press of 1650 psi w/avg rate of 15 BPM.

LENGTH: 7 jts. (261') -- ISlP 1620 psi.

DEPTH LANDED: 274' 8/08/82 4893'-4904' Frac zone as follows:

HOLE SIZE:12-l/4" 19,500#20/40 + 6,000# 10-20 sand in

CEMENT DATA: 200 sxs Type 11cement Returns to surface.
560 bbis Ver 140 fluid. Treated @avg
press of2000 psi w/avg rate of 10 BPM.
ISIP 2120 psi.

8/21/82 4534'-4548' Frac zone as follows:

44,500#20/40 + 12,000# 10-20 sand in
905 bbis Ver 140 fluid. Treated @avg
press of2600 psi wlavg rate of 15 BPM.

PRODUCTIONCASING
Cementtop@9207

-
- ISlP1920psi.

CSG SIZE: 5-1/2,, 11/6/01 Tbg leak. Update rod and tubing details.

GRADE: J-55
11/20/01 Pump change. Update rod details.

WEIGHT: 15.5#
5-3 I-05 Pump change. Update rod details.

LENGTH: 138 jts. (5870.46')
8/18/09 Tubing Leak. Updated rod & tubing detail.

DEPTH LANDED: 5867, 8/26/2010 Parted rods. Updated rod and tubing detail.

HOLE SIZE: 7-7/8"

CEMENT DATA: 325 sxs Dowell HiLift & 475 sxs 10-0 PFC.

CEMENT TOP AT: 920' per CBL

TUBING
SIZEIGRADE/WT.: 2-3/8" / J-55 / 6.5#

NO. OF JOINTS: 181 jts (5413.8')

TUBING ANCHOR: 5426.8'

NO. OF JOINTS: 1 jt (29.5')

SEATING NIPPLE: 2-3/8" (1 10')

SN LANDED AT: 5460.2' KB

NO. OF JOINTS: 1 jts (30.[')

TOTAL STRING LENGTH: EOT @5491'

PERFORATION RECORD
SUCKER RODS

4534'-4548' 2 JSPF 28 holes
POLISHED ROD: 1-1/4" x 16' SM 4645'-4652' 2 JSPF 14 holes
SUCKER RODS: 2-4' x ¾" pony rods, 1- 4' x ¾" pony rod, 1-6' x ¾" pony 2 2 4534'-4548'

4893'-4904' 2 JSPF 22 holes
rod, 85- ¾" guided rods (4 per), 87- ¾" sucker rods, 41- ¾" guided rods (4 per)
4- I ½" weight bars : | 2 4645'-4652'

5460'-5477' 2 JSPF 34 holes

PUMP SIZE: 2" x 1-1/4" x 12' x 16' RHAC

STROKE LENGTH: 56" 4893'-4904'

PUMP SPEED, SPM: 3

Anchor @5427'

5460'-5477'

SN @5460'

EOT @5491'

NEWFIELI>
Top of fill @5809'

PBTD @5830'

Castle Peak #24-15-9-16
\ TD @5872'

659' FSL & 1980' FWL
SESW Section 15-T9S-RI6E

Duchesne Co, Utah
API #43-013-30631; Lease #U-74805

ML

ATTACHMENTEn
Castle Peak #24-15-9-16

Spud Date: Initial Production: ? BOPD,
Put on Production: Wellbore Diagram ? MCFD, ? BWPD

GL: 5770' KB: 5783'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/19/82 5460'-5477' Frac zone as follows:

GRADE: K-55 30,500#20/40 + 6,000# 10-20 sand in

WEIGHT: 24#
643 bbIs Ver 140 fluid. Treated@ avg
press of 1650 psi w/avg rate of 15 BPM.

LENGTH: 7 jts. (261') -- ISlP 1620 psi.

DEPTH LANDED: 274' 8/08/82 4893'-4904' Frac zone as follows:

HOLE SIZE:12-l/4" 19,500#20/40 + 6,000# 10-20 sand in

CEMENT DATA: 200 sxs Type 11cement Returns to surface.
560 bbis Ver 140 fluid. Treated @avg
press of2000 psi w/avg rate of 10 BPM.
ISIP 2120 psi.

8/21/82 4534'-4548' Frac zone as follows:

44,500#20/40 + 12,000# 10-20 sand in
905 bbis Ver 140 fluid. Treated @avg
press of2600 psi wlavg rate of 15 BPM.

PRODUCTIONCASING
Cementtop@9207

-
- ISlP1920psi.

CSG SIZE: 5-1/2,, 11/6/01 Tbg leak. Update rod and tubing details.

GRADE: J-55
11/20/01 Pump change. Update rod details.

WEIGHT: 15.5#
5-3 I-05 Pump change. Update rod details.

LENGTH: 138 jts. (5870.46')
8/18/09 Tubing Leak. Updated rod & tubing detail.

DEPTH LANDED: 5867, 8/26/2010 Parted rods. Updated rod and tubing detail.

HOLE SIZE: 7-7/8"

CEMENT DATA: 325 sxs Dowell HiLift & 475 sxs 10-0 PFC.

CEMENT TOP AT: 920' per CBL

TUBING
SIZEIGRADE/WT.: 2-3/8" / J-55 / 6.5#

NO. OF JOINTS: 181 jts (5413.8')

TUBING ANCHOR: 5426.8'

NO. OF JOINTS: 1 jt (29.5')

SEATING NIPPLE: 2-3/8" (1 10')

SN LANDED AT: 5460.2' KB

NO. OF JOINTS: 1 jts (30.[')

TOTAL STRING LENGTH: EOT @5491'

PERFORATION RECORD
SUCKER RODS

4534'-4548' 2 JSPF 28 holes
POLISHED ROD: 1-1/4" x 16' SM 4645'-4652' 2 JSPF 14 holes
SUCKER RODS: 2-4' x ¾" pony rods, 1- 4' x ¾" pony rod, 1-6' x ¾" pony 2 2 4534'-4548'

4893'-4904' 2 JSPF 22 holes
rod, 85- ¾" guided rods (4 per), 87- ¾" sucker rods, 41- ¾" guided rods (4 per)
4- I ½" weight bars : | 2 4645'-4652'

5460'-5477' 2 JSPF 34 holes

PUMP SIZE: 2" x 1-1/4" x 12' x 16' RHAC

STROKE LENGTH: 56" 4893'-4904'

PUMP SPEED, SPM: 3

Anchor @5427'

5460'-5477'

SN @5460'

EOT @5491'

NEWFIELI>
Top of fill @5809'

PBTD @5830'

Castle Peak #24-15-9-16
\ TD @5872'

659' FSL & 1980' FWL
SESW Section 15-T9S-RI6E

Duchesne Co, Utah
API #43-013-30631; Lease #U-74805

ML



Multi-ChemAnalyticalLaboratory ATTACHMENTF multi-chem
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE

Water Analysis Report
Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts
Well Name: SWDIF Lab Tech: Gary Peterson
Sample Point: Afterproductionfilter
Sample Date: 12/9/2011 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-204150 Brine Chemistry Consortium (Rice University)

System Temperature 1 (°r) 300.00 Sodium (Na): 6799.09 Chloride (CI): 10000.00
stem Pressure 1 (psig): 3000.00 Potassium (K): 26.10 Sulfate (SCM) 2.00

System Temperature 2 (°F): 70.00 Magnesium (Mg): 9.40 Bicarbonate (HCO3): 1024.80
stgrn r ur 2 (p ig): 14 70 Calcium (Ca) 26.80 Carbonate (CO3): 0.00

Calculated Demsity (g/ml): 1.01 Strontium (Sr): 0.00 Acetic Acid (CH3COO) 0.00

. ....... .

2.6. 9eriu.m(gg 24 Propionic Agid ( 999) .0

991.cgiaed (mg/L) 9 6 Iron (Fe): 0 utangic Acjd ( 3H7pOg)
999.inpas( ) 0_0 gi_n(gn) oqq I_sobutyricAcid ((CH3) CilCOO) 0.00
Dissol d CO2 (mg/L)): 0.00 Lead (Pb) 0.70 Fluoride (F): 0.00
B§i.n.996.(?).:..................?:0.0. M.m_o_nH3: Ogg proging(gr): 9.00
H2S in Water (mg/L): 10.00 Manganese (Mn): 0.06 Silica (SiO2): 0.00

Notes:

(PTB = Pounds per Thousand Barre s)

Calcium Barium Sulfate iron 1ron Gypsum Celestite Halite Z nc

70 14 0.68 13.26 0.21 0.60 2.60 0.26 0.67 0.27 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.70 13.48 0.00 0.00 2.38 0.26 0.78 0.28 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.76 14.55 0.00 0.00 2.24 0.26 0.91 0.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.82 15.79 0.00 0.00 2.16 0.26 1.02 0.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.90 17.10 0.00 0.00 2.12 0.26 1.13 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.99 18.39 0.00 0.00 2.12 0.26 1.22 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 1.09 19.55 0.00 0.00 2.15 0.26 1.31 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 1.19 20.54 0.00 0.00 2.21 0.26 1.37 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 1.30 21.32 0.00 0.00 2.28 0.26 1.42 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 1.40 21.90 0.00 0.00 2.36 0.26 1.46 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg
CaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate

70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.45 0.28 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 12.59 0.28 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.89 0.28 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.28 0.28 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.76 0.28 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.32 0.28 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.93 0.28 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.28 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.30 0.28 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.03 0.28 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Lead
Sulfide

Multi-Chem - A Halliburton Service Wednesday, December 14, 2011
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Multi-ChemAnalyticalLaboratory ATTACHMENTF multi-chem
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE

Water Analysis Report
Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts
Well Name: SWDIF Lab Tech: Gary Peterson
Sample Point: Afterproductionfilter
Sample Date: 12/9/2011 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-204150 Brine Chemistry Consortium (Rice University)

System Temperature 1 (°r) 300.00 Sodium (Na): 6799.09 Chloride (CI): 10000.00
stem Pressure 1 (psig): 3000.00 Potassium (K): 26.10 Sulfate (SCM) 2.00

System Temperature 2 (°F): 70.00 Magnesium (Mg): 9.40 Bicarbonate (HCO3): 1024.80
stgrn r ur 2 (p ig): 14 70 Calcium (Ca) 26.80 Carbonate (CO3): 0.00

Calculated Demsity (g/ml): 1.01 Strontium (Sr): 0.00 Acetic Acid (CH3COO) 0.00

. ....... .

2.6. 9eriu.m(gg 24 Propionic Agid ( 999) .0

991.cgiaed (mg/L) 9 6 Iron (Fe): 0 utangic Acjd ( 3H7pOg)
999.inpas( ) 0_0 gi_n(gn) oqq I_sobutyricAcid ((CH3) CilCOO) 0.00
Dissol d CO2 (mg/L)): 0.00 Lead (Pb) 0.70 Fluoride (F): 0.00
B§i.n.996.(?).:..................?:0.0. M.m_o_nH3: Ogg proging(gr): 9.00
H2S in Water (mg/L): 10.00 Manganese (Mn): 0.06 Silica (SiO2): 0.00

Notes:

(PTB = Pounds per Thousand Barre s)

Calcium Barium Sulfate iron 1ron Gypsum Celestite Halite Z nc

70 14 0.68 13.26 0.21 0.60 2.60 0.26 0.67 0.27 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.70 13.48 0.00 0.00 2.38 0.26 0.78 0.28 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.76 14.55 0.00 0.00 2.24 0.26 0.91 0.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.82 15.79 0.00 0.00 2.16 0.26 1.02 0.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.90 17.10 0.00 0.00 2.12 0.26 1.13 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.99 18.39 0.00 0.00 2.12 0.26 1.22 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 1.09 19.55 0.00 0.00 2.15 0.26 1.31 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 1.19 20.54 0.00 0.00 2.21 0.26 1.37 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 1.30 21.32 0.00 0.00 2.28 0.26 1.42 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 1.40 21.90 0.00 0.00 2.36 0.26 1.46 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg
CaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate

70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.45 0.28 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 12.59 0.28 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.89 0.28 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.28 0.28 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.76 0.28 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.32 0.28 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.93 0.28 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.28 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.30 0.28 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.03 0.28 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Lead
Sulfide

Multi-Chem - A Halliburton Service Wednesday, December 14, 2011
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ATTACHMENTP -

Multi-ChemAnalyticalLaborato" mU ItI-Chem
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE
These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Iron Sulfide Iron Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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ATTACHMENTP -

Multi-ChemAnalyticalLaborato" mU ItI-Chem
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE
These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Iron Sulfide Iron Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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Multi-CahemAnalyticalLaborato" ATTACHMENTF multi-chem
Vernal, UT 84078 \ Hi\ LLIWUli f 0 N iCD

Units of Measurement: Standard
Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts
Well Name: FEDERAL 13-15-9-16 Lab Tech: Gary Peterson
Sample Point:
Sample Date: 4/11/2012 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-211344 Brine Chemistry Consortium (Rice University)

.9Ï ŸT..emperature1 (°F) 30_0.00 Sodium (Na): 7195.75 Chloride (CI): 9800.00

.9Y99T.Pressure 1 (psip): 3000.0000 Potassium (K): 44.00 Sulfate (SO ) 635.00

Systgm Pressure 2 (psip): 4. 90 Iciu (qq) on (
991991.ad nsity(g/ : 1 01 trgntiu r): ic Aci
BH: riu ( ) Prop on c Aci ( H
99199I?!.d (rng/L) 9 84 9 ron ( e): utanoic Acid (C3H7COO) 0.00

pgin pay(/) p00 ine n) Isobutyric Acid ((CI 3) CHCOO) 0.00
.69°FS.co2(mg/L)): 0.00 Lead (Pb) 0.00 Fluoride (F_): 0.00

.B§i.n.996°9.:...................0:0.0. Anunonja H roming (gr): 9.00
H2S in Water (mg/L): 10.00 Manganese (Mn): 0.02 Silica (SiO2): 0.00
Notes:

(PTB = Pounds per Thousand Barrels)

Calcium Barium Sulfate iron fron Gypsum Celestite Halite Zinc
Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

El-----------------
70.00 14.00 1.33 10.48 1.05 0.33 3.57 0.28 1.64 0.35 0.00 0.00 0.00 0.00 0.00 0.00 10.67 0.01

95.00 346.00 1.36 10.52 0.80 0.30 3.34 0.28 1.75 0.36 0.00 0.00 0.00 0.00 0.00 0.00 10.13 0.01

121.00 678.00 1.40 10.56 0.62 0.27 3.18 0.28 1.86 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.68 0.01

146.00 1009.00 1.44 10.61 0.47 0.23 3.07 0.28 1.95 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.30 0.01

172.00 1341.00 1.50 10.66 0.36 0.20 3.01 0.28 2.03 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.97 0.01

197.00 1673.00 1.56 10.70 0.28 0.17 2.97 0.28 2.10 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.68 0.01

223.00 2004.00 1.62 10.75 0.23 0.15 2.96 0.28 2.15 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.42 0.01

248.00 2336.00 1.69 10.79 0.20 0.13 2.97 0.28 2.18 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.19 0.01

274.00 2668.00 1.75 10.82 0.19 0.13 2.98 0.28 2.19 0.36 0.00 0.00 0.00 0.00 0.00 0.00 7.97 0.01

300.00 3000.00 1.80 10.84 0.19 0.13 3.00 0.28 2.17 0.36 0.00 0.00 0.00 0.00 0.00 0.00 7.75 0.01

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg
CaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate

El-----------------
70.00 14.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95.00 346.00 0.00 0.00 0.00 0.00 0.00 0.00 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121.00 678.00 0.00 0.00 0.00 0.00 0.00 0.00 0.32 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146.00 1009.00 0.00 0.00 0.00 0.00 0.00 0.00 0.58 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172.00 1341.00 0.00 0.00 0.00 0.00 0.00 0.00 0.79 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197.00 1673.00 0.00 0.00 0.00 0.00 0.00 0.00 0.97 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223.00 2004.00 0.00 0.00 0.00 0.00 0.00 0.00 1.11 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248.00 2336.00 0.00 0.00 0.00 0.00 0.00 0.00 1.20 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274.00 2668.00 0.00 0.00 0.00 0.00 0.00 0.00 1.26 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300.00 3000.00 0.00 0.00 0.00 0.00 0.00 0.00 1.27 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Multi-Chem- A HalliburtonService Sunday, April 29, 2012
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Multi-CahemAnalyticalLaborato" ATTACHMENTF multi-chem
Vernal, UT 84078 \ Hi\ LLIWUli f 0 N iCD

Units of Measurement: Standard
Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts
Well Name: FEDERAL 13-15-9-16 Lab Tech: Gary Peterson
Sample Point:
Sample Date: 4/11/2012 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-211344 Brine Chemistry Consortium (Rice University)

.9Ï ŸT..emperature1 (°F) 30_0.00 Sodium (Na): 7195.75 Chloride (CI): 9800.00

.9Y99T.Pressure 1 (psip): 3000.0000 Potassium (K): 44.00 Sulfate (SO ) 635.00

Systgm Pressure 2 (psip): 4. 90 Iciu (qq) on (
991991.ad nsity(g/ : 1 01 trgntiu r): ic Aci
BH: riu ( ) Prop on c Aci ( H
99199I?!.d (rng/L) 9 84 9 ron ( e): utanoic Acid (C3H7COO) 0.00

pgin pay(/) p00 ine n) Isobutyric Acid ((CI 3) CHCOO) 0.00
.69°FS.co2(mg/L)): 0.00 Lead (Pb) 0.00 Fluoride (F_): 0.00

.B§i.n.996°9.:...................0:0.0. Anunonja H roming (gr): 9.00
H2S in Water (mg/L): 10.00 Manganese (Mn): 0.02 Silica (SiO2): 0.00
Notes:

(PTB = Pounds per Thousand Barrels)

Calcium Barium Sulfate iron fron Gypsum Celestite Halite Zinc
Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

El-----------------
70.00 14.00 1.33 10.48 1.05 0.33 3.57 0.28 1.64 0.35 0.00 0.00 0.00 0.00 0.00 0.00 10.67 0.01

95.00 346.00 1.36 10.52 0.80 0.30 3.34 0.28 1.75 0.36 0.00 0.00 0.00 0.00 0.00 0.00 10.13 0.01

121.00 678.00 1.40 10.56 0.62 0.27 3.18 0.28 1.86 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.68 0.01

146.00 1009.00 1.44 10.61 0.47 0.23 3.07 0.28 1.95 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.30 0.01

172.00 1341.00 1.50 10.66 0.36 0.20 3.01 0.28 2.03 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.97 0.01

197.00 1673.00 1.56 10.70 0.28 0.17 2.97 0.28 2.10 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.68 0.01

223.00 2004.00 1.62 10.75 0.23 0.15 2.96 0.28 2.15 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.42 0.01

248.00 2336.00 1.69 10.79 0.20 0.13 2.97 0.28 2.18 0.36 0.00 0.00 0.00 0.00 0.00 0.00 8.19 0.01

274.00 2668.00 1.75 10.82 0.19 0.13 2.98 0.28 2.19 0.36 0.00 0.00 0.00 0.00 0.00 0.00 7.97 0.01

300.00 3000.00 1.80 10.84 0.19 0.13 3.00 0.28 2.17 0.36 0.00 0.00 0.00 0.00 0.00 0.00 7.75 0.01

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg
CaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate

El-----------------
70.00 14.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95.00 346.00 0.00 0.00 0.00 0.00 0.00 0.00 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121.00 678.00 0.00 0.00 0.00 0.00 0.00 0.00 0.32 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146.00 1009.00 0.00 0.00 0.00 0.00 0.00 0.00 0.58 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172.00 1341.00 0.00 0.00 0.00 0.00 0.00 0.00 0.79 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197.00 1673.00 0.00 0.00 0.00 0.00 0.00 0.00 0.97 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223.00 2004.00 0.00 0.00 0.00 0.00 0.00 0.00 1.11 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248.00 2336.00 0.00 0.00 0.00 0.00 0.00 0.00 1.20 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274.00 2668.00 0.00 0.00 0.00 0.00 0.00 0.00 1.26 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300.00 3000.00 0.00 0.00 0.00 0.00 0.00 0.00 1.27 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Multi-Chem- A HalliburtonService Sunday, April 29, 2012
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Multi-ChemAnalyticalLaboratory ATTACHMENTF multi-chem
15e53Fast Highway 40

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide

These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate
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Multi-Chem- A Halliburton Service Sunday, April29, 2012
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Multi-ChemAnalyticalLaboratory ATTACHMENTF multi-chem
15e53Fast Highway 40

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide

These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate
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Multi-ChemAnalyticalLaborato" ATTACHMENTF multi-chenT
15e53EastHi40h7w8ay40

A HALLIBURTON SERVICE

Zinc Carbonate
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Multi-Chem - A Halliburton Service Sunday, April 29, 2012
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Multi-ChemAnalyticalLaborato" ATTACHMENTF multi-chenT
15e53EastHi40h7w8ay40

A HALLIBURTON SERVICE

Zinc Carbonate
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1 0.25 g
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0.6 0.15 g
0.4 0.1 y
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Attachment "G"

Federal #13-15-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5732 5743 5738 1980 0.78 1943
5467 5481 5474 1690 0.74 1654
4829 4809 4819 1810 0.81 1779
4610 4617 4614 1990 0.86 1960
4040 4048 4044 1723 0.86 1697

Minimum 1654

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"

Federal #13-15-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5732 5743 5738 1980 0.78 1943
5467 5481 5474 1690 0.74 1654
4829 4809 4819 1810 0.81 1779
4610 4617 4614 1990 0.86 1960
4040 4048 4044 1723 0.86 1697

Minimum 1654

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



NEWFIELD ATTACHMENTGB
DAILY COMPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: 6-14-07 Day: 01
Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 13, 2007 SITP: SICP: 0

Instal 5K frac head. NU 6" 5K Cameron BOP. RU HIO truck & pressure test casing, blind rams, frac head, csg 8
casing valves to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @5870' & cement top
@ 56'. Perforate stage #1, CP5 sds @6058-67' w/ 3-1/8" Slick Guns (19 gram, .49"HE. 120 ) w/ 4 spf for totalof 36
shots. 140 bbis EWTR. SlFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 140 Starting oil rec to date:
Fluid t/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 140 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $540
Company: NPC NU crew $300
Procedure or Equipment detail: NDSI trucking $1,200

Perforators LLC $5,875
Drillingcost $283,166

Zubiate Hot Oil $420
Location preparation $300

NPC wellhead $1,500
Benco - anchors $1,200

Admin. Overhead $3,000
NPC Supervisor $300

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $297,801
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD ATTACHMENTGB
DAILY COMPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: 6-14-07 Day: 01
Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 13, 2007 SITP: SICP: 0

Instal 5K frac head. NU 6" 5K Cameron BOP. RU HIO truck & pressure test casing, blind rams, frac head, csg 8
casing valves to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @5870' & cement top
@ 56'. Perforate stage #1, CP5 sds @6058-67' w/ 3-1/8" Slick Guns (19 gram, .49"HE. 120 ) w/ 4 spf for totalof 36
shots. 140 bbis EWTR. SlFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 140 Starting oil rec to date:
Fluid t/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 140 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $540
Company: NPC NU crew $300
Procedure or Equipment detail: NDSI trucking $1,200

Perforators LLC $5,875
Drillingcost $283,166

Zubiate Hot Oil $420
Location preparation $300

NPC wellhead $1,500
Benco - anchors $1,200

Admin. Overhead $3,000
NPC Supervisor $300

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $297,801
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENT/
Mio

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

CPS sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 37

Day 2a. Stage #1, CP5 sds
RU BJ Services. 37 psi on well. Frac CP5 sds w/ 40,000#'s of 20/40 sand in 406 bbls of Lightning 17 fluid. Broke

3007 psi. Treated w/ ave pressure of 1700 psi @ ave rate of 22.2 BPM. Pumped 504 gals of 15% HCL in flush fo
Stage #2. ISlP 1980 psi. Leave pressure on well. 406 BWTR. See Day 2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 140 Starting oil rec to date:
Fluid log/recovered today: 406 Oil lost/recovered today:
Ending fluid to be recovered: 546 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-CP5 $22,135
Company: BJ Services CD wtr & trucking $1,000
Procedure or Equipment detail: CP5 sands NPC fuel gas $125

420 gals to breakdown & get crosslink. Weatherford tools/serv $1,955
3200 gals of pad Perforators, llc $2,742
2500 gals W/ 1-5 ppg of 20/40 sand NPC supervision $60
5291 gals W/ 5-8 ppg of 20/40 sand

Flush W/ 504 gals of 15% HCL acid
Flush W/ 5145 gals of slickwater

**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 1965 Max Rate: 24.8 BPM Total fluid pmpd: 406 bbis
Avg TP: 1700 Avg Rate: 22.2 BPM Total Prop pmpd: 40,000#'s

ISIP: 1980 5 min: 10 min: FG: .78 DAILY COST: $28,017
Completion Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD ATTACHMENT/
Mio

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

CPS sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 37

Day 2a. Stage #1, CP5 sds
RU BJ Services. 37 psi on well. Frac CP5 sds w/ 40,000#'s of 20/40 sand in 406 bbls of Lightning 17 fluid. Broke

3007 psi. Treated w/ ave pressure of 1700 psi @ ave rate of 22.2 BPM. Pumped 504 gals of 15% HCL in flush fo
Stage #2. ISlP 1980 psi. Leave pressure on well. 406 BWTR. See Day 2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 140 Starting oil rec to date:
Fluid log/recovered today: 406 Oil lost/recovered today:
Ending fluid to be recovered: 546 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-CP5 $22,135
Company: BJ Services CD wtr & trucking $1,000
Procedure or Equipment detail: CP5 sands NPC fuel gas $125

420 gals to breakdown & get crosslink. Weatherford tools/serv $1,955
3200 gals of pad Perforators, llc $2,742
2500 gals W/ 1-5 ppg of 20/40 sand NPC supervision $60
5291 gals W/ 5-8 ppg of 20/40 sand

Flush W/ 504 gals of 15% HCL acid
Flush W/ 5145 gals of slickwater

**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 1965 Max Rate: 24.8 BPM Total fluid pmpd: 406 bbis
Avg TP: 1700 Avg Rate: 22.2 BPM Total Prop pmpd: 40,000#'s

ISIP: 1980 5 min: 10 min: FG: .78 DAILY COST: $28,017
Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!
DAILY COMPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2b
Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' 323' Prod Csg: 5-1/2" Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

BP @5580'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots

CP1 sds 5467-5481'
CPS sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 1303

day 2b. Stage #2, CP1 sds
RU Perforators WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" SK composite flow through frac plug, 14' perf gun. Set plug (à
5580'. Perforate CP1 sds @ 5467-81' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319-331 Titan) w/ 4 spf fo
total of 56 shots. RU BJ Services. 1457 psi on well. Perfs would not break down. RU Perforators WLT. Dump bail acid on perfs
RU BJ Services. 1303 psi on well. Frac CP1 sds w/ 50,251#'s of 20/40 sand in 432 bbis of Lightning 17 fluid. Broke @ 2951 psi
Treated w/ ave pressure of 1294 psi @ ave rate of 23.3 BPM. Pumped 504 gals of 15% HCL in flush for Stage #3. ISIP 1690 psi
Leave pressure on well. 432 BWTR. See Day 2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 546 Starting oil rec to date:
Fluid lost/recovered today: 432 Oil lost/recovered today:
Ending fluid to be recovered: 978 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-CP5 $10,710
Company: BJ Services CD wtr & trucking $1,200
Procedure or Equipment detail: CP1 sands NPC fuel gas $150

3800 gals of pad Weatherford tools/serv $1,955
2625 gals W/ 1-5 ppg of 20/40 sand Perforators, llc $3,489
5250 gals W/ 5-8 ppg of 20/40 sand NPC supervision $60
1097 gals W/ 8 ppg of 20/40 sand
Flush W/ 504 gals of 15% HCL acid

Flush Wl 4872 gals of slick water

**Flush called @blender--includes 2 bbis pump/line volume**

Max TP: 1638 Max Rate: 24.8 BPM Total fluid pmpd: 432 bbis
Avg TP: 1294 Avg Rate: 23.3 BPM Total Prop pmpd: 50,251#'s

ISIP: 1690 5 min: 10 min: FG: .74 DAILY COST: $17,564
Completion Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD ATTACHMENTG-!
DAILY COMPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2b
Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' 323' Prod Csg: 5-1/2" Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

BP @5580'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots

CP1 sds 5467-5481'
CPS sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 1303

day 2b. Stage #2, CP1 sds
RU Perforators WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" SK composite flow through frac plug, 14' perf gun. Set plug (à
5580'. Perforate CP1 sds @ 5467-81' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319-331 Titan) w/ 4 spf fo
total of 56 shots. RU BJ Services. 1457 psi on well. Perfs would not break down. RU Perforators WLT. Dump bail acid on perfs
RU BJ Services. 1303 psi on well. Frac CP1 sds w/ 50,251#'s of 20/40 sand in 432 bbis of Lightning 17 fluid. Broke @ 2951 psi
Treated w/ ave pressure of 1294 psi @ ave rate of 23.3 BPM. Pumped 504 gals of 15% HCL in flush for Stage #3. ISIP 1690 psi
Leave pressure on well. 432 BWTR. See Day 2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 546 Starting oil rec to date:
Fluid lost/recovered today: 432 Oil lost/recovered today:
Ending fluid to be recovered: 978 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-CP5 $10,710
Company: BJ Services CD wtr & trucking $1,200
Procedure or Equipment detail: CP1 sands NPC fuel gas $150

3800 gals of pad Weatherford tools/serv $1,955
2625 gals W/ 1-5 ppg of 20/40 sand Perforators, llc $3,489
5250 gals W/ 5-8 ppg of 20/40 sand NPC supervision $60
1097 gals W/ 8 ppg of 20/40 sand
Flush W/ 504 gals of 15% HCL acid

Flush Wl 4872 gals of slick water

**Flush called @blender--includes 2 bbis pump/line volume**

Max TP: 1638 Max Rate: 24.8 BPM Total fluid pmpd: 432 bbis
Avg TP: 1294 Avg Rate: 23.3 BPM Total Prop pmpd: 50,251#'s

ISIP: 1690 5 min: 10 min: FG: .74 DAILY COST: $17,564
Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD ATTACHMENTG [

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

BP @4950', 5580'
PERFORATION RECORD

Z_one Perfs SPFl#shots Zone Perfs SPFl#shots

B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 884

day 2c. Stage #3, B1 & B.5 sds
RU Perforators WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 5' & 6' perf gun. Set plu
@4950'. Perforate B1 sds @4829-34' & B.5 sds @4803-09' w/ 3-1/8' Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319
331 Titan) w/ 4 spf for total of 44 shots. RU BJ Services. 884 psi on well. Frac B1 & B.5 sds w/ 14,309#'s of 20/40 sand in 248 bble
of Lightning 17 fluid. Broke @4000 psi. Treated w/ ave pressure of 1801 psi @ ave rate of 23.4 BPM. Pumped 504 gals of 15°A

HCL in flush for Stage #4. ISIP 1810 psi. Leave pressure on well. 248 BWTR. See Day 2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 8 Starting oil rec to date:
Fluid t/recovered today: 248 Oil lost/recovered today:
Ending fluid to be recovered: 1226 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-B.5 & B1
Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: B.5 & B1 sands NPC fuel gas $50

714 gals of to crosslink Weatherford tools/serv $1,955

1500 gals of pad Perforators, llc $2,742

1149 gals W/ 1-4 ppg of 20/40 sand NPC supervision $60

2311 gals WI 4-6.5 ppg of 20/40 sand
Flush W/ 504 gals of 15% HCL acid

Flush W/ 4221 gals of slick water

**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 2035 Max Rate: 24.8 BPM Total fluid pmpd: 248 bbis
Avg TP: 1801 Avg Rate: 23.4 BPM Total Prop pmpd: 14,309#'s

ISIP: 1810 5 min: 10 min: FG: .81 DAILY COST: $9,543
Completion Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD ATTACHMENTG [

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

BP @4950', 5580'
PERFORATION RECORD

Z_one Perfs SPFl#shots Zone Perfs SPFl#shots

B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 884

day 2c. Stage #3, B1 & B.5 sds
RU Perforators WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 5' & 6' perf gun. Set plu
@4950'. Perforate B1 sds @4829-34' & B.5 sds @4803-09' w/ 3-1/8' Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319
331 Titan) w/ 4 spf for total of 44 shots. RU BJ Services. 884 psi on well. Frac B1 & B.5 sds w/ 14,309#'s of 20/40 sand in 248 bble
of Lightning 17 fluid. Broke @4000 psi. Treated w/ ave pressure of 1801 psi @ ave rate of 23.4 BPM. Pumped 504 gals of 15°A

HCL in flush for Stage #4. ISIP 1810 psi. Leave pressure on well. 248 BWTR. See Day 2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 8 Starting oil rec to date:
Fluid t/recovered today: 248 Oil lost/recovered today:
Ending fluid to be recovered: 1226 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-B.5 & B1
Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: B.5 & B1 sands NPC fuel gas $50

714 gals of to crosslink Weatherford tools/serv $1,955

1500 gals of pad Perforators, llc $2,742

1149 gals W/ 1-4 ppg of 20/40 sand NPC supervision $60

2311 gals WI 4-6.5 ppg of 20/40 sand
Flush W/ 504 gals of 15% HCL acid

Flush W/ 4221 gals of slick water

**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 2035 Max Rate: 24.8 BPM Total fluid pmpd: 248 bbis
Avg TP: 1801 Avg Rate: 23.4 BPM Total Prop pmpd: 14,309#'s

ISIP: 1810 5 min: 10 min: FG: .81 DAILY COST: $9,543
Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILYCOMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: B_P/Sand PBTD:

BP @4720, 4950' 5580'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots

D1 sds 4610-4617' 4/28
4803-4809' 4/24
4829-4834' 4/20

CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 1450

day 2d. Stage #4, D1 sds
RU Perforators WLT, crane & lubricator. RlH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 7' perf gun. Set plug @
4720'. Perforate D1 sds @ 4610-17' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319-331 Titan) w/ 4 spf fo
total of 28 shots. RU BJ Services. 1590 psi on well. Perfs would not break. RU Perforators WLT. Dump ball acid on perfs. RU B,
Services. 1450 psi on well. Frac D1 sds w/ 25,018#'s of 20/40 sand in 338 bbls of Lightning 17 fluid. Broke @ 2755 psi. Treatet
w/ ave pressure of 2056 psi @ ave rate of 21.8 BPM. Pumped 504 gals of 15% HCL in flush for Stage #5. ISIP 1990 psi. Leave
pressure on well. 338 BWTR. See Day 2e.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: 338 Oil lost/recovered today:
Ending fluid to be recovered: 1564 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-D1 $6,495
Company: BJ Services CD wtr & trucking $640
Procedure or Equipment detail: D1 sands NPC fuel gas $80

840 gals of to crosslink Weatherford tools/serv $1,955
2500 gals of pad Perforators, llc

1915 gals W/ 1-4 ppg of 20/40 sand NPC supervision $60
4426 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 504 gals of 15% HCL acid

Flush W/ 4011 gals of slick water

**Flush called @blender--includes 2 bbis pump/line volume**

Max TP: 2255 Max Rate: 25.0 BPM Total fluid pmpd: 338 bbis
Avg TP: 2056 Avg Rate: 21.8 BPM Total Prop pmpd: 25,018

ISIP: 1990 5 min: 10 min: FG: .87 DAILYCOST: $10,975
Completion Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD ATTACHMENTG-!

DAILYCOMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: B_P/Sand PBTD:

BP @4720, 4950' 5580'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots

D1 sds 4610-4617' 4/28
4803-4809' 4/24
4829-4834' 4/20

CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 1450

day 2d. Stage #4, D1 sds
RU Perforators WLT, crane & lubricator. RlH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 7' perf gun. Set plug @
4720'. Perforate D1 sds @ 4610-17' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319-331 Titan) w/ 4 spf fo
total of 28 shots. RU BJ Services. 1590 psi on well. Perfs would not break. RU Perforators WLT. Dump ball acid on perfs. RU B,
Services. 1450 psi on well. Frac D1 sds w/ 25,018#'s of 20/40 sand in 338 bbls of Lightning 17 fluid. Broke @ 2755 psi. Treatet
w/ ave pressure of 2056 psi @ ave rate of 21.8 BPM. Pumped 504 gals of 15% HCL in flush for Stage #5. ISIP 1990 psi. Leave
pressure on well. 338 BWTR. See Day 2e.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: 338 Oil lost/recovered today:
Ending fluid to be recovered: 1564 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-D1 $6,495
Company: BJ Services CD wtr & trucking $640
Procedure or Equipment detail: D1 sands NPC fuel gas $80

840 gals of to crosslink Weatherford tools/serv $1,955
2500 gals of pad Perforators, llc

1915 gals W/ 1-4 ppg of 20/40 sand NPC supervision $60
4426 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 504 gals of 15% HCL acid

Flush W/ 4011 gals of slick water

**Flush called @blender--includes 2 bbis pump/line volume**

Max TP: 2255 Max Rate: 25.0 BPM Total fluid pmpd: 338 bbis
Avg TP: 2056 Avg Rate: 21.8 BPM Total Prop pmpd: 25,018

ISIP: 1990 5 min: 10 min: FG: .87 DAILYCOST: $10,975
Completion Supervisor: Don Dulen TOTAL WELL COST:



NE FIELD ATTACHMENT/
DAILYCOMPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: PkrlEOT @: _BPISand PBTD: 4150'

BP @4720, 4950', 5580'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB4 sds 4040-4048' 4/32
DÏ scÏs¯¯

4610-4617' 4/28
4803-4809' 4/24

B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 0

day 2e. Stage #5, GB4 sds
RU Perforators WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 8' perf gun. Set plug @
4150'. Perforate GB4 sds @4040-48' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319-331 Titan) w/4 spf fo
total of 32 shots. RU BJ Services. 1564 psi on well. Frac GB4 sds w/ 28,952#'s of 20/40 sand in 294 bbls of Lightning 17 fluid
Broke @3808 psi. Treated w/ ave pressure of 1723 psi @ ave rate of 24.7 BPM. ISIP 1615 psi. Open well to pit for immediate
flowback @1 BPM. Well flowed for 3 1/2 hours & died. Recovered 200 bbis water. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1226 Starting oil rec to date:
Fluid t/recovered today: 94 Oil lost/recovered today:
Ending fluid to be recovered: 1320 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-GB4 $24,162
Company: BJ Services $760
Procedure or Equipment detail: GB4 sands NPC fuel gas $95

462 gals of to crosslink Weatherford tools/serv $1,955

2400 gals of pad Perforators, llc $1,994
1875 gals W/ 1-5 ppg of 20/40 sand NPC supervision $60
3663 gals WI 5-8 ppg of 20/40 sand UniChem chemicals $400
Flush W/ 3948 gals of slickwater Monk's pit reclaim $1,800

NPC surface equip. $130,000
NDSI water disposal $3,000
Boren Construction $19,500

Max TP: 2008 Max Rate: 24.9 BPM Total fluid pmpd: 294 bbis NPC location cleanup $300
Avg TP: 1723 Avg Rate: 24.7 BPM Total Prop pmpd: 28,952 Mt. West Sanitation $300

ISIP: 1690 5 min: 10 min: FG: .83 DAILYCOST: $184,326
Completion Supervisor: Don Dulen TOTAL WELL COST:

NE FIELD ATTACHMENT/
DAILYCOMPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: June 20, 2007 Day: 2e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5870'WL
Tbg: Size: Wt: Grd: PkrlEOT @: _BPISand PBTD: 4150'

BP @4720, 4950', 5580'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB4 sds 4040-4048' 4/32
DÏ scÏs¯¯

4610-4617' 4/28
4803-4809' 4/24

B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 19, 2007 SITP: SICP: 0

day 2e. Stage #5, GB4 sds
RU Perforators WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug, 8' perf gun. Set plug @
4150'. Perforate GB4 sds @4040-48' w/ 3-1/8" Slick Guns (19 gram, .49" HE, 120 , 21.92" pen, EXP-3319-331 Titan) w/4 spf fo
total of 32 shots. RU BJ Services. 1564 psi on well. Frac GB4 sds w/ 28,952#'s of 20/40 sand in 294 bbls of Lightning 17 fluid
Broke @3808 psi. Treated w/ ave pressure of 1723 psi @ ave rate of 24.7 BPM. ISIP 1615 psi. Open well to pit for immediate
flowback @1 BPM. Well flowed for 3 1/2 hours & died. Recovered 200 bbis water. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1226 Starting oil rec to date:
Fluid t/recovered today: 94 Oil lost/recovered today:
Ending fluid to be recovered: 1320 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-GB4 $24,162
Company: BJ Services $760
Procedure or Equipment detail: GB4 sands NPC fuel gas $95

462 gals of to crosslink Weatherford tools/serv $1,955

2400 gals of pad Perforators, llc $1,994
1875 gals W/ 1-5 ppg of 20/40 sand NPC supervision $60
3663 gals WI 5-8 ppg of 20/40 sand UniChem chemicals $400
Flush W/ 3948 gals of slickwater Monk's pit reclaim $1,800

NPC surface equip. $130,000
NDSI water disposal $3,000
Boren Construction $19,500

Max TP: 2008 Max Rate: 24.9 BPM Total fluid pmpd: 294 bbis NPC location cleanup $300
Avg TP: 1723 Avg Rate: 24.7 BPM Total Prop pmpd: 28,952 Mt. West Sanitation $300

ISIP: 1690 5 min: 10 min: FG: .83 DAILYCOST: $184,326
Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 21, 2007 Day: 3

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: @ 5957' Csg PBTD: 5870'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkrl_EOT@: 4183' _BPISand PBTD:

BP @4720, 4950', 5580'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB4 sds 4040-4048' 4/32
D1 sds 4610-461T 4/28
B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 20, 2007 SITP: SICP: 50

MIRU Western #2. Bleed pressure off well. Rec est 10 BTF. ND Cameron BOP & 5M frac head. Install 3Al
production tbg head & NU Weatherford Schaeffer BOP. Talley, drift, PU & TlH W/ used Weatherford 4 3/4" "Chomp'
bit, bit sub & new 2 7/8 8rd 6.5# J-55 tbg. Tag fill@4068'. Tbg displaced 10 BW on TlH. RU power swivel. C/O sd tc
composite bridge plug @4150'. Drillout plug in 22 minutes. Circ hole clean W/ no fluid loss. Hang back swivel. SIFF
W/ EOT @4183'. Est 1300 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: 20 Oil lost/recovered today:
Ending fluid to be recovered: 1300 cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STlMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig $3,475
Company: Weatherford BOP $250
Procedure or Equipment detail: NDSI trucking $600

Liddell trucking $600
NPC trucking $600

NDSI wtr & truck $400
Nabors swivel $750

CDI TA $525
CDI SN $80

NPC supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $7,580
Completion Supervisor: Gary Dietz TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 21, 2007 Day: 3

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: @ 5957' Csg PBTD: 5870'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkrl_EOT@: 4183' _BPISand PBTD:

BP @4720, 4950', 5580'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB4 sds 4040-4048' 4/32
D1 sds 4610-461T 4/28
B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 20, 2007 SITP: SICP: 50

MIRU Western #2. Bleed pressure off well. Rec est 10 BTF. ND Cameron BOP & 5M frac head. Install 3Al
production tbg head & NU Weatherford Schaeffer BOP. Talley, drift, PU & TlH W/ used Weatherford 4 3/4" "Chomp'
bit, bit sub & new 2 7/8 8rd 6.5# J-55 tbg. Tag fill@4068'. Tbg displaced 10 BW on TlH. RU power swivel. C/O sd tc
composite bridge plug @4150'. Drillout plug in 22 minutes. Circ hole clean W/ no fluid loss. Hang back swivel. SIFF
W/ EOT @4183'. Est 1300 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lostIrecovered today: 20 Oil lost/recovered today:
Ending fluid to be recovered: 1300 cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STlMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig $3,475
Company: Weatherford BOP $250
Procedure or Equipment detail: NDSI trucking $600

Liddell trucking $600
NPC trucking $600

NDSI wtr & truck $400
Nabors swivel $750

CDI TA $525
CDI SN $80

NPC supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $7,580
Completion Supervisor: Gary Dietz TOTAL WELL COST:



NEWFIELD ATTACHMENTg /
DAILY CONIPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: June 22, 2007 Day: 4
Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5912'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 PkrLEO_T@: 5833' BP/Sand PBTD: 5912'

PERFORATION RECORD
Zone Perfs SPFl#shots Z_one Perfs SPFI#shots

GB4 sds 4040-4048' 4/32
D1 sds 4610-4617'
B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 21, 2007 SITP: 25 SICP: 25

Bleed well off. Rec est 5 BTF. Con't PU & TlH W/ bit and tbg f/ 4183'. Tag plug @ 4720'. PU swivel. Con't C/O sd & drill ou
composite bridge plugs as follows (using conventional circulation): no sd, plug @ 4720' in 25 minutes; sd @4902', plug @4950' ir
12 minutes; sd @5408', plug @5580' in 12 minutes. Con't swivelling jts in hole. Tag fill@ 5792'. Drillplug remains & sd to PBTE
@ 5912'. Circ hole clean. Lost est 120 BW during cleanout. RD swivel. Pull EOT to 5833'. RU swab equipment. IFL @ sfc
Made 14 swb runs rec 146 BTF W/ light gas, tr oil & no sand. FFL @ 1000'. SIFN W/ est 1269 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1300 Starting oil rec to date:
Fluid lost/recovered today: 31 Oil lost/recovered today:
Ending fluid to be recovered: 1269 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig $5,862
Company: Weatherford BOP $250
Procedure or Equipment detail: Nabors swivel $750

H & H trucking $350
NPC supervision

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $7,512
Completion Supervisor: Gary Dietz TOTAL WELL COST:

NEWFIELD ATTACHMENTg /
DAILY CONIPLETION REPORT

WELL NAME: Jonah 13-15-9-16 Report Date: June 22, 2007 Day: 4
Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ 5957' Csg PBTD: 5912'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 PkrLEO_T@: 5833' BP/Sand PBTD: 5912'

PERFORATION RECORD
Zone Perfs SPFl#shots Z_one Perfs SPFI#shots

GB4 sds 4040-4048' 4/32
D1 sds 4610-4617'
B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 21, 2007 SITP: 25 SICP: 25

Bleed well off. Rec est 5 BTF. Con't PU & TlH W/ bit and tbg f/ 4183'. Tag plug @ 4720'. PU swivel. Con't C/O sd & drill ou
composite bridge plugs as follows (using conventional circulation): no sd, plug @ 4720' in 25 minutes; sd @4902', plug @4950' ir
12 minutes; sd @5408', plug @5580' in 12 minutes. Con't swivelling jts in hole. Tag fill@ 5792'. Drillplug remains & sd to PBTE
@ 5912'. Circ hole clean. Lost est 120 BW during cleanout. RD swivel. Pull EOT to 5833'. RU swab equipment. IFL @ sfc
Made 14 swb runs rec 146 BTF W/ light gas, tr oil & no sand. FFL @ 1000'. SIFN W/ est 1269 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1300 Starting oil rec to date:
Fluid lost/recovered today: 31 Oil lost/recovered today:
Ending fluid to be recovered: 1269 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig $5,862
Company: Weatherford BOP $250
Procedure or Equipment detail: Nabors swivel $750

H & H trucking $350
NPC supervision

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $7,512
Completion Supervisor: Gary Dietz TOTAL WELL COST:



NEWFIELD ATTACHMENTG i

DAILYCOMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 23, 2007 Day: 5

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ Csg PBTD: 5912'
Tbg: Size:

_

2 7/8" Wt: 6.5# Grd: J-55 Anchor @: 5696' BPISand PBTD: 5912'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4040-4048' 4/32
D1 sds 4610-4617' 4/28
B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CPS sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 22, 2007 SITP: 125 SICP: 150

Bleed well off. Rec est 15 BTF WI tr oil--stays flowing. RU & pump 15 BW dn tbg. TlH Wl tbg. Tag sd @5892' (20
new fill). CIO sd to PBTD @5912'. Circ hole cleanW/ no fluid loss. LD excess tbg. TOH W/ tbg-LD bit. TIH W/ BHA
& production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2" TA (45K) & 182 jts 2 7/8 8rd 6.5# J-55 tbg
ND BOP. Set TA @5696' WI SN @5730' & EOT @5792'. Land tbg W/ 16,000# tension. NU wellhead. PU & TII-

WI pump and "A" &"B" grade rod string to 3200'. PU polished rod & SlFN. Est 1254 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1269 Starting oil rec to date:
Fluid lost/recovered today: 15 Oil lost/recovered today:
Ending fluid to be recovered: 1254 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL COSTS
Western #2 rig $4,880

Weatherford BOP $250
NPC trucking $300

NPC supervision $300

DAILY COST: $5,730
Completion Supervisor: Gary Dietz TOTAL WELL COST:

NEWFIELD ATTACHMENTG i

DAILYCOMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 23, 2007 Day: 5

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Csg: 5-1/2" @ Csg PBTD: 5912'
Tbg: Size:

_

2 7/8" Wt: 6.5# Grd: J-55 Anchor @: 5696' BPISand PBTD: 5912'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB4 sds 4040-4048' 4/32
D1 sds 4610-4617' 4/28
B.5 sds 4803-4809' 4/24
B1 sds 4829-4834' 4/20
CP1 sds 5467-5481' 4/56
CPS sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 22, 2007 SITP: 125 SICP: 150

Bleed well off. Rec est 15 BTF WI tr oil--stays flowing. RU & pump 15 BW dn tbg. TlH Wl tbg. Tag sd @5892' (20
new fill). CIO sd to PBTD @5912'. Circ hole cleanW/ no fluid loss. LD excess tbg. TOH W/ tbg-LD bit. TIH W/ BHA
& production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2" TA (45K) & 182 jts 2 7/8 8rd 6.5# J-55 tbg
ND BOP. Set TA @5696' WI SN @5730' & EOT @5792'. Land tbg W/ 16,000# tension. NU wellhead. PU & TII-

WI pump and "A" &"B" grade rod string to 3200'. PU polished rod & SlFN. Est 1254 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1269 Starting oil rec to date:
Fluid lost/recovered today: 15 Oil lost/recovered today:
Ending fluid to be recovered: 1254 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL COSTS
Western #2 rig $4,880

Weatherford BOP $250
NPC trucking $300

NPC supervision $300

DAILY COST: $5,730
Completion Supervisor: Gary Dietz TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 26, 2007 Day: 6

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Ceg: 5-1/2" @ 5957' Csg PBTD: 5912'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Anchor @: 5696' BPISand PBTD: 5912'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

GB4 sds 4040-4048' 4/32
D1 sds 4610-4617' 4/28
B.5 sds 4803-4809' 4/24
B1 sds 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 25, 2007 SITP: 0 SICP: 0

LD polished rod. Con't PU & TlH WI pump and "A"& "B" grade rod string fl 3200' (complete as follows): new CDI 2 1/2" X 1 1/2" >
14' RHAC pump, 6-1 1/2" weight rods ("A"), 20-3/4" scrapered rods ("A"), 95-3/4" scrapered rods ("B" grade W/ 2" scrapers), 7-3/4'
plain rods ("B"), 100-3/4" scrapered rods ("A"), 1-6' & 1-4' X 3/4" pony rods ("A") & 1 1/2" X 26' polished rod ("A"). Seat pump & RL
pumping unit. Fill tbg W/ 3 BW. Pressure test tbg & pump to 200 psi. Stroke pump up WI unit to 800 psi. Good pump action
RDMOSU. Est 1257 BWTR.
Place well on production @10:30 AM 6/25/2007 WI 86" SL @5 SPM.
FINAL REPORT!!

FLUlD RECOVERY (BBLS)
Starting fluid load to be recovered: 1254 Starting oil rec to date:
Fluid_losurecovered today: 3 Oil lost/recovered today:
Ending fluid to be recovered: 1257 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Western #2 rig $1,764

KB 12.00' 1 1/2" X 26' polished rod A & Bgrade rod string $15,165
182 2 7/8 J-55 tbg (5683.76') 1-6' & 1-4' X 3/4" pony rods CDI rod pump $1,800

TA (2.80' @5695.76' KB) 100-3/4" scrapered rods NPC frac tks(5X5 dys) $1,000
1 2 7/8 J-55 tbg (31.59') 7-3/4" plain rods NPC swb tk (4 days) $160

SN (1.10' @5730.15' KB) 95-3/4" scrapered rods (2") NPC frac head $500
2 2 7/8 J-55 tbg (60.36') 20-3/4" scrapered rods Zubiate HO trk $450

2 7/8 NC (.45') 6-1 1/2" weight rods NPC supervision $300
EOT 5792.06' WI 12' KB CDI 2 1/2' X 1 1/2" X 14'

RHAC pump W/ SM plunger

DAILYCOST: $21,139
Completion Supervisor: Gary Dietz TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Jonah 13-15-9-16 Report Date: June 26, 2007 Day: 6

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 323' Prod Ceg: 5-1/2" @ 5957' Csg PBTD: 5912'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Anchor @: 5696' BPISand PBTD: 5912'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

GB4 sds 4040-4048' 4/32
D1 sds 4610-4617' 4/28
B.5 sds 4803-4809' 4/24
B1 sds 4/20
CP1 sds 5467-5481' 4/56
CP5 sds 5732-5743' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 25, 2007 SITP: 0 SICP: 0

LD polished rod. Con't PU & TlH WI pump and "A"& "B" grade rod string fl 3200' (complete as follows): new CDI 2 1/2" X 1 1/2" >
14' RHAC pump, 6-1 1/2" weight rods ("A"), 20-3/4" scrapered rods ("A"), 95-3/4" scrapered rods ("B" grade W/ 2" scrapers), 7-3/4'
plain rods ("B"), 100-3/4" scrapered rods ("A"), 1-6' & 1-4' X 3/4" pony rods ("A") & 1 1/2" X 26' polished rod ("A"). Seat pump & RL
pumping unit. Fill tbg W/ 3 BW. Pressure test tbg & pump to 200 psi. Stroke pump up WI unit to 800 psi. Good pump action
RDMOSU. Est 1257 BWTR.
Place well on production @10:30 AM 6/25/2007 WI 86" SL @5 SPM.
FINAL REPORT!!

FLUlD RECOVERY (BBLS)
Starting fluid load to be recovered: 1254 Starting oil rec to date:
Fluid_losurecovered today: 3 Oil lost/recovered today:
Ending fluid to be recovered: 1257 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Western #2 rig $1,764

KB 12.00' 1 1/2" X 26' polished rod A & Bgrade rod string $15,165
182 2 7/8 J-55 tbg (5683.76') 1-6' & 1-4' X 3/4" pony rods CDI rod pump $1,800

TA (2.80' @5695.76' KB) 100-3/4" scrapered rods NPC frac tks(5X5 dys) $1,000
1 2 7/8 J-55 tbg (31.59') 7-3/4" plain rods NPC swb tk (4 days) $160

SN (1.10' @5730.15' KB) 95-3/4" scrapered rods (2") NPC frac head $500
2 2 7/8 J-55 tbg (60.36') 20-3/4" scrapered rods Zubiate HO trk $450

2 7/8 NC (.45') 6-1 1/2" weight rods NPC supervision $300
EOT 5792.06' WI 12' KB CDI 2 1/2' X 1 1/2" X 14'

RHAC pump W/ SM plunger

DAILYCOST: $21,139
Completion Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

l. Set CIBP @3990'

2. Plug #l Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 176' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 43 sx Class "G" cement down 5 ½" casing to 374'

The approximate cost to plug and abandon this well is $42,000.

Federal
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2. Plug #l Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 176' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 43 sx Class "G" cement down 5 ½" casing to 374'

The approximate cost to plug and abandon this well is $42,000.

Federal



ATTACHMENTIk'
Federal 13-15-9-16

Spud Date: 5-21-07 Initial Production: BOPD,
Put on Production: 6-25-07 Proposed P %A MCFD, BWPD

GL: 5840' KB: 5858' Wellbore Diagram

SURFACE CASINÇ
I

CSG SIZE: 8-5/8" Cement top @56'
GRADE: J-55 Pump 43 sx Class "G" Cement down 5-1/2" casing to 374'

WEIGHT: 24#

E 23 ' E Casing Shoe @324'

HOLE SIZE:12-l/4"

CEMENT DATA: 160 sxs Class "G" cmt, est lbb1s cmtto surf

120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

PRODUCTION CASING
(141T-153T)

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts. (5899.55')

DEPTH LANDED: 5944.14'XB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 56' 176' balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2750'-2926')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @3990'

4040-4048'

4610-4617'

4803-4809'
4829-4834'

5467-5481'

5732-5743'

NEWFIELD

PBTD @5912'

Federal 13-15-9-16

717' FSL & 469' FWL

SWISW Section 15-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713

ATTACHMENTIk'
Federal 13-15-9-16

Spud Date: 5-21-07 Initial Production: BOPD,
Put on Production: 6-25-07 Proposed P %A MCFD, BWPD

GL: 5840' KB: 5858' Wellbore Diagram

SURFACE CASINÇ
I

CSG SIZE: 8-5/8" Cement top @56'
GRADE: J-55 Pump 43 sx Class "G" Cement down 5-1/2" casing to 374'

WEIGHT: 24#

E 23 ' E Casing Shoe @324'

HOLE SIZE:12-l/4"

CEMENT DATA: 160 sxs Class "G" cmt, est lbb1s cmtto surf

120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

PRODUCTION CASING
(141T-153T)

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts. (5899.55')

DEPTH LANDED: 5944.14'XB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 56' 176' balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2750'-2926')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @3990'

4040-4048'

4610-4617'

4803-4809'
4829-4834'

5467-5481'

5732-5743'

NEWFIELD

PBTD @5912'
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SWISW Section 15-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713



'
State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Govemor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 22, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 13-15-9-16, Section 15, Township 9
South, Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-33136

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing
on a regular basis. Any observed pressure changes shall be reported to the
Division immediately.

5. Because the cement tops are problematic in the Monument Federal 23-15 well
(43-013-31373) and the Federal 41-21Y (43-013-31392), pressure between the
surface casing and the production casing in these wells shall be monitored on a
regular basis. Any observed pressure changes shall be reported to the Division
immediately.

6. The top of the injection interval shall be limited to a depth no higher than 3,889
feet in the Federal 13-15-9-16 well.

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340•facsimile (801) 359-3940 • TTY (801) 538-7458 .

'
State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Govemor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 22, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 13-15-9-16, Section 15, Township 9
South, Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-33136

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing
on a regular basis. Any observed pressure changes shall be reported to the
Division immediately.

5. Because the cement tops are problematic in the Monument Federal 23-15 well
(43-013-31373) and the Federal 41-21Y (43-013-31392), pressure between the
surface casing and the production casing in these wells shall be monitored on a
regular basis. Any observed pressure changes shall be reported to the Division
immediately.

6. The top of the injection interval shall be limited to a depth no higher than 3,889
feet in the Federal 13-15-9-16 well.

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MINING

telephone(801) 538-5340•facsimile (801) 359-3940 • TTY (801) 538-7458 .



Page 2
August 22, 2012
Conversion Approval Federal 13-15-9-16 well

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please
contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

( Jo Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Duchesne County
Newfield Production Company, Myton
Well File

N:\O&G Reviewed
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 13-15-9-16

Location: 15/9S/16E API: 43-013-33136

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM and the State of Utah. The Federal Government and the State of Utah are the mineral
owners within the area of review (AOR). Newfield and other various individuals hold the leases
in the unit. Newfield has provided a list of all surface, mineral and lease holders in the half-mile
radius. Newfield is the operator of the Greater Monument Butte Unit. Newfield has submitted an
affidavit stating that all owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 324 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,944 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 3,286 feet. A 2 7/8
inch tubing with a packer will be set at 3,990 feet. Higher perforations will be opened at a later
date. A mechanical integrity test will be run on the well prior to injection. On the basis of surface
locations, there are 5 producing wells, 1 injection well, 1P/A well, and 3 shut-in wells in the
AOR. In addition, there are 2 approved surface locations outside the AOR from which directional
wells will be drilled to bottom hole locations inside the AOR, and there is 1 approved surface
location outside the AOR for a horizontal well which will have its traverse passing through the
western part of the AOR. Most of the existing wells appear to have adequate casing and cement
for the proposed injection interval. However, there are two wells with somewhat problematic
cement tops. The Monument Federal 23-15 well (API# 43-013-31373) is an active injection well
located within the AOR approximately 0.3 mile northeast of the Federal 13-15 well. Based on the
CBL (11/1/1993), the good cement top appears to be at about 4,314 feet. However, it is apparent
that there are several hundred feet of "lite" cement above that depth. The second well with a
problematic cement top is the Federal 41-21Y well (API# 43-013-31392), located approximately
0.4 mile southwest of the Federal 13-15 well. The cement top of 2,982 feet, based on the CBL
(8/23/1993), is believed to represent the top of "lite" cement in the 41-21Y well. Newfield will
be permitted to inject at the requested interval, but because of some concern about the quality of
the cement in these two wells, Newfield will be required to monitor pressure between surface
casing and production casing in the 41-21Y well and the 23-15 well on a regular basis.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-

Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 2700 feet. Injection shall be
limited to the interval between 3,889 feet and 5,912 feet in the Green River
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However, as described in the previous paragraph, Newfield will be required to monitor pressure
between surface casing and production casing in the Monument Federal 23-15 well and the
Federal 41-21Y well on a regular basis. Information submitted by Newfield indicates that the
fracture gradient for the 13-15-9-16 well is 0.74 psi/ft., which was the lowest reported fracture
gradient for the injection zone. The resulting minimum fracture pressure for the proposed
injection interval is 1,654 psig. The requested maximum pressure is 1,654 psig. The anticipated
average injection pressure is l100 psig. Injection at this pressure should not initiate any new
fractures or propagate existing fractures in the adjacent confining intervals. Any ground water
present should be adequately protected.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-392

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 12, 13, 15, 17,
19, 20, 21, 22, 23, 24, AND 25, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY,
UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 100117* Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Monument Federal 22-12J well located in SE/4 NW/4, Section 12, Township 9 South, Range 16East
API 43-013-15796

Federal 5-13-9-16 well located in SW/4 NW/4, Section 13, Township 9 South, Range 16 East
API 43-013-32658

Federal 13-15-9-16 well located in SW/4 SW/4, Section 15, Township 9 South, Range 16 East
API 43-013-33136

Federal 7-17-9-16 well located in SW/4 NE/4, Section 17, Township 9 South, Range 16 East
API 43-013-33030

Federal 1-19-9-16 well located in NE/4 NE/4, Section 19, Township 9 South, Range 16 East
API 43-013-33062

Federal 5-19-9-16 well located in SW/4 NW/4, Section 19, Township 9 South, Range 16 East
API 43-0 13-33174

Federal 1-20-9-16 well located in NE/4 NE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33066

Federa1 3-20-9-16 well located in NE/4 NW/4, Section 20, Township 9 South, Range 16 East
API 43-013-33067

Federal 5-20-9-16 well located in SW/4 NW/4, Section 20, Township 9 South, Range 16 East
API 43-0 13-33104

Federal 9-20-9-16 well located in NE/4 SE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33068

Federal 9-21-9-16 well located in NE/4 SE/4, Section 21, Township 9 South, Range 16 East
API 43-013-33145

Monument Federal 31-21-9-16Y well located in NW/4 NE/4, Section 21, Township 9 South, Range 16 East
API 43-013-31726

Federal 1-22-9-16 well located in NE/4 NE/4, Section 22, Township 9 South, Range 16 East
API 43-013-32612

Federa1 7-22-9-16 well located in SW/4 NE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33027

Federal 3-23-9-16 well located in NE/4 NW/4, Section 23, Township 9 South, Range 16 East
API
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Federal 11-23-9-16 well located in NE/4 SW/4, Section 23, Township 9 South, Range 16 East
API 43-013-33178

Federal 15-23-9-16 well located in SW/4 SE/4, Section 23, Township 9 South, Range 16 East
API 43-013-33182

Federal 3-24-9-16 well located in NE/4 NW/4, Section 24, Township 9 South, Range 16 East
API 43-013-33084

Federal 15-24-9-16 well located in SW/4 SE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33344

Federa121-25Y well located in NE/4 NW/4, Section 25, Township 9 South, Range 16 East
API 43-0 13-3 1394

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 22ndday of May, 2012.

STATE OF UTAH
, GAS & MINING

Brad Hill
Permitting

Federal 11-23-9-16 well located in NE/4 SW/4, Section 23, Township 9 South, Range 16 East
API 43-013-33178

Federal 15-23-9-16 well located in SW/4 SE/4, Section 23, Township 9 South, Range 16 East
API 43-013-33182

Federal 3-24-9-16 well located in NE/4 NW/4, Section 24, Township 9 South, Range 16 East
API 43-013-33084

Federal 15-24-9-16 well located in SW/4 SE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33344

Federa121-25Y well located in NE/4 NW/4, Section 25, Township 9 South, Range 16 East
API 43-0 13-3 1394

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 22ndday of May, 2012.

STATE OF UTAH
, GAS & MINING

Brad Hill
Permitting



Newfield Production Company

MONUMENT FEDERAL 22-12J, FEDERAL 5-13-9-16, FEDERAL 13-15-9-16, FEDERAL
7-17-9-16, FEDERAL 1-19-9-16, FEDERAL 5-19-9-16, FEDERAL 1-20-9-16,

FEDERAL 3-20-9-16, FEDERAL 5-20-9-16, FEDERAL 9-20-9-16, FEDERAL 9-21-9-16,
MONUMENT FEDERAL 31-21-9-16Y, FEDERAL 1-22-9-16, FEDERAL 7-22-9-16,

FEDERAL 3-23-9-16, FEDERAL 11-23-9-16, FEDERAL 15-23-9-16,
FEDERAL 3-24-9-16, FEDERAL 15-24-9-16, FEDERAL 21-25Y

Cause No. UIC-392

Publication Notices were sent to the following:

Newfield Production Company SITLA
1001 17th Street, Suite 2000 675 E 500 S Ste 500
Denver, CO 80202 Salt Lake City, UT 84102-2818

Uintah Basin Standard Duchesne County Planning
268 S 200 E PO Box 317
Roosevelt, UT 84066 Duchesne, UT 84021-0317
via e-mail ubs ubstandard.com

Bruce Suchomel
Salt Lake Tribune US EPA Region 8
PO Box 45838 MS 8P-W-GW
Salt Lake City, UT 84145 1595 Wynkoop Street
via e-mail naclegal@mediaoneutah.com Denver, CO 80202-1129

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 S 500 E Myton, UT 84052
Vernal, UT
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State of Utah
' DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

May 22, 2012

Via e-mail legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah.go? OIL, GAS &
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Page 1 of 1

Jean Sweet - Re: Notice of Agency Action ·- Newfield Production Company Cause No. UIC-392

From: Cindy Kleinfelter <classifieds@ubstandard.com>
To: Jean Sweet <jsweet@utah.gov>

Date: 5/23/2012 3:07 PM
Subject: Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

On 5/22/2012 2:09 PM, Jean Sweet wrote:

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please nge-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
jsweet@utah.gov

It will be in the May 29 edition.
Thank you.
Cindy
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA

Lieutenant Govemor Division Director

May 22, 2012

Via e-mail naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone (80 I) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • mvw.ogm.utah.gov OIL, GAS &
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To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone (80 I) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • mvw.ogm.utah.gov OIL, GAS &
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Remit to: P.O. Box 704005
Reñalt£akegribune MEDIN

_
Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000794885-01

Client DIVOF OIL-GAS & MINING Payor Customer D1VOF OIL-GAS & MINING

Client Phone 801-538-5340 Payor Phone 801-538-5340

Account# g Payor Account M
Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO)

SALT LAKECITY, UT 84114 USA SALT LAKECITY, UT 84114

Fax 801-359-3940 Ordered By Acct. Exec

EMail earlenerussell@utah.gov Jean kstowe

Total Amount $331.25
Payment Amt $0.00

Tear Sheets Proofs Affidavits
Amount Due $331.25 0 0 1

Payment Method PO Number Newfield Prod UIC-39:
Confirmation Notes:
Text: Jean

Ad Type Ad Size Color
Legal Liner 3.0 X 87 Li <NONE>

Product Placement Position
Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 05/25/2012
Product Placement Position
sltrib.com:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 05/25/2012
Product Placement Position
utahlegals.com:: utahlegals.com utablegals.com
Scheduled Date(s): 05/25/2012

Order Confirmation
for Ad #0000794885-01

Ad Content Proof Actual Size
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Order Confirmation
for Ad #0000794885-01

Ad Content Proof 135%
BEFORETHEDIVISIONOF OIL GASANDMlNING

CEPÆTMENTOFNA10RALRESOtxCES
STATEOFIRAH

NOTICEOFAGENCYACTION
CAUSENO.UIC-392

IN THE MATTEROF THEAPPLICATIONOF NEWFIELDPRODUCTIONCOMPANYFOR ADMINISTRA-
TIVEAPPROVALOF ŒRTAIN WELLS LOCATEDIN SECTIONS 12, 13, 15, 17, 19, 20, 21, 22,
23, 24, AND 25, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNECOUNTY,UTAH,AS CLASS
ll INJECTIONWELLS.
THESTATEOF UTAHTO ALLPERSONS INTERESTEDIN THEABOVEENTITLEDMATTER.
Notice is hereby that the Division of Oil, Gas and Mining (the "Divisier") is œmmencing
as infonnal od five proceeding te orsider the application of Newfield Production Cem-
pany, 1001 1 Street, Suite 2000, Derver, Colorado 80202, teleptere 303-893-0102,
for administrative approval of the following wells located im Decteste Cototy, Utah, for œn-
versior te Class II infectier wells:
Greater Morement Bette Unit:
Mortment Federal 22-12J well located in SE/4 NW/4, Section 12, Township 9 Scoth, Rœge
16 East

API 43-013-15796
Federal 5-13-9-16 well Iccated in SW 4 NW/4, Sedier 13, Towrship 9 Sovih, Roge 16

East
API 43-013-32658

Federal 1 3-1 5-9-1 6 well Iccated ir SW/4 SW/4, Sectier 15, Township 9 South, Range 16
East

API 43-013-331 36
Federal 7-17-9-16 well located in SW/4 NE/4, Sectîcm 17, Township 9 Scoth, Range 16

East
API 43-013-33030

Federal 1-19-9-16 well located in NE/4 NE/4, Sectier 19, Township 9 Scoth, Range 16
East

API 43-013-33062
Federal 5-19-9-16 well located ir SW/4 NW/4, Sedier 19, Township 9 Scott, Roge 16

East
API 43-013-33174

Federal 1 -20-9-16 well Iccated ir NE/4 NE/4, Sectier 20, Township 9 50010, Range 16 East
API 43-013-33066

Federal 3-20-9-16 well Iccated in NE/4 NW/4, Sectier 20, Township 9 South, Range 1ð East
API 43-013-33067

Federal 5-20-9-1 6 well Iccated im SW/4 NW/4, Senior 20, Township 9 South, Range 16
East

API 43-013-33104
Federal 9-20-9-16 well located in NE/4 SE/4, Sedian 20, Towrship 9 South, Range 16 East

API 43-013-33068
Federal 9-21 -9-16 well located ir NEfA 5E/4, Sectier 21,1ewaship 9 Seelh, Roge 16 East

API 43-013-331 45
Montment Federal 31-21-9-16Y mell located ir NW/4 NE/4, Section 21, Township 9 South,
Range 16 East

API 43-013-31726
Federal 1 -22-9-16 well located in NE/4 NE/4, Sectier 22, Township 9 South, Roge 16 East

API 43-013-3261 2
Federal 7-22-9-16 well Iccated in SW/4 NE 4, Section 22, Township 9 Scoth, Roge 16 East

API 43-013-33027
Federal 3-23-9-16 well located im NE/4 NW/4, Sectiot 23, Township 9 South, Range 1ð East

API 43-013-33176
Federal 11-23-9-16 well Iccated im NEf4 SW/4, Sectier 23, Township 9 Scoth, Range 16
East

API 43-013-33178
Federal 15-23-9-1ð well Iccared ir SW/4 SE/4, Sectier 23, Towtship 9 50010,Range 16
East

API 43-013-33182
Federal 3-24-9-16 well Iccated in NE 4 NW/4, Sectier 24, Township 9 SOL‡¾, Range 16 East

API 43-013-33084
Federal l 5-24-9-1 6 well located ir SW/4 SE/4, Sectier 24, Township 9 Socit, Range 16
East

API 43-013-33344
Federal 21-25Y well located im NE/4 NW/4, Sectice 25, Towrship 9 South, Rarge 16 East

API 43-013-31394
lhe proceeding will be œnducted ir a:cerdance with Utah Admin. R649-10, Administrative
Procedures.
Selected zores in the Greer River Formatiom will be tied for water iniection. The maximem
requested infectice pressures and rates will be determined based er fracture gradiert infor-
motier setxnitted by Newfield Prc<ketion Gompacy.
Any persor desfring to object to lhe applicatier er otherwise intervece it the proceedica
mest file a writter protest er Ectice of intervention with the Divisier withis fifteer days fcT-
lowieg publicatier of this retice.1he Divisier's PresidirgOfficer for the proceeding is Brad
Hill, Permitting Marager, at P.O. Box 145901, Salt Lake City, UT 841 14-5801, phore rem-
ber (801) 538-5340. If sed a protest or retice of intervention is reœived, a hearing will
be scheduled in acordurce wilt the aforementiered administrative precedural rules.
Protestants and er irterverers stevid be prepared to demonstrate at the hearing how this
matter affects their interests.
Dated this 22td day of May, 2012.
STATEOF UTAN
DIVISIONOF OIL, GAS & MINING
/s Brad Hill

Permittirg Mara ger
794885 UPAXIP

05/22/2012 2:32:33PM
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Sundry Number: 30432 API Well Number: 43013331360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-79834

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Oil Well FEDERAL 13-15-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0717 FSL 0469 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATEBOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDilE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/25/2012 O OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud: O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 09/22/2012. On 09/24/2012 Chris Jensen with the Utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 09/25/2012 the casing was pressured up to 1940 Date: October 11, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 150 psig during the By: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/2/2012

RECEIVED: Oct. 02,
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Sundry Number: 30432 API Well Number: 43013331360000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date ? / 2]TLt. Time Ÿ|oa m

Test Conducted by: /fy . /,
Others Present:

Well: Field: wie,m<- F ÀA

Well Location:Ma< Au f3-trPC API No:61ÞI353/6

Tjimg Casing Pressure

0 min psig

5 ; 44 psig

10 ) 9 N psig

15 | ŸŸ psig

20 | î 4 psig

25 / Ÿ¾ psig

30 min I psig

35 psig

40 .

psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting
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Sundry Number: 30432 API Well Number: 43013331360000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 13-15-9-16
7/1/2012 To 11/30/2012

9/20/2012 Day: 1 Conversion

NC #2 on 9/20/2012 - MIRUSU, PT Tbg, LD Rod String, X- Over For Tbg - 5:30AM To 6:00AM
C/ Travl; MIRUSU, RDPU, H/ Oiler Pumped 70 BW Down Csg, Unseat Rod Pmp, LD Polished
Rod, H/ Oiler Pumped 70 BW Total Down Tbg, Soft Seat Rod Pmp, H/ Oller Filled Tbg W/ 5BW,
PT Tbg To 3000psi, GOOD TEST, LD 1- 3/4"x 2' Pony Sub, 100- 3/4" 4per Guided Rods, 7-

3/4" Sucker Rods, 115- 3/4" 4per Guided Rods, 6- 1.5" Wt Bars, LD Rod Pmp, X- Over For
Tbg ....SWIFN..5:30PM To 6:00PM C/ Travl - 5:30AM To 6:00AM C/ Travl; MIRUSU, RDPU, H/
Oiler Pumped 70 BW Down Csg, Unseat Rod Pmp, LD Polished Rod, H/ Oiler Pumped 70 BW
Total Down Tbg, Soft Seat Rod Pmp, H/ Oiler Filled Tbg W/ 5BW, PT Tbg To 3000psi, GOOD
TEST, LD 1- 3/4"× 2' Pony Sub, 100- 3/4" 4per Guided Rods, 7- 3/4" Sucker Rods, 115- 3/4"
4per Guided Rods, 6- 1.5" Wt Bars, LD Rod Pmp, X- Over For Tbg ....SWIFN..5:30PM To
6:00PM C/ Travl Finalized
Daily Cost: $0
Cumulative Cost: $8,500

9/21/2012 Day: 2 Conversion

NC #2 on 9/21/2012 - NU BOP, POOH W/ Tbg Breaking Collars, LD Remaining Tbg, PU & RIH
W/ PKR, PT Tbg - 5:30AM To 6:00AM C/ Travl; OWU @ 6:00AM, ND B1 Adapter, Unset TA, NU
Weatherford BOP, RU WorkFloor, H/ Oiler Pumped 40 BW Down Tbg, PU 4- Jts, Tag Fill @
5900', POOH W/ 128 Jts Of Tbg Breaking, Inspecting & Redoping Pins, Shut Down For
Mechanical Work For 2 Hours, H/ Oiler Pumped 30 BW Down Tbg, LD 57- Jts On Trailer, MU &
RIH W/ XN Injection PKR, TIH W/ 60 Jts....SWIFN..7:00PM To 7:30PM C/ Travl - 5:30AM To
6:00AM C/ Travl; OWU @ 6:00AM, ND B1 Adapter, Unset TA, NU Weatherford BOP, RU
WorkFloor, H/ Oiler Pumped 40 BW Down Tbg, PU 4- Jts, Tag Fill @ 5900', POOH W/ 128 Jts
Of Tbg Breaking, Inspecting & Redoping Pins, Shut Down For Mechanical Work For 2 Hours, H/
Oiler Pumped 30 BW Down Tbg, LD 57- Jts On Traiter, MU & RIH W/ XN Injection PKR, TIH W/
60 Jts....SWIFN..7:00PM To 7:30PM C/ Travl Finalized
Daily Cost: $0
Cumulative Cost: $23,252

9/27/2012 Day: 4 Conversion

NC #2 on 9/27/2012 - Conduct initial MIT - On 09/24/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 09/25/2012
the casing was pressured up to 1940 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 150 psig during the test.
There was not a State representative available to witness the test. - On 09/24/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 09/25/2012 the casing was pressured up to 1940 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 150 psig during the test. There was not a State representative available to witness the
test. - OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW Down Tbg,
Seated Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched pressure for 30
min. Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for an hour. Good
test. RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbis of fresh water w/
packer fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbls fresh

http://www.inewfld.com/denver/SumActRpt.asp?RC=161954&API=4301333136&MinDa...

Sundry Number: 30432 API Well Number: 43013331360000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 13-15-9-16
7/1/2012 To 11/30/2012

9/20/2012 Day: 1 Conversion

NC #2 on 9/20/2012 - MIRUSU, PT Tbg, LD Rod String, X- Over For Tbg - 5:30AM To 6:00AM
C/ Travl; MIRUSU, RDPU, H/ Oiler Pumped 70 BW Down Csg, Unseat Rod Pmp, LD Polished
Rod, H/ Oiler Pumped 70 BW Total Down Tbg, Soft Seat Rod Pmp, H/ Oller Filled Tbg W/ 5BW,
PT Tbg To 3000psi, GOOD TEST, LD 1- 3/4"x 2' Pony Sub, 100- 3/4" 4per Guided Rods, 7-

3/4" Sucker Rods, 115- 3/4" 4per Guided Rods, 6- 1.5" Wt Bars, LD Rod Pmp, X- Over For
Tbg ....SWIFN..5:30PM To 6:00PM C/ Travl - 5:30AM To 6:00AM C/ Travl; MIRUSU, RDPU, H/
Oiler Pumped 70 BW Down Csg, Unseat Rod Pmp, LD Polished Rod, H/ Oiler Pumped 70 BW
Total Down Tbg, Soft Seat Rod Pmp, H/ Oiler Filled Tbg W/ 5BW, PT Tbg To 3000psi, GOOD
TEST, LD 1- 3/4"× 2' Pony Sub, 100- 3/4" 4per Guided Rods, 7- 3/4" Sucker Rods, 115- 3/4"
4per Guided Rods, 6- 1.5" Wt Bars, LD Rod Pmp, X- Over For Tbg ....SWIFN..5:30PM To
6:00PM C/ Travl Finalized
Daily Cost: $0
Cumulative Cost: $8,500

9/21/2012 Day: 2 Conversion

NC #2 on 9/21/2012 - NU BOP, POOH W/ Tbg Breaking Collars, LD Remaining Tbg, PU & RIH
W/ PKR, PT Tbg - 5:30AM To 6:00AM C/ Travl; OWU @ 6:00AM, ND B1 Adapter, Unset TA, NU
Weatherford BOP, RU WorkFloor, H/ Oiler Pumped 40 BW Down Tbg, PU 4- Jts, Tag Fill @
5900', POOH W/ 128 Jts Of Tbg Breaking, Inspecting & Redoping Pins, Shut Down For
Mechanical Work For 2 Hours, H/ Oiler Pumped 30 BW Down Tbg, LD 57- Jts On Trailer, MU &
RIH W/ XN Injection PKR, TIH W/ 60 Jts....SWIFN..7:00PM To 7:30PM C/ Travl - 5:30AM To
6:00AM C/ Travl; OWU @ 6:00AM, ND B1 Adapter, Unset TA, NU Weatherford BOP, RU
WorkFloor, H/ Oiler Pumped 40 BW Down Tbg, PU 4- Jts, Tag Fill @ 5900', POOH W/ 128 Jts
Of Tbg Breaking, Inspecting & Redoping Pins, Shut Down For Mechanical Work For 2 Hours, H/
Oiler Pumped 30 BW Down Tbg, LD 57- Jts On Traiter, MU & RIH W/ XN Injection PKR, TIH W/
60 Jts....SWIFN..7:00PM To 7:30PM C/ Travl Finalized
Daily Cost: $0
Cumulative Cost: $23,252

9/27/2012 Day: 4 Conversion

NC #2 on 9/27/2012 - Conduct initial MIT - On 09/24/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 09/25/2012
the casing was pressured up to 1940 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 150 psig during the test.
There was not a State representative available to witness the test. - On 09/24/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 09/25/2012 the casing was pressured up to 1940 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 150 psig during the test. There was not a State representative available to witness the
test. - OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW Down Tbg,
Seated Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched pressure for 30
min. Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for an hour. Good
test. RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbis of fresh water w/
packer fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbls fresh

http://www.inewfld.com/denver/SumActRpt.asp?RC=161954&API=4301333136&MinDa...



Sundry Number: 30432 API Well Number: 43013331360000
Summary Rig Activity Page 2 of 2

water to 1500 psi. Csg was leaking on surface. Bleed off pressure. Lîfted up on flange &
tightened threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min.
Pressure held for one hour. Good test. X-over to rod eq. RDMOU @ 6:30. Final Report!!! -

OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW Down Tbg, Seated
Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched pressure for 30 min.
Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for an hour. Good test.
RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbls of fresh water w/ packer
fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbis fresh water to
1500 psi. Csg was leaking on surface. Bleed off pressure. Lifted up on flange & tightened
threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min. Pressure
held for one hour. Good test. X-over to rod eq. RDMOU @ 6:30. Final Report!!! - On
09/24/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 09/25/2012 the casing was pressured up to 1940 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 150 psig during the test. There was not a State representative available
to witness the test. - OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW
Down Tbg, Seated Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched
pressure for 30 min. Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for
an hour. Good test. RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbis of fresh
water w/ packer fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbls
fresh water to 1500 psi. Csg was leaking on surface. Bleed off pressure. Lifted up on flange &
tightened threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min.
Pressure held for one hour. Good test. X-over to rod eg. RDMOU @ 6:30. Final Report!!! -

OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW Down Tbg, Seated
Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched pressure for 30 min.
Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for an hour. Good test.
RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbls of fresh water w/ packer
fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbls fresh water to
1500 psi. Csg was leaking on surface. Bleed off pressure. Lifted up on flange & tightened
threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min. Pressure
held for one hour. Good test. X-over to rod eq. RDMOU @ 6:30. Final Report!!! - On
09/24/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 09/25/2012 the casing was pressured up to 1940 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 150 psig during the test. There was not a State representative available
to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $135,129

Pertinent Files: Go to File List
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Sundry Number: 30432 API Well Number: 43013331360000
Summary Rig Activity Page 2 of 2

water to 1500 psi. Csg was leaking on surface. Bleed off pressure. Lîfted up on flange &
tightened threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min.
Pressure held for one hour. Good test. X-over to rod eq. RDMOU @ 6:30. Final Report!!! -

OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW Down Tbg, Seated
Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched pressure for 30 min.
Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for an hour. Good test.
RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbls of fresh water w/ packer
fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbis fresh water to
1500 psi. Csg was leaking on surface. Bleed off pressure. Lifted up on flange & tightened
threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min. Pressure
held for one hour. Good test. X-over to rod eq. RDMOU @ 6:30. Final Report!!! - On
09/24/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 09/25/2012 the casing was pressured up to 1940 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 150 psig during the test. There was not a State representative available
to witness the test. - OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW
Down Tbg, Seated Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched
pressure for 30 min. Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for
an hour. Good test. RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbis of fresh
water w/ packer fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbls
fresh water to 1500 psi. Csg was leaking on surface. Bleed off pressure. Lifted up on flange &
tightened threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min.
Pressure held for one hour. Good test. X-over to rod eg. RDMOU @ 6:30. Final Report!!! -

OWU @ 6:00AM, Conti TIH W/ XN Injection PKR, H/ Oiler Pumped 10BW Down Tbg, Seated
Stnd Valv W/ Sandline, MU Isolation T, PT Tbg @ 3000psi. Watched pressure for 30 min.
Pressure dropped 200 psi. Pumped tbg back up to 3000 psi. Tbg held for an hour. Good test.
RD rig floor. ND BOP's. NU 3k injection wellhead. Pumped 70 bbls of fresh water w/ packer
fluid. Set pkr w/ 1800 tension, CE @ 4012.50'. Pressured up csg w/ 15 bbls fresh water to
1500 psi. Csg was leaking on surface. Bleed off pressure. Lifted up on flange & tightened
threads on csg. Pumped up csg to 1500 psi. Pressured dropped 50 psi in 30 min. Pressure
held for one hour. Good test. X-over to rod eq. RDMOU @ 6:30. Final Report!!! - On
09/24/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 09/25/2012 the casing was pressured up to 1940 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 150 psig during the test. There was not a State representative available
to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $135,129

Pertinent Files: Go to File List
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RECEIVED: Nov. 16, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-79834 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-15-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0717 FSL 0469 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 3:30 PM on
11/15/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/16/2012

November 19, 2012

Sundry Number: 32120 API Well Number: 43013331360000Sundry Number: 32120 API Well Number: 43013331360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-79834

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-15-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0717 FSL 0469 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
1 1/15/20 12. utah Division of

Oil, Gas and Mining

Date: November 19, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/16/2012

RECEIVED: Nov. 16,

Sundry Number: 32120 API Well Number: 43013331360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-79834

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-15-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0717 FSL 0469 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
1 1/15/20 12. utah Division of

Oil, Gas and Mining

Date: November 19, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/16/2012

RECEIVED: Nov. 16,



Federal 13-15-9-16
Spud Date: 5-21-07

Put on Production: 6-25-07 Injection Wellbore
GL: 5840' KB: 5858' Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top @56, 6-19-07 5732-5743' Frac CP5 sands as follows:

GRADE: J-55
- • 40000# 20/40 sand in 406 bbls Lightning 17

frac fluid. Treated@ avg press of 1700 pst
WEIGHT: 24# wlavg rate of22.2 BPM. ISIP 1980 psi. Calc

LENGTH:.7 jnts (312.81')
flush:5730 gal. Actual flush: 5145 gal.

DEPTH LANDED: 323.71' KB Casing Shoe @324' 6-19-07 5467-5481' Frac CP1 sands as follows:
50251# 20/40 sand in 432 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1294 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 1bbls cmt to surf.
wlavg rate of23.3 BPM. ISIP 1690 psi. Calc
flush: 5465 gal. Actual flush; 4872 gal.

6-19-07 4829-4809' Frac B1 & B.5 sands as follows:
14309# 20/40 sand in 248 bbIs Lightning 17
frac fluid. Treated@ avg press of 1801 psi
w/avg rate of23.4 BPM. ISIP 1810 psi. Calc
flush: 4827 gal. Actual flush: 4221 gal.

6-19-07 4610-4617' Frac D1 sands as follows:
25018# 20/40 sand in 338 bbls Lightning 17

PRODUCTION CASING frac fluid. 21.8 BPM. ISIP 1990 psi. Calc

CSG SIZE: 5-1/2" flush: 4608 gal. Actual flush: 4011 gal.

GRADE: J-55 6-19-07 4040-4048' Frac GB4 sands as follows:
28952#20/40 sand in 294 bbls Lightning 17

WEIGHT: 15.5# frac fluid. 24.7 BPM. ISIP 1723 psi. Calc

LENGTH: 135 jts. (5899.55') flush: 4038 gal. Actual flush: 3948 gal.

DEPTH LANDED: 5944.14' KB 09/22/12 Convert to Injection Well

HOLE SIZE: 7-7/8" 09/25/12 Convenion MIT Finalized -update tbg

CEMENT DATA: 300 sxs Prem. Lite Il mixed & 450 sxs 50/50 POZ.
detail

CEMENT TOP AT: 56'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 128 jts (3994.3') [ SN @4006'
SEATINGNIPPLE:2-7/8"(l.10')

OnOliTool@400T
SN LANDED AT 4004

. Packer 4012'

SEAL NIPPLE AT: 4008.9' X/N Nipple @4021'

ARROW #1 PACKER CE AT: 4012.5, . EOT @4022'

XO 2-3/8 x 2-7/8 J-55 AT: 4016.2, 4040-4048'

TBG PUP 2-3/8 J-55 AT: 4016.T

X/N NIPPLE AT: 4020.7'

TOTAL STRING LENGTH: EOT @4022'
PERFORATION RECORD

6-13-07 5732-5743' 4 JSPF 36 holes

4610-4617, 6-19-07 5467-5481' 4 JSPF 56 holes
6-19-07 4829-4834' 4 JSPF 20 holes
6-19-07 4803-4809' 4 JSPF 20 holes

4803-4809' 6-19-07 4610-4617' 4 JSPF 28 holes
4829-4834' 6-19-07 4040-4048' 4 JSPF 32 holes

5467-5481'

5732-5743'

NEWFIELD
PBTD @5912'

Federal 13-15-9-16
TD @5960'

717' FSL & 469' FWL

SWISW Section 15-T9S-RI6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713 LCN

Federal 13-15-9-16
Spud Date: 5-21-07

Put on Production: 6-25-07 Injection Wellbore
GL: 5840' KB: 5858' Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top @56, 6-19-07 5732-5743' Frac CP5 sands as follows:

GRADE: J-55
- • 40000# 20/40 sand in 406 bbls Lightning 17

frac fluid. Treated@ avg press of 1700 pst
WEIGHT: 24# wlavg rate of22.2 BPM. ISIP 1980 psi. Calc

LENGTH:.7 jnts (312.81')
flush:5730 gal. Actual flush: 5145 gal.

DEPTH LANDED: 323.71' KB Casing Shoe @324' 6-19-07 5467-5481' Frac CP1 sands as follows:
50251# 20/40 sand in 432 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1294 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 1bbls cmt to surf.
wlavg rate of23.3 BPM. ISIP 1690 psi. Calc
flush: 5465 gal. Actual flush; 4872 gal.

6-19-07 4829-4809' Frac B1 & B.5 sands as follows:
14309# 20/40 sand in 248 bbIs Lightning 17
frac fluid. Treated@ avg press of 1801 psi
w/avg rate of23.4 BPM. ISIP 1810 psi. Calc
flush: 4827 gal. Actual flush: 4221 gal.

6-19-07 4610-4617' Frac D1 sands as follows:
25018# 20/40 sand in 338 bbls Lightning 17

PRODUCTION CASING frac fluid. 21.8 BPM. ISIP 1990 psi. Calc

CSG SIZE: 5-1/2" flush: 4608 gal. Actual flush: 4011 gal.

GRADE: J-55 6-19-07 4040-4048' Frac GB4 sands as follows:
28952#20/40 sand in 294 bbls Lightning 17

WEIGHT: 15.5# frac fluid. 24.7 BPM. ISIP 1723 psi. Calc

LENGTH: 135 jts. (5899.55') flush: 4038 gal. Actual flush: 3948 gal.

DEPTH LANDED: 5944.14' KB 09/22/12 Convert to Injection Well

HOLE SIZE: 7-7/8" 09/25/12 Convenion MIT Finalized -update tbg

CEMENT DATA: 300 sxs Prem. Lite Il mixed & 450 sxs 50/50 POZ.
detail

CEMENT TOP AT: 56'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 128 jts (3994.3') [ SN @4006'
SEATINGNIPPLE:2-7/8"(l.10')

OnOliTool@400T
SN LANDED AT 4004

. Packer 4012'

SEAL NIPPLE AT: 4008.9' X/N Nipple @4021'

ARROW #1 PACKER CE AT: 4012.5, . EOT @4022'

XO 2-3/8 x 2-7/8 J-55 AT: 4016.2, 4040-4048'

TBG PUP 2-3/8 J-55 AT: 4016.T

X/N NIPPLE AT: 4020.7'

TOTAL STRING LENGTH: EOT @4022'
PERFORATION RECORD

6-13-07 5732-5743' 4 JSPF 36 holes

4610-4617, 6-19-07 5467-5481' 4 JSPF 56 holes
6-19-07 4829-4834' 4 JSPF 20 holes
6-19-07 4803-4809' 4 JSPF 20 holes

4803-4809' 6-19-07 4610-4617' 4 JSPF 28 holes
4829-4834' 6-19-07 4040-4048' 4 JSPF 32 holes

5467-5481'

5732-5743'

NEWFIELD
PBTD @5912'

Federal 13-15-9-16
TD @5960'

717' FSL & 469' FWL

SWISW Section 15-T9S-RI6E

Duchesne Co, Utah

API #43-013-33136; Lease #UTU-39713 LCN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executiae Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-392

Operator: Newfield Production Company

Well: Federal 13-15-9-16

Location: Section 15, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33136

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on August 22, 2012.

2. Maximum Allowable Injection Pressure: 1,654 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,889' -- 5,912')

5. Because the cement tops are problematic in the Monument Federal 23-15 well (43-013-
31373) and the Federal 41-21Y well (43-013-31392), pressure between the surface casing
and the production casing in these wells shall be monitored on a regular basis. Any
observed pressure changes shall be reported to the Division immediately.

6. Any subsequent wells drilled within a ½ mile radius of this well shall have production
casing cement brought up to or above the top of the unitized interval for the Greater
Monument Butte Unit.

Approved by: y I \ - 2--
J Rogers Date
AsYociateDirector

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Eric Sundberg, Newfield Production Company, Denver

UTAHNewfield Production Company, Myton
Duchesne County Us
Well File

N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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* 6770S. 5600 W.
>.O.BOX 704005 She§alttakegribune MEDl e DeseretNews
NEST VALLEY CITY. UTAH 84170
'ED.TAX LD.# 87-0217663 '

PROOF OF PUBLICATION CUSTOMER'S COPY

CUSTOMER NAME AND ADDRE ACCOUNT NUMBER DATE

DIV OF OlL-GAS & MINING, 9001402352 5/25/2012

1594 W NORTH TEMP #1210
P.O. BOX 14580 l
SALT LAKE CITY, UT 84114

starE W Ufklnone.«nme mi.
CAUSENO.UIG392

ACCOUNT NAME y, o or ute wrucao,¾ ommino vrouvalON COMPM FON.DN,tmiTRÄ·

DIV OF OIL-GAS & MINING. TO M.L PiftsDris RLTERESTEDIN TMEABOVE ËNTifL£QreATTER

TELEPHONE ADORDER# e los i srre.:. suis 2000, eene.. coloreceseso2,inimens aca-sea-cio:
far :tin Irisirative appresal ci inn faMeninr) «tilt locoleti Irl D.Wheine Cólnity,Utall, far Coi,

Greater Monument Butte Units

80 l5385340 0000794885 Ÿa"EAntFederat 22.12) well tocured in SEfd NW/4, Secilon 12, Towmhip 9 South, Range

Pl.13-013 15796
. ..:. : "," " I,

,
..tl 11 T †'rnr it l' -3• 1^

SCHEDULE Ensi
P1 43-013-32658

---- ------- -- -• Federal 13-15-9-16 weil located in SW,.e4 SW 4, Section 15, TowndlIP9 South,Range 16
East

APL43-013-331 36Start 05/25/20 12 End 05/25/201 Federai 7-17-9-16 weit located in 5W/4 NE/4, Section 17, Township9 5eulh, Range 16
East

API 43-013-33030

CUST, REF. NO. geral1-19-9-16 well located in NE/4 NE/4, Section 19, Towmhip 9 5culh, Range 16

API 43-013-33062
Federal 5-19-9-16 well located in SW/4 NW/4, SecNon 19, Township9 Souih, Range 16

Newfield Prod UIC-392 EaA'PI43-013-33174

Federal 1-20-9-1ð well located in NE/4 NE/4, Sectlan 20, Towmhip9 South, Range 16 East
API 43-013-33066

CAPTION Federal 3-20-9-16 well located in NE|d NW/4, Sacrian 20, Towmhrp9 BouIh, Range 16 East
API 43-013-33067

F.k:ITT'"1! .11l' †;iF"I'" IFII" f, fl"of! T• fl.ne.,,ty Pryr14
East

BEFORE THE DIVISION OF OIL, GAS ANDMINING DEPART MEN riËi oSS"eli located in NE a SE/4, Sedfon 20, Townshlp9 South,Bange 16 East
API4.3-0 13-33068

SIZE ^PI 43-013-33145
Momment Federal 31-21-9-16Y well located in NW/4 NE/4, Section 21, Towmhip9 South
liange 16 East

API43-013-31726
87 Lines 3.00 (r•«•r=11-22-9-16well located in NE/4 NE/4, Section 22, Towmhip9 5culh, Range 16 East

API 43-013-32612FJ.:I¯'?SP1 :llit:=t !! "" IFIF 1,* =To "" T,,ti n II,P• 1mF,1

TIMES ^PI 43·013-33027
Federal 3-23-9-16 well locoled in NEjd NW/4, section23, Towmhip9 Saulh, Range 16 End

API43-013-33176
Federal 11-23-9-16 well located in NE/4 SW/4, Secilon 23, Towmhip 9 South, Range 14

3 Eod
API43-013-33178

Federal 15-23-9-16 wel1 located in SW/4 SE/4, 5ecHon 23, Towmhip 9 South, Range 14

MISC. CHARGES AD iri43-oia--aala2
serierni 1-7d-9-i A wreli torrsiest in NEjd MW/4, Seellon 24, Township 9 SoWlh, Range 16 Eas

API 43.013-33084
Federal 15-24-9-16 weil locaPed tn SW 4 SE/4, Se<rlon2A, Township 9 South, Rangn 1-
Ensi

API 43-013-33344
Ferierni 91.94Y wm11 Inrntori in NF/4 NW/d Eartion 95. Towmhip 9 Saulh, Range 16 East

, APId3-013.31394
i The proceedingwill be conductedin accordance WIIb Ulob Admin.R649-10, Adminhtroliv

iciëctra resies iti Ilie Green River F.rmtstión «III De Þ1ad lot waler injecliert Die rntix|ny

tecLE tethnictica prefr.rreÀrlifrain MIF be dnfermrned bused Oli frceture gredlent InŸoi
racilica entifted tly Newileid Produciton r.omporty.

[ Any perten getiring to chied to Nie tipplicalion er alterwi+o sterreria in ihe proccotiln!
Inu1l ille o wriffen pralesi er notics GF it1TolYunFlan wil11A30ÛlWilton williiti fjfleon day1 In
ombig publI¢c11en of it.ît Dolica. The Divislt,tti Prellding Officer For Ihe proceedFng ½ Bra

Mil, Peirnilling Y.ameger, of P.O. Box l a'iBC1, Seh Leise Oly, UT Bai 14-5801, pherte nun
AFFIDAVIT DI PUBLlCA I IN ner (aon sas.sno, il 2e a pret=91 or nonce or ,r,iorvenilen is received. = neerino -l

b d14duted ln u«crd¢.itte *1111 ihe nÍGrenlenlÏ0a#G UdutitilIIrative proc dürgi i 10
PT ½tont; tLnti er intervenen il truid be prepared to dame,Litofe el II hearing how th

AS NEWSPAPER AGENCY COMPANY. Ll.C dba MEDIAONE OF LITAH LEGAL BOOKER.1 y .no ter niter:= their waren.
CeFed Eril. 27ed day of .'Im, 2012

BEFORETilE01\INIONOFOILGAN.\%D311N13GDEPARIilENIOFNAIiR.tl.REN5IATEOFIJTI,R

C.tl SE %0. L lE 392 IN TilE il.tTTER OF I IIE APPLI( A FOR Dit DI~Oll.-G \N& 311, o 04 G -ulæNc

COMPANY, LLC dba MED1AONE OF UTAH. AGENT FOR THE SALT LAKE TRIBUNE AND I: Egming Manager

ENGLISH LANGUAGE WITH GENERAL ClRCULATION IN UTAll, AND PUBLISHED IN SAL --....
.

vrrrrr a .:u.

NOTICE IS ALSO POSTED ON UTAHLEGALS COM ON THE SAME DAY AS THE FlRST NEWSPAPER PUBLICATlON DATE AND REMAINSON
UTAHLEGALS.COM INDEFINATELY

Start 05/25/2012 End 05/25/2012 Nota'Y i cS a e i Utah
PUBLISHED ON LommiBSion # 581469

My Commission Expires
January 12, 20!4

SIGNATURE

5/2

TillsisNtM \SIA1I MI Nf St i A"PRtini tiFPURI.K \flUN"
PI ASI PAY FIlOM BIL1.ING
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UbiMA ßasia Invoice Number Invoice Date
Send Payrnents to: 30968 5/30/2012Uintah Basin Standard www.ubstandard.corn268 8 200 E Advertiser No. Invoice Amount oneoateRoosevelt, Utah 84066
Phone: 435-722-6131 2080 $191.45 6/29/2012
Fax: 435-722-4140 www.vernal.co

DIVISION OF OIL GAS & MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX145801
SALT LAKE CITY, UT 84114-5801

1 1/2% fee willbe charged toall Amount Enclosedpast due balances.

Please delach Top portion and return with your payment INVOICE
Uintah Basin Standard DIVISION OF OIL GAS & MINING invoice No. 30968 513012012

Daie Ordei Description Ad Sizá SubTotal SaÏesTax Àmouni
5/30/2012 15615 ÜBS UBS Legal Notice:Notof AgcyAcin: NewfieldCause No. UIC-392 $191.45Pub. May29, 2012

Sub Total: $191.45
Total Transactions: 1 Total: $191.45

SUMMARY Advertiser No. 2080 invoice No. 30968

1 1/2%fee willbe charged toall past due balances.
Thank You for yourbusiness!

Thank you for advertisingwithus, weappreciate your
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AFFIDAVIT OF PUBLICATION
NOTICE OF

AGÉN0Y
ACTION

CAUSENO.County of Duchesne, UIÖ-392 LEGALNSTATEOF UTAH
BEFORE THE DI-

VISIONOFOIL,GAS ÒÛ
AND MINING, DE-
PARTMENTOFNAT-I, Kevin Ashby on oath, say that I am the PUBLISHER URALRESOURCES, Christensen,Iocatedonof the Uintah Basin Standard, a weekly newspaper of general SI E UMA

ER . Y
3e

ncirculation, published at Roosevelt, State and County aforesaid, OF THE APPLICA- the west side of 4000and that a certain notice, a true copy of which is hereto IIEOND OF NE Wes n the NSEVLof
attached, was published in the full issue such newspaper for TION COMPANY 2, Township 3 South,/ consecutive issues, and that the first publication waS R ST Ranghe2 WD

hesneon the c2ý day of Ñgu , 20 la-
, and that ÖfÖËËÌÄINWELLS County Commission-the last ublication of such hoticewas in the issue of such LOCATED IN SEC- erswillconductapub-

TIONgg.Jgigl7. ic hearmg to reviewnewspaper dated the day of //dy , the Planning Commis-20 /Ä , and that said notice was published'on UtahlegalS. 'EI0t'6tpue andnprec en on
com on the same day as the first newspaper publication and i E "" " """ " ordinance during theirthe notice remained on Utahlegals.com until the end of the '

-reagaqagoaoump

ben , 0 n
scheduled run.
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RECEIVED: Nov. 17, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-79834 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-15-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0717 FSL 0469 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /13 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 A step rate test was conducted on the subject well on 01/13/2015.
Results from the test indicate that the fracture gradient is 0.875 psi/ft.
Therefore, Newfield is requesting that the maximum allowable injection

pressure (MAIP) be changed from 1654 psi to 1760 psi.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/17/2015

November 19, 2015

Sundry Number: 67749 API Well Number: 43013331360000Sundry Number: 67749 API Well Number: 43013331360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-79834

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-15-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013331360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0717 FSL 0469 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 15 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 13/2 0 15
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A step rate test was conducted on the subject well on 01/13/2015. Accepted by the
Results from the test indicate that the fracture gradient is 0.875 psilft. utah Division of

Therefore, Newfield is requesting that the maximum allowable injection oil, Gas and Mining

pressure (MAIP) be changed from 1654 psi to 1760 psi. Date

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/17/2015

RECEIVED: Nov. 17,



RECEIVED: Nov. 17, 2015

Sundry Number: 67749 API Well Number: 43013331360000Sundry Number: 67749 API Well Number: 43013331360000

Federal 13-15-9-16
Greater Monument Butte Unit

Step Rate Test
January 13, 2015

2000

1000

1800

1700

1600

1500

Rato (OPD)

1100 i i I i i i i

0 150 300 450 600 750 900 1050 1200

Steg Rate(byd) Pressure(psi)
Start Pressure: 1389 psi i ibU Ñ60

2 300 1558
Top Perforation: 4040 feet 3 450 1643
Fracture pressure (Pfp): 1760 psi 4 600 1721
FG: 0.875 psilft 5 750 1781

6 900 1824
7 1050



RECEIVED: Nov. 17, 2015

Sundry Number: 67749 API Well Number: 43013331360000Sundry Number: 67749 API Well Number: 43013331360000

Federal 13-15-9-16 SRT Data (1-13-14)

1/14/2015 1:54:59 PM

NS7695 N87695Date Time Time Zone Date Time Time ZoneAbsolute Pressure (psi) Absolute Pressure (psi)
1/13/2015 9:15:01 AM -07:00 1392.0 1/13/2015 1:05:01 PM -07:00 1832.0

1/13/2015 9:20:01 AM -07:00 1391.8 1/13/2015 1:10:01 PM -07:00 1830.2

1/13/2015 9:25:01 AM 07:00 1391.4 1/13/2015 1:15:01 PM -07:00 1854.2
1/13/2015 9:30:01 AM -07:00 1390.8

1/13/2015 9:35:01 AM -07:00 1390.2

1/13/2015 9:40:01 AM -07:00 1389.6

1/13/2015 9:45:01 AM 07:00 1389.4

1/13/2015 9:50:01 AM -07:00 1428.0

1/13/2015 9:55:01 AM -07:00 1441.0

1/13/2015 10:00:01 AM -07:00 1446.4

1/13/2015 10:05:01 AM -07:00 1452.6

1/13/2015 10:10:01 AM -07:00 1456.4

1/13/2015 10:15:01 AM -07:00 1459.6

1/13/2015 10:20:01 AM -07:00 1517.2

1/13/2015 10:25:01 AM -07:00 1531.4

1/13/2015 10:30:01 AM -07:00 1540.8

1/13/2015 10:35:01 AM -07:00 1547.2

1/13/2015 10:40:01 AM -07:00 1551.0

1/13/2015 10:45:01 AM -07:00 1557.6

1/13/2015 10:50:01 AM -07:00 1611.0

1/13/2015 10:55:01 AM -07:00 1623.8

1/13/2015 11:00:01 AM -07:00 1628.6

1/13/2015 11:05:01 AM 07:00 1635A

1/13/2015 11:10:01AM -07:00 1640.2

1/13/2015 11:15:01 AM -07:00 1643.2

1/13/2015 11:20:01 AM --07:00 1688.2
1/13/2015 11:25:01 AM -07:00 1707.6

1/13/2015 11:30:01 AM -07:00 1712.4

1/13/2015 11:35:01 AM -07:00 1717.6

1/13/2015 11:40:01 AM -07:00 1723.2

1/13/2015 11:45:01 AM 07:00 1721.0

1/13/2015 11:50:01 AM 07:00 1763.4

1/13/2015 11:55:01 AM -07:00 1768.0

1/13/2015 12:00:01 PM -07:00 1771.2

1/13/2015 12:05:01 PM -07:00 1779,0

1/13/2015 12:10:01 PM -07:00 1779.4

1/13/2015 12:15:01 PM -07:00 1781.2

1/13/2015 12:20:01 PM -07:00 1812.2

1/13/2015 12:25:01 PM -07:00 1809.0

1/13/2015 12:30:01 PM -07:00 1812.4

1/13/2015 12:35:01 PM 07:00 1820.8

1/13/2015 12:40:01 PM -07:00 1816.2

1/13/2015 12:45:01 PM -07:00 1824.2

1/13/2015 12:50:01 PM -07:00 1835.2
1/13/2015 1.2:55:01 PM 07:00 1838.8

1/\3 2015 1:0001 PM -07.00 1840.8

Page 1 of



RECEIVED: Nov. 17, 2015

Sundry Number: 67749 API Well Number: 43013331360000Sundry Number: 67749 API Well Number: 43013331360000

Federal 13-15-9-16 ISIP Data (1-13-14)

1/14/2015 1:55:35 PM

NB7695
Date Time Time Zone

Absolute Pressure (psi)
1/13/2015 1:15:21 PM -07:00 1846.4

1/13/2015 1:16:21 PM -07:00 1741.6

1/13/2015 1:17:21 PM -07:00 1713.4

1/13/2015 1:18:21 PM -07:00 1695.2

1/13/2015 1:19:21 PM -07:00 1681.2

1/13/2015 1:20:21 PM -07:00 1670.4

1/13/2015 1:21:21 PM -07:00 1660.6

1/13/2015 1:22:21 PM -07:00 1652.0

1/13/2015 1:23:21 PM -07:00 1644.8

1/13/2015 1:24:21 PM -07:00 1638..0

1/13/2015 1:25:21 PM 07:00 1632,2

1/13/2015 1:26:21 PM -07:00 1626.4

1/13/2015 1:27:21 PM -07:00 1621.8

1/13/2015 1:28:21 PM -07:00 1617.0

1/13/2015 1:29:21 PM -07:00 1613.0

1/13/2015 1:30:21 PM -07:00 1608.8

1/13/2015 1:31:21 PM 07:00 1604.8

1/13/2015 1:32:21 PM 07:00 1601.8

1/13/2015 1:33:21 PM 07:00 1598.2

1/13/2015 1:34:21 PM -07:00 1595.2

1/13/2015 1:35:21 PM -07:00 1592.0

1/13/2015 1:36:21 PM -07:00 1589.0

1/13/2015 1:37:21 PM -07:00 1586.2

1/13/2015 1:38:21 PM -07:00 1583.4

1/13/2015 1:39:21 PM -07:00 1580.8

1/13/2015 1:40:21 PM -07:00 1578.6

1/13/2015 1:41:21 PM -07:00 1576.2

1/13/2015 1:42:21 PM -07:00 1573.8

1/13/2015 1:43:21 PM -07:00 1571.6

1/13/2015 1:44:21 PM -07:00 1569.2

1/13/2015 1:45:21 PM -07:00 1567.2

Page 1 of



RECEIVED: Nov. 17, 2015

Sundry Number: 67749 API Well Number: 43013331360000

1/
11

/A
ll'

s
1

½
1/

PM

Le
ge

nd
o

N
87

69
5

A
bo

M
eP

re
m

re

9:
26

:4
0

A
M

10
:0

0:
00

A
M

10
:3

3:
20

A
M

11
:0

6:
40

A
M

11
:4

0:
00

A
M

12
:1

3:
20

PM
12

:4
6:

40
PM

1:
20

:0
0

PM
1:

53
:2

0
PF

1/
13

/2
01

5
1/

13
/2

01
5

1/
13

/2
01

5
1/

13
/2

01
5

1/
13

/2
01

5
1/

13
/2

01
5

1/
13

/2
01

5
1/

13
/2

01
5

1/
13

/2
01

-0
7:

00
-0

7:
00

-0
7:

00
-0

7:
00

-0
7:

00
-0

7:
00

-0
7:

00
-0

7:
00


	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	APD-DRILL
	SPUD
	SUNDRY-SPUD
	WCR
	SUNDRY-CONVERT
	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	APD-BLM
	SPUD
	SUNDRY-SPUD
	WCR
	INJ-WELL-APP
	INJ-WELL-APPROVAL
	SUNDRY-CONVERT
	SUNDRY-CONVERT

